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START OF CHANGE
20.2.1
X2-CP Functions

The X2AP protocol supports the following functions:

-
Intra LTE-Access-System Mobility Support for UE in ECM-CONNECTED:

-
Context transfer from source eNB to target eNB;

-
Control of user plane tunnels between source eNB and target eNB;
-
Handover cancellation.

-
Load Management;
-
General X2 management and error handling functions:

-
Error indication;

-
Setting up the X2;

-
Resetting the X2;

-
Updating the X2 configuration data;

-
X2 Release;

-
X2AP Message Transfer;

-
Registration;

-
X2 Removal.
-
Mobility failure event notification and information exchange in support of handover settings negotiation;
-
Energy Saving. This function allows decreasing energy consumption by enabling indication of cell activation/deactivation.
NEXT CHANGE
20.2.2.x
X2 Removal procedure

The purpose of the X2 Removal procedure is to perform the removal of X2 connectivity between two eNBs in a controlled manner. If the procedure is successful, the receiving eNB responds with the X2 REMOVAL RESPONSE message, after which both eNBs remove the X2 signaling connection between them and may release all associated resources. In case the receiving eNB cannot remove the X2 signaling connection (e.g. because of an ongoing procedure and/or due to local configuration), it responds with the X2 REMOVAL FAILURE message. 
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Figure 20.2.2.x-1: X2 Removal procedure
END OF CHANGES
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