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1   Discussion
This contribution provides a text proposal for the Alt.3 in the chairman notes:

Alt-3: MME indicates eRAB failed (no new indication/ no change on MME Behavior) to be switched, eNB decides to actions: 

· Release all the eRAB

· Keeps conditionally the eRAB 
And RAN3 agreed that:
Remove the FFS related to UE-AMBR.
Proposal 1: Agree the text proposal for stage 3 in the section 2.

2   Text Proposal
Text proposal to S1AP baseline CR [1]:

-------------------------------------------Change Start----------------------------------------------------
8.2.x.2
Successful Operation
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Figure 8.2.x.2-1: E-RAB Modification Indication procedure. Successful operation.

The eNB initiates the procedure by sending an E-RAB MODIFICATION INDICATION message to the MME.

The Transport Layer Address IE and DL GTP TEID IE included in the E-RAB To Be Modified Item IEs IE in the E-RAB MODIFICATION INDICATON message shall be considered by the MME as the new DL address of the E-RABs. The Transport Layer Address IE and DL GTP TEID IE included in the E-RAB Not To Be Modified Item IEs IE in the E-RAB MODIFICATION INDICATION message shall be considered by the MME as the E-RABs with unchanged DL address

The E-RAB MODIFICATION CONFIRM message shall contain the result for all the E-RABs that were requested to be modified according to the E-RAB To Be Modified Item IEs IE of the E-RAB MODIFICATION INDICATION message as follows:

-
A list of E-RABs which are successfully modified shall be included in the E-RAB Modify List IE.

-
A list of E-RABs which failed to be modified, if any, shall be included in the E-RAB Failed to Modify List IE.
If the E-RAB Failed to Modify List IE is received in E-RAB MODIFICATION CONFIRM message, the eNB shall:

-
release all corresponding E-UTRA and E-UTRAN resources for the concerned E-RAB; or

-
keep the previous transport information before sending the E-RAB MODIFICATION INDICATION message unchanged for the concerned E-RAB.
When the MME reports unsuccessful modification of an E-RAB, the cause value should be precise enough to enable the eNB to know the reason for an unsuccessful modification.

Editor’s Note: It was agreed to not allow the EPC to change the UL TEIDs. It was also agreed that the E-RAB Modification procedure shall not exchange security related information. 

-------------------------------------------Change end-------------------------------------------------
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