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8.5.6.2
Successful Operation

/*partial ommited */
-
If the Information Type IE is set to “Inter-frequency Cell Information”, the RNC2 shall initiate the Information Reporting procedure for this specific Information Item when any change has occurred to the inter-frequency cell information broadcasted in the SIB11, SIB11ter or SIB12.

/*partial ommited */
9.2.1.31G
Inter-frequency Cell Information

This IE contains the inter-frequency cell information of a cell in the DRNS broadcased in SIB11 , SIB12 or SIB11ter.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	SIB11
	
	0..2
	
	
	-
	

	>Inter-frequency Cell Indication- SIB11
	M
	
	Integer(0..1)
	Value tag in 10.3.7.45 in TS 25.331 [16] with the same IE name.
	-
	

	>Inter-frequency Cell List in SIB11
	
	0..<maxCellSIB11OrSIB12>
	
	
	-
	

	>>Inter-frequency Cell Id
	M
	
	Integer(0..31)
	The order of the inter-frequency cell in SIB11.
	-
	

	>>DL UARFCN
	M
	
	UARFCN

9.2.1.66
	
	-
	

	>>UL UARFCN
	O
	
	UARFCN

9.2.1.66
	If this IE is not present, the default duplex distance defined for the operating frequency band shall be used (TS 25.101 [43]).
	-
	

	>>Primary Scrambling Code
	M
	
	9.2.1.45
	
	-
	

	SIB12
	
	0..2
	
	
	-
	

	>Inter-frequency Cell Indication- SIB12
	M
	
	Integer(0..1)
	Value tag in 10.3.7.45 in TS 25.331 [16] with the same IE name.
	-
	

	>Inter-frequency Cell List in SIB12
	M
	0..<maxCellSIB11OrSIB12>
	
	
	-
	

	>>Inter-frequency Cell Id
	
	
	Integer(0..31)
	The order of the inter-frequency cell in SIB12.
	-
	

	>>DL UARFCN
	M
	
	UARFCN

9.2.1.66
	
	-
	

	>>UL UARFCN
	O
	
	UARFCN

9.2.1.66
	If this IE is not present, the default duplex distance defined for the operating frequency band shall be used (TS 25.101 [43]).
	-
	

	>>Primary Scrambling Code
	M
	
	9.2.1.45
	
	-
	

	SIB11ter
	O
	1..2
	
	
	YES
	ignore

	>Inter-frequency Cell Indication-SIB11ter
	M
	
	Integer(0..1)
	Value tag in 10.3.7.45 in TS 25.331 [16] with the same IE name.
	-
	

	>Inter-frequency Cell List in SIB11ter
	M
	1..<maxCellSIB11ter-ext>
	
	
	-
	

	>>Inter-frequency Cell Id
	M
	
	Integer(0.. maxCellSIB11ter-1)
	The order of the inter-frequency cell in the SIB11ter.
	-
	

	>>DL UARFCN
	M
	
	UARFCN

9.2.1.66
	
	-
	

	>>UL UARFCN
	O
	
	UARFCN

9.2.1.66
	If this IE is not present, the default duplex distance defined for the operating frequency band shall be used (TS 25.101 [43]).
	-
	

	>>Primary Scrambling Code
	M
	
	9.2.1.45
	
	-
	


	Range bound
	Explanation

	maxCellSIB11OrSIB12
	Maximum number of inter-frequency cells broadcased in SIB11 or SIB12.

	maxCellSIB11ter-ext
	Maximum number of inter-frequency cells broadcasted in SIB11ter.

	maxCellSIB11ter
	Maximum value of inter-frequency Cell Id in SIB11ter.


/../

9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

RNSAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) rnsap (1) version1 (1) rnsap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

maxCellSIB11OrSIB12,


maxCellSIB11ter-ext,

maxCellSIB11ter,

maxNrOfFACHs,


maxIBSEG,


maxIGPInfo,


maxCellsMeas,

/../


id-Affected-HSDSCH-Serving-Cell-List,


id-Support-of-Dynamic-DTXDRX-Related-HS-SCCH-Order,
id-Inter-Frequency-Cell-Information-SIB11ter,
/../

Inter-Frequency-Cell-Information ::= SEQUENCE {


inter-Frequency-Cell-Information-SIB11

Inter-Frequency-Cell-Information-SIB11,


inter-Frequency-Cell-Information-SIB12

Inter-Frequency-Cell-Information-SIB12,


iE-Extensions



ProtocolExtensionContainer { {Inter-Frequency-Cell-Information-ExtIEs } }
OPTIONAL,


...

}

Inter-Frequency-Cell-Information-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {

{ ID id-Inter-Frequency-Cell-Information-SIB11ter
CRITICALITY ignore
EXTENSION Inter-Frequency-Cell-Information-SIB11ter

PRESENCE optional
},

...
}

Inter-Frequency-Cell-Information-SIB11 ::= SEQUENCE (SIZE (0..2)) OF Inter-Frequency-Cells-Information-SIB11-Per-Indication

Inter-Frequency-Cell-Information-SIB12 ::= SEQUENCE (SIZE (0..2)) OF Inter-Frequency-Cells-Information-SIB12-Per-Indication

Inter-Frequency-Cell-Information-SIB11ter ::= SEQUENCE (SIZE (1..2)) OF Inter-Frequency-Cells-Information-SIB11ter-Per-Indication 
Inter-Frequency-Cells-Information-SIB11-Per-Indication ::= SEQUENCE {


inter-Frequency-Cell-Indication-SIB11
Inter-Frequency-Cell-Indication,


inter-Frequency-Cell-List-SIB11

Inter-Frequency-Cell-SIB11-or-SIB12-List,


iE-Extensions



ProtocolExtensionContainer { { Inter-Frequency-Cells-Information-SIB11-Per-Indication-ExtIEs } } 
OPTIONAL,


...

}

Inter-Frequency-Cells-Information-SIB11-Per-Indication-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

Inter-Frequency-Cells-Information-SIB12-Per-Indication ::= SEQUENCE {


inter-Frequency-Cell-Indication-SIB12
Inter-Frequency-Cell-Indication,


inter-Frequency-Cell-List-SIB12

Inter-Frequency-Cell-SIB11-or-SIB12-List,


iE-Extensions



ProtocolExtensionContainer { { Inter-Frequency-Cells-Information-SIB12-Per-Indication-ExtIEs } } 
OPTIONAL,


...

}

Inter-Frequency-Cells-Information-SIB12-Per-Indication-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

Inter-Frequency-Cells-Information-SIB11ter-Per-Indication ::= SEQUENCE {


inter-Frequency-Cell-Indication-SIB11ter
Inter-Frequency-Cell-Indication,


inter-Frequency-Cell-List-SIB11ter

Inter-Frequency-Cell-SIB11ter-List, 


iE-Extensions



ProtocolExtensionContainer { { Inter-Frequency-Cells-Information-SIB11ter-Per-Indication-ExtIEs } } 
OPTIONAL,

...

}

Inter-Frequency-Cell-SIB11ter-List ::= SEQUENCE (SIZE (1..maxCellSIB11ter-ext)) OF Inter-Frequency-Cell-SIB11ter
Inter-Frequency-Cells-Information-SIB11ter-Per-Indication-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

Inter-Frequency-Cell-SIB11ter ::= SEQUENCE {


interFrequencyCellID

InterFrequencyCellID-Ext,


dL-UARFCN




UARFCN,


uL-UARFCN




UARFCN

OPTIONAL,


primaryScramblingCode

PrimaryScramblingCode,

iE-Extensions



ProtocolExtensionContainer { { Inter-Frequency-Cell-SIB11ter-ExtIEs} }

OPTIONAL,


...

}

InterFrequencyCellID-Ext ::= INTEGER(0..maxCellSIB11ter-1)

Inter-Frequency-Cell-SIB11ter-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

Inter-Frequency-Cell-Indication ::= INTEGER (0..1)

/../


9.3.6
Constant Definitions

/../

-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxCellSIB11OrSIB12





INTEGER ::= 32

maxCellSIB11ter-ext





INTEGER ::= 48
maxCellSIB11ter






INTEGER ::= 80
maxCellsMeas






INTEGER ::= 8

maxRateMatching






INTEGER ::= 256

maxNoOfDSCHs






INTEGER ::= 10

maxNoOfDSCHsLCR






INTEGER ::= 10

/../

id-LoadValue















ProtocolIE-ID ::= 2063

id-EventH
















ProtocolIE-ID ::= 2064
id-Inter-Frequency-Cell-Information-SIB11ter







ProtocolIE-ID ::= 981
END
