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1   Introduction
In the running Stage 2 CR for LTE-WLAN Radio Level Integration and Interworking Enhancement [1] a new WT ASSOCIATION CONFIRMATION message has been introduced and its details should be discussed and agreed in RAN3. With this document we would like to describe and introduce such details.
2   Discussion
The following message flow has been captured in the running Stage 2 CR [1]:
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Figure XX.1.5.1-1: WT Addition procedure

Message #12 (WT Association Confirmation) has been introduced to allow the WT to confirm that the UE associated with the WLAN after the necessary resources have been allocated. Thanks to this confirmation the eNB is then aware that LTE-WLAN aggregation has been successfully established for the involved UE.
In our understanding, message #12 above should be considered as a separate class 2 procedure that we can define WT Association Confirmation. 
The WT ASSOCIATION CONFIRMATION message should include at least the UE XwAP ID (on top of the Message Type).

Proposal: Capture the text proposal vs. the running Stage 3 CR (TS 36.463) in Section 3.
3   Text proposal for Stage 3 details
Y.1 Elementary Procedures

In the following tables, all EPs are divided into Class 1 and Class 2 EPs.

Table Y.1-1: Class 1 Elementary Procedures

	Elementary Procedure
	Initiating Message
	Successful Outcome
	Unsuccessful Outcome

	
	
	Response message
	Response message

	Xw Setup
	Xw SETUP REQUEST
	Xw SETUP RESPONSE
	Xw SETUP FAILURE

	WT Configuration Update
	WT CONFIGURATION UPDATE
	WT CONFIGURATION UPDATE ACKNOWLEDGE
	WT CONFIGURATION UPDATE FAILURE

	WT Status Reporting Initiation
	WT STATUS REQUEST
	WT STATUS RESPONSE
	WT STATUS FAILURE


Table Y.1-2: Class 2 Elementary Procedures

	Elementary Procedure
	Initiating Message

	WT Status Reporting
	WT STATUS REPORT

	WT Association Confirmation
	WT ASSOCIATION CONFIRMATION


Y.2 Global Procedures

 [SKIP UNCHANGED TEXT]
Y.2.a WT Association Confirmation

Y.2.a.1 General

This procedure is initiated by the WT to give confirmation to the eNB that a certain UE successfully associated with the WLAN following a successful WT Addition Preparation procedure.

The procedure uses UE-associated signalling.

Y.2.a.2 Successful Operation
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Figure Y.2.a.2-1: WT Association Confirm procedure, successful operation

Y.2.7.3 Unsuccessful Operation

Not applicable.
Y.2.7.4 Abnormal Conditions

Void.

 [NEXT CHANGE]
Z.2
Information Element definitions

Z.2.1
Message Type

This IE uniquely identifies the message being sent. It is mandatory for all messages.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Procedure Code
	M
	
	INTEGER (0..255)
	"0" = Xw Setup

"1" = WT Configuration Update

"2" = WT Status Reporting Initiation

"3" = WT Status Reporting
"11" = WT Association Confirmation

	Type of Message
	M
	
	CHOICE (Initiating Message, Successful Outcome, Unsuccessful Outcome, 

…)
	


Z.1 Message Functional Definition and Content

 [SKIP UNCHANGED TEXT]
Z.1.b
Messages for LWA procedures

Z.1.b.c
WT ASSOCIATION CONFIRMATION

This message is sent by the WT to the eNB to confirm that a certain UE successfully associated with the WLAN.

Direction: WT ( eNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	Z.2.1
	
	YES
	reject

	UE XwAP ID [FFS]
	M
	
	Z.2.a
	
	YES
	ignore

	
	
	
	
	
	
	


 [END OF CHANGES]
Z.3.3
Elementary Procedure Definitions

-- **************************************************************

--

-- Elementary Procedure definitions for XwAP

--

-- **************************************************************

XwAP-PDU-Descriptions  { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) xwap (XX) version1 (1) xwap-PDU-Descriptions (0)}

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules

--

-- **************************************************************

IMPORTS


Criticality,


ProcedureCode

FROM XwAP-CommonDataTypes


XwSetupFailure,


XwSetupRequest,


XwSetupResponse,

WTAssociationConfirmation,

WTConfigurationUpdate,


WTConfigurationUpdateAcknowledge,


WTConfigurationUpdateFailure,


WTStatusFailure,


WTStatusReport,


WTStatusRequest,


WTStatusResponse

FROM XwAP-PDU-Contents


id-XwSetup,

id-WTAssociationConfirmation,

id-WTConfigurationUpdate,


id-WTStatusReporting,


id-WTStatusReportingInitiation

FROM XwAP-Constants;

-- **************************************************************

--

-- Interface Elementary Procedure Class

--

-- **************************************************************

XWAP-ELEMENTARY-PROCEDURE ::= CLASS {


&InitiatingMessage



,


&SuccessfulOutcome






OPTIONAL,


&UnsuccessfulOutcome





OPTIONAL,


&procedureCode



ProcedureCode 
UNIQUE,


&criticality



Criticality 
DEFAULT ignore

}

WITH SYNTAX {


INITIATING MESSAGE


&InitiatingMessage


[SUCCESSFUL OUTCOME


&SuccessfulOutcome]


[UNSUCCESSFUL OUTCOME

&UnsuccessfulOutcome]


PROCEDURE CODE



&procedureCode


[CRITICALITY



&criticality]

}

-- **************************************************************

--

-- Interface PDU Definition

--

-- **************************************************************

XwAP-PDU ::= CHOICE {


initiatingMessage
InitiatingMessage,


successfulOutcome
SuccessfulOutcome,


unsuccessfulOutcome
UnsuccessfulOutcome,


...

}

InitiatingMessage ::= SEQUENCE {


procedureCode
XWAP-ELEMENTARY-PROCEDURE.&procedureCode

({XWAP-ELEMENTARY-PROCEDURES}),


criticality

XWAP-ELEMENTARY-PROCEDURE.&criticality

({XWAP-ELEMENTARY-PROCEDURES}{@procedureCode}),


value


XWAP-ELEMENTARY-PROCEDURE.&InitiatingMessage
({XWAP-ELEMENTARY-PROCEDURES}{@procedureCode})

}

SuccessfulOutcome ::= SEQUENCE {


procedureCode
XWAP-ELEMENTARY-PROCEDURE.&procedureCode

({XWAP-ELEMENTARY-PROCEDURES}),


criticality

XWAP-ELEMENTARY-PROCEDURE.&criticality

({XWAP-ELEMENTARY-PROCEDURES}{@procedureCode}),


value


XWAP-ELEMENTARY-PROCEDURE.&SuccessfulOutcome
({XWAP-ELEMENTARY-PROCEDURES}{@procedureCode})

}

UnsuccessfulOutcome ::= SEQUENCE {


procedureCode
XWAP-ELEMENTARY-PROCEDURE.&procedureCode


({XWAP-ELEMENTARY-PROCEDURES}),


criticality

XWAP-ELEMENTARY-PROCEDURE.&criticality


({XWAP-ELEMENTARY-PROCEDURES}{@procedureCode}),


value


XWAP-ELEMENTARY-PROCEDURE.&UnsuccessfulOutcome
({XWAP-ELEMENTARY-PROCEDURES}{@procedureCode})

}

-- **************************************************************

--

-- Interface Elementary Procedure List

--

-- **************************************************************

XWAP-ELEMENTARY-PROCEDURES XWAP-ELEMENTARY-PROCEDURE ::= {


XWAP-ELEMENTARY-PROCEDURES-CLASS-1


|


XWAP-ELEMENTARY-PROCEDURES-CLASS-2,



...

}

XWAP-ELEMENTARY-PROCEDURES-CLASS-1 XWAP-ELEMENTARY-PROCEDURE ::= {


xwSetup






|


wTConfigurationUpdate


|


wTStatusReportingInitiation

,


...

}

XWAP-ELEMENTARY-PROCEDURES-CLASS-2 XWAP-ELEMENTARY-PROCEDURE ::= {


wTAssociationConfirmation

|

wTStatusReporting



,


...
}

-- **************************************************************

--

-- Interface Elementary Procedures

--

-- **************************************************************

xwSetup 




XWAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

XwSetupRequest


SUCCESSFUL OUTCOME

XwSetupResponse


UNSUCCESSFUL OUTCOME
XwSetupFailure


PROCEDURE CODE


id-XwSetup


CRITICALITY



reject

}
wTAssociationConfirmation
XWAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

WTAssociationConfirmation

PROCEDURE CODE


id-WTAssociationConfirmation

CRITICALITY



ignore

}

[NEXT CHANGE]
Z.3.4
PDU Definitions

-- **************************************************************

--

-- PDU definitions for XwAP.

--

-- **************************************************************

XwAP-PDU-Contents { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) xwap (XX) version1 (1) xwap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


BSSMeasurementResult-List,


BSSToReport-List, 


Cause, 


CompleteFailureCauseInformation-List, 


CriticalityDiagnostics, 


Global-ENB-ID,


Measurement-ID, 


MeasurementInitiationResult-List, 


PartialSuccessIndicator, 


Registration-Request, 


ReportCharacteristics, 


ReportingPeriodicity, 


WLANIdentifier-List, 


WLANIdentifiersToDelete-List, 


WTID

FROM XwAP-IEs


PrivateIE-Container{},


ProtocolExtensionContainer{},


ProtocolIE-Container{},


ProtocolIE-ContainerList{},


ProtocolIE-ContainerPair{},


ProtocolIE-ContainerPairList{},


ProtocolIE-SingleContainer{},


XWAP-PRIVATE-IES,


XWAP-PROTOCOL-EXTENSION,


XWAP-PROTOCOL-IES,


XWAP-PROTOCOL-IES-PAIR

FROM XwAP-Containers


id-BSSMeasurementResult-List,


id-BSSToReport-List, 


id-Cause, 


id-CompleteFailureCauseInformation-List, 


id-CriticalityDiagnostics, 


id-ENB-Measurement-ID, 


id-Global-ENB-ID, 


id-MeasurementInitiationResult-List, 


id-PartialSuccessIndicator, 


id-Registration-Request, 


id-ReportCharacteristics, 


id-ReportingPeriodicity,

id-WLANIdentifier-List, 


id-WLANIdentifiersToAdd-List, 


id-WLANIdentifiersToDelete-List, 


id-WLANIdentifiersToModify-List, 


id-WTID, 


id-WT-Measurement-ID,


maxnoofE-RABs
FROM XwAP-Constants;

-- **************************************************************

--

-- Common Container Lists

--

-- **************************************************************

E-RAB-IE-ContainerList


{ XWAP-PROTOCOL-IES      : IEsSetParam }
::= ProtocolIE-ContainerList     { 1, maxnoofE-RABs,   {IEsSetParam} }

E-RAB-IE-ContainerPairList

{ XWAP-PROTOCOL-IES-PAIR : IEsSetParam }
::= ProtocolIE-ContainerPairList { 1, maxnoofE-RABs,   {IEsSetParam} }

ProtocolError-IE-ContainerList
{ XWAP-PROTOCOL-IES      : IEsSetParam }
::= ProtocolIE-ContainerList     { 1, maxnoofE-RABs,   {IEsSetParam} }

-- **************************************************************

--

-- Xw SETUP ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Xw Setup Request

--

-- **************************************************************

XwSetupRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {XwSetupRequestIEs} },


...

}

XwSetupRequestIEs XWAP-PROTOCOL-IES ::= {


{ ID id-Global-ENB-ID
CRITICALITY reject
TYPE Global-ENB-ID

PRESENCE mandatory
},


...

}

-- **************************************************************

--

-- Xw Setup Response

--

-- **************************************************************

XwSetupResponse ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {XwSetupResponseIEs} },


...

}

XwSetupResponseIEs XWAP-PROTOCOL-IES ::= {


{ ID id-WTID




CRITICALITY reject
TYPE WTID




PRESENCE mandatory }|


{ ID id-WLANIdentifier-List

CRITICALITY reject
TYPE WLANIdentifier-List

PRESENCE mandatory }|


{ ID id-CriticalityDiagnostics
CRITICALITY ignore
TYPE CriticalityDiagnostics
PRESENCE optional  },


...

}

-- **************************************************************

--

-- Xw Setup Failure

--

-- **************************************************************

XwSetupFailure ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {XwSetupFailureIEs} },


...

}

XwSetupFailureIEs XWAP-PROTOCOL-IES ::= {


{ ID id-Cause




CRITICALITY ignore
TYPE Cause





PRESENCE mandatory
}|


{ ID id-CriticalityDiagnostics
CRITICALITY ignore
TYPE CriticalityDiagnostics

PRESENCE optional

},


...

}
-- **************************************************************

--

-- WT ASSOCIATION CONFIRMATION ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- WT Association Confirmation 

--

-- **************************************************************

WTAssociationConfirmation ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {WTAssociationConfirmationIEs} },


...

}

WTAssociationConfirmationIEs XWAP-PROTOCOL-IES ::= {


{ ID id-UE-XwAP-ID
CRITICALITY reject
TYPE UE-XwAP-ID

PRESENCE mandatory
},


...

}

-- **************************************************************

--

-- WT CONFIGURATION UPDATE ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- WT Configuration Update 

--

-- **************************************************************

[NEXT CHANGE]
Z.3.7
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

XwAP-Constants { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) xwap (XX) version1 (1) xwap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM XwAP-CommonDataTypes;

-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-XwSetup








ProcedureCode ::= 0

id-WTConfigurationUpdate




ProcedureCode ::= 1

id-WTStatusReporting





ProcedureCode ::= 2

id-WTStatusReportingInitiation



ProcedureCode ::= 3
id-WTAssociationConfirmation



ProcedureCode ::= 11
[END OF CHANGES]
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