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	Reason for change:
	There is misalignment on the presence of the Cell Access Mode IE between IE tabular and ASN.1, i.e. the IE is optional in the IE tabular, but it is mandatory in the ASN.1.

Because support of HeNBs for dual connectivity only applies to open access HeNB and hybrid access HeNB and the membership verification is only performed for the hybrid access HeNB, it is reasonable to have a mandatory Cell Access Mode IE.


	
	

	Summary of change:
	Correct the presence of the Cell Access Mode IE to be optional in order to align with ASN.1.
Impact assessment towards the previous version of the specification (same release):
This CR has an isolated impact towards the previous version of the specification (same release).

This CR only has an impact on the function of support of HeNBs for dual connectivity function. 
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<<<<<<<<<<<<<<<<<<<< Start of 1st Change >>>>>>>>>>>>>>>>>>>>
9.1.3.8
E-RAB MODIFICATION INDICATION

This message is sent by the eNB and is used to request the MME to apply the indicated modification for one or several E-RABs.
Direction: eNB ( MME
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	MME UE S1AP ID
	M
	
	9.2.3.3
	
	YES
	reject

	eNB UE S1AP ID
	M
	
	9.2.3.4
	
	YES
	reject

	E-RAB to be Modified List
	
	1
	
	
	YES
	reject

	>E-RAB to Be Modified Item IEs
	
	1 .. <maxnoofE-RABs>
	
	
	EACH
	reject

	>>E-RAB ID
	M
	
	9.2.1.2
	
	-
	

	>>Transport Layer Address
	M
	
	9.2.2.1
	
	-
	

	>>DL GTP TEID
	M
	
	GTP-TEID

9.2.2.2
	
	-
	

	E-RAB not to be Modified List
	
	0..1
	
	
	YES
	reject

	>E-RAB not to Be Modified Item IEs
	
	1 .. <maxnoofE-RABs>
	
	
	EACH
	reject

	>>E-RAB ID
	M
	
	9.2.1.2
	
	-
	

	>>Transport Layer Address
	M
	
	9.2.2.1
	
	-
	

	>>DL GTP TEID
	M
	
	GTP-TEID

9.2.2.2
	
	-
	

	CSG Membership Info
	
	0..1
	
	
	YES
	reject

	>CSG Membership Status
	M
	
	9.2.1.73
	
	-
	

	>CSG Id
	M
	
	9.2.1.62
	
	-
	

	>Cell Access Mode 
	M
	
	9.2.1.74
	
	-
	

	>PLMN Identity
	O
	
	9.2.3.8
	
	-
	

	Tunnel Information for BBF
	O
	
	Tunnel Information 9.2.2.3
	Indicating HeNB’s Local IP Address assigned by the broadband access provider, UDP port Number.
	YES
	ignore


<<<<<<<<<<<<<<<<<<<< Start of 2nd Change >>>>>>>>>>>>>>>>>>>>
9.1.4.13
UE CONTEXT MODIFICATION INDICATION

This message is sent by the eNB to request the MME to modify the UE Context information.

Direction: eNB ( MME
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	MME UE S1AP ID
	M
	
	9.2.3.3
	
	YES
	reject

	eNB UE S1AP ID
	M
	
	9.2.3.4
	
	YES
	reject

	CSG Membership Info
	
	0..1
	
	
	YES
	reject

	>CSG Membership Status
	M
	
	9.2.1.73
	
	-
	

	>CSG Id
	M
	
	9.2.1.62
	
	-
	

	>Cell Access Mode
	M
	
	9.2.1.74
	
	-
	

	>PLMN Identity
	O
	
	9.2.3.8
	
	-
	


