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	Reason for change:
	1. The reason for RRC Connection Establishment cannot be indicated to the EPC when the UE indicates mo-VoiceCall-v1280 in the RRCConnectionRequest-message.
2. According to section 9.2.3.1a the same encoding shall be used in S1AP as in TS36.331. TS36.331 uses the encoding  

EstablishmentCause ::=ENUMERATED { emergency, highPriorityAccess, mt-Access, mo-Signalling, mo-Data, delayTolerantAccess-v1020, mo-VoiceCall-v1280, spare1}
while TS36.413 uses an extention for delayTolerantAcess-v1020 resulting in different encoded values to be sent on the interfaces for delayTolerantAcess-v1020 and mo-VoiceCall-v1280.


	
	

	Summary of change:
	Added the mo-VoiceCall as an Establishment cause.
Clarified that the cause value do not use the same encoding as in TS36.331.

	
	

	Consequences if not approved:
	The network cannot prioritize between voice calls according to RAN2 agreements.
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	Other comments:
	


9.2.1.3a
RRC Establishment Cause

The purpose of the RRC Establishment Cause IE is to indicate to the MME the reason for RRC Connection Establishment. The content of the RRC Establishment Cause is the same as that of the Establishment Cause IE defined in TS 36.331 [16].

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	RRC Establishment Cause
	M
	
	ENUMERATED(emergency,

highPriorityAccess,

mt-Access,

mo-Signalling,

mo-Data, …,delayTolerantAccess, mo-VoiceCall)
	


RNC-ID ::= INTEGER (0..4095)

RRC-Container ::= OCTET STRING

RRC-Establishment-Cause ::= ENUMERATED {


emergency,


highPriorityAccess,


mt-Access,


mo-Signalling,


mo-Data,


...,


delay-TolerantAccess,


mo-VoiceCall
}

ECGIListForRestart ::= SEQUENCE (SIZE(1..maxnoofCellsforRestart)) OF EUTRAN-CGI

Routing-ID ::= INTEGER (0..255)

-- S

