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1
Introduction

In the previous RAN3 meetings, there have been a number of discussions regarding signalling of the UE’s Mobility Set towards the WT. This document briefly comments on this, and provides a text proposal for TS 36.463.
Revision: this document has been revised to add ASN.1, and to extend the signalling of the mobility set to the eNB Initiated WT Modification Preparation procedure.

2
Mobility Set signalling
Several scenarios have been discussed which suggest that there is some advantage in providing mobility set information to the WT. Ultimately, the information can be used to restrict where information such as the security key and the UE’s MAC address is distributed. The WLAN system is then also able to determine whether the UE is associated with an AP within (or outside) the Mobility Set, which may be useful to avoid inefficiencies (e.g. forwarding of user data through to APs not in mobility set).
In any case such usage is entirely within the WLAN domain, hence no strict behaviour should be assigned to the WT (e.g. either “may”, or “shall if supported”). Furthermore, this could be left as an optional IE.

It is also proposed to align the format of the mobility set with that in the RRC running CR, and to check such alignment remains at the end of the meeting. Relevant items are shown below for information, and the text proposal below provides a similar structure.

VarWLAN-MobilityConfig UE variable
-- ASN1START

VarWLAN-MobilityConfig ::=




SEQUENCE {


associated-r13






BOOLEAN,


wlan-IdentifiersAssociated-r13


WLAN-Identifiers-r12

OPTIONAL
,


wlan-MobilitySet-r13





WLAN-Id-List-r13


OPTIONAL
}

-- ASN1STOP

	VarWLAN-MobilityConfig field descriptions

	associated
Value true indicates that the UE is connected to a WLAN configured for LWA. Value false indicates that the UE is not connected to a WLAN configured for LWA.

	wlan-IdentifiersAssociated

Indicates the WLAN identification parameters of the WLAN to which the UE is connected for LWA.

	wlan-MobilitySet
Indicates the WLAN Mobility Set configured for LWA.


WLAN-Id-List-r13 ::=



SEQUENCE (SIZE (1..maxWLAN-Id-r13)) OF WLAN-Identifiers-r12
maxWLAN-Id-r13



INTEGER ::= 32
-- Maximum number of WLAN identifiers
WLAN-Identifiers-r12 ::=


SEQUENCE {


ssid-r12





OCTET STRING (SIZE (1..32))

OPTIONAL, 
-- Need OR

bssid-r12





OCTET STRING (SIZE (6)) 


OPTIONAL, 
-- Need OR

hessid-r12





OCTET STRING (SIZE (6)) 


OPTIONAL, 
-- Need OR

...
}

Text Proposal

8.8.2
Successful Operation
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Figure 8.8.2-1: WT Addition Preparation, successful operation

The eNB initiates the procedures by sending the WT ADDITION REQUEST message to the WT.
The allocation of resources according to the values of the Allocation and Retention Priority IE included in the E-RAB Level QoS Parameters IE shall follow the principles described for the E-RAB Setup Procedure in TS 36.413 [8].
At reception of the WT ADDITION REQUEST message the WT shall store the WLAN Security Information IE, and use it to establish the required security relation towards the UE.
If the Mobility Set IE is contained in the WT ADDITION REQUEST message, the WT may use the information in this IE to identify the WLAN Mobility Set configured for LWA [Ref36.331].
 [Editor’s Note: use and definition of the WLAN Security Information IE are FFS]
[Editor’s Note: It is agreed to send the LTE QoS parameters to the WT. E-UTRAN-WLAN QoS mapping is according to WT implementation. GBR bearer offloading is not precluded; handling of GBR bearers’ addition request by the WT may be further clarified]

The WT shall report to the eNB, in the WT ADDITION REQUEST ACKNOWLEDGE message, the result for all the requested E-RABs in the following way:

-
A list of E-RABs which are successfully established shall be included in the E-RABs Admitted To Be Added List IE.

-
A list of E-RABs which failed to be established shall be included in the E-RABs Not Admitted List IE.

>>>>>>>>>>>>>>>>>>>>>>>>>     NEXT CHANGE    <<<<<<<<<<<<<<<<<<<<<<<<<<

8.9
eNB Initiated WT Modification Preparation
8.9.1
General
This procedure is used to enable an eNB to request a WT to modify the UE context at the WT.

The procedure uses UE-associated signaling.
8.9.2
Successful Operation
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Figure 8.9.2-1: eNB initiated WT Modification, successful operation

The eNB initiates the procedure by sending the WT MODIFICATION REQUEST message to the WT.
The WT MODIFICATION REQUEST message may contain

-
within the UE Context Information IE;

-
E-RABs to be added within the E-RABs To Be Added Item IE;

-
E-RABs to be modified within the E-RABs To Be Modified Item IE;

-
E-RABs to be released within the E-RABs To Be Released Item IE;
-
WLAN security information in the WLAN Security Information IE [FFS];
If the WLAN Security Information IE is included in the WT MODIFICATION REQUEST message the WT shall store the information contained in this IE, and use it to establish the required security relation towards the UE.

[Editor’s Note: use and definition of the WLAN Security Information IE are FFS]
If the Mobility Set IE is contained in the WT MODIFICATION REQUEST message, the WT shall replace any previously received Mobility Set information with the information contained in this IE, and may use it to identify the WLAN Mobility Set configured for LWA [Ref36.331].
The allocation of resources according to the values of the Allocation and Retention Priority IE included in the E-RAB Level QoS Parameters IE shall follow the principles described for the E-RAB Setup procedure in TS 36.413 [8].
If at least one of the requested modifications is admitted by the WT, the WT shall modify the related part of the UE context accordingly and send the WT MODIFICATION REQUEST ACKNOWLEDGE message back to the eNB. 

The WT shall include the E-RABs for which resources have been either added or modified or released at the WT either in the E-RABs Admitted To Be Added List IE or the E-RABs Admitted To Be Modified List IE or the E-RABs Admitted To Be Released List IE. The WT shall include the E-RABs that have not been admitted in the E-RABs Not Admitted List IE with an appropriate cause value.

For each E-RAB to be modified, if the WT MODIFICATION REQUEST message includes the eNB GTP Tunnel Endpoint IE in the E-RABs To Be Modified Item IE, the WT shall act as specified in TS 36.300 [2].

For each E-RAB configured with the split bearer option to be modified (released)

-
if applicable, the eNB may provide for an applicable E-RAB to be released the DL Forwarding GTP Tunnel Endpoint IE within the E-RABs To Be Released Item IE of the WT MODIFICATION REQUEST message.

If the E-RAB level QoS parameter IE is included in the WT MODIFICATION REQUEST message for an E-RAB to be modified the WT shall allocate respective resources as described in TS 36.300 [2].

For an E-RAB to be modified the WT may include in the WT MODIFICATION REQUEST ACKNOWLEDGE message the WT GTP Tunnel Endpoint IE.
>>>>>>>>>>>>>>>>>>>>>>>>>     NEXT CHANGE    <<<<<<<<<<<<<<<<<<<<<<<<<<

9.1.14
WT ADDITION REQUEST
This message is sent by the eNB to the WT to request the preparation of resources for LTE-WLAN aggregation for a specific UE
Direction: eNB ( WT.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1
	
	YES
	reject

	eNB UE XwAP ID
	M
	
	UE XwAP ID 9.2.24
	Assigned by the eNB
	YES
	reject

	UE Identity
	M
	
	9.2.16
	
	YES
	reject

	WLAN Security Information [FFS]
	M
	
	TBD
	TBD
	
	

	E-RABs To Be Added List
	
	1
	
	
	YES
	reject

	>E-RABs To Be Added Item
	
	1 .. <maxnoof Bearers>
	
	
	EACH
	reject

	>>E-RAB ID
	M
	
	9.2.18
	
	–
	–

	>>E-RAB Level QoS Parameters
	M
	
	9.2.19
	Includes necessary QoS parameters
	–
	–

	>> eNB GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint 9.2.22
	Endpoint of the Xw transport bearer at the eNB
	–
	–

	Mobility Set List
	
	0..1
	
	Set of identifiers provided to the UE as part of the Mobility Set [36.331]
	YES
	ignore

	>Mobility Set Item
	
	1..<maxnoofWLANIdentifiersperMobilitySet>
	
	
	EACH
	ignore

	>>BSSID
	O
	
	9.2.8
	
	–
	–

	>>SSID
	O
	
	9.2.9
	
	–
	–

	>>HESSID
	O
	
	9.2.10
	
	–
	–


	Range bound
	Explanation

	maxnoofBearers
	Maximum no. of E-RABs. Value is 256

	maxnoofWLANIdentifiersperMobilitySet
	Maximum no. of WLAN Identifiers per Mobility Set. Value is 32.


>>>>>>>>>>>>>>>>>>>>>>>>>     NEXT CHANGE    <<<<<<<<<<<<<<<<<<<<<<<<<<

9.1.17
WT MODIFICATION REQUEST
This message is sent by the eNB to the WT to request the preparation to modify WT resources for a specific UE.

Direction: eNB ( WT.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1
	
	YES
	reject

	eNB UE XwAP ID
	M
	
	UE XwAP ID 9.2.24
	Assigned by the eNB
	YES
	reject

	WT UE XwAP ID
	M
	
	UE XwAP ID 9.2.24
	Assigned by the WT
	YES
	reject

	Cause
	M
	
	9.2.4
	
	YES
	ignore

	UE Context Information
	
	0..1
	
	
	YES
	reject

	>WLAN Security Information [FFS]
	O
	
	TBD
	TBD
	
	

	>E-RABs To Be Added List
	
	0..1
	
	
	–
	–

	>>E-RABs To Be Added Item
	
	1 .. <maxnoof Bearers>
	
	
	EACH
	ignore

	>>>E-RAB ID
	M
	
	9.2.18
	
	–
	–

	>>>E-RAB Level QoS Parameters
	M
	
	9.2.19
	Includes necessary QoS parameters
	–
	–

	>>> eNB GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint 9.2.22
	Endpoint of the Xw transport bearer at the eNB
	–
	–

	>E-RABs To Be Modified List
	
	0..1
	
	
	–
	–

	>>E-RABs To Be Modified Item
	
	1 .. <maxnoof Bearers>
	
	
	EACH
	ignore

	>>>E-RAB ID
	M
	
	9.2.18
	
	–
	–

	>>>E-RAB Level QoS Parameters
	O
	
	9.2.19
	Includes QoS parameters to be modified
	–
	–

	>>> eNB GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.22
	Endpoint of the Xw transport bearer at the eNB
	–
	–

	>E-RABs To Be Released List
	
	0..1
	
	
	–
	–

	>>E-RABs To Be Released Item
	
	1 .. <maxnoof Bearers>
	
	
	EACH
	ignore

	>>>E-RAB ID
	M
	
	9.2.18
	
	–
	–

	>>>DL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.22
	Identifies the Xw transport bearer used for forwarding of DL PDUs
	–
	–

	>Mobility Set List
	
	0..1
	
	Set of identifiers provided to the UE as part of the Mobility Set [36.331]
	–
	–

	>>Mobility Set Item
	
	1..<maxnoofWLANIdentifiersperMobilitySet>
	
	
	EACH
	ignore

	>>>BSSID
	O
	
	9.2.8
	
	–
	–

	>>>SSID
	O
	
	9.2.9
	
	–
	–

	>>>HESSID
	O
	
	9.2.10
	
	–
	–

	
	
	
	
	
	
	


	Range bound
	Explanation

	maxnoofBearers
	Maximum no. of E-RABs. Value is 256

	maxnoofWLANIdentifiersperMobilitySet
	Maximum no. of WLAN Identifiers per Mobility Set. Value is 32.


>>>>>>>>>>>>>>>>>>>>>>>>>     NEXT CHANGE    <<<<<<<<<<<<<<<<<<<<<<<<<<

9.3.4
PDU Definitions
-- **************************************************************

--

-- PDU definitions for XwAP.

--

-- **************************************************************

XwAP-PDU-Contents { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) xwap (8) version1 (1) xwap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


BSSID,


BSSMeasurementResult-List,


BSSToReport-List, 


Cause, 


CompleteFailureCauseInformation-List, 


CriticalityDiagnostics, 

E-RAB-ID,


E-RAB-List,


E-RAB-QoS-Parameters,

Global-ENB-ID,

GTPtunnelEndpoint,

HESSID,

Measurement-ID, 


MeasurementInitiationResult-List, 


PartialSuccessIndicator, 


Registration-Request, 


ReportCharacteristics, 


ReportingPeriodicity,

SSID,

UE-Identity,


UE-XwAP-ID, 

WLANIdentifier-List, 


WLANIdentifiersToDelete-List, 

WLANSecurityInfo,

WTID

FROM XwAP-IEs


PrivateIE-Container{},


ProtocolExtensionContainer{},


ProtocolIE-Container{},


ProtocolIE-ContainerList{},


ProtocolIE-ContainerPair{},


ProtocolIE-ContainerPairList{},


ProtocolIE-SingleContainer{},


XWAP-PRIVATE-IES,


XWAP-PROTOCOL-EXTENSION,


XWAP-PROTOCOL-IES,


XWAP-PROTOCOL-IES-PAIR

FROM XwAP-Containers


id-BSSMeasurementResult-List,


id-BSSToReport-List, 


id-Cause, 


id-CompleteFailureCauseInformation-List,

id-UE-ContextInformationWTModReq,

id-CriticalityDiagnostics, 


id-ENB-Measurement-ID,

id-ENB-UE-XwAP-ID,


id-E-RABs-Admitted-ToBeAdded-Item,


id-E-RABs-Admitted-ToBeAdded-List,


id-E-RABs-Admitted-ToBeAdded-ModAckItem,


id-E-RABs-Admitted-ToBeAdded-ModAckList,


id-E-RABs-Admitted-ToBeModified-ModAckItem,


id-E-RABs-Admitted-ToBeModified-ModAckList,


id-E-RABs-Admitted-ToBeReleased-ModAckItem,



id-E-RABs-Admitted-ToBeReleased-ModAckList,


id-E-RABs-Confirmed-ToBeReleased-ModReqdList,


id-E-RABs-Confirmed-ToBeReleased-ModReqdItem,

id-E-RABs-NotAdmitted-List,


id-E-RABs-ToBeAdded-Item,


id-E-RABs-ToBeAdded-List,


id-E-RABs-ToBeAdded-ModReqItem,


id-E-RABs-ToBeModified-ModReqItem,


id-E-RABs-ToBeReleased-ModReqItem,

id-E-RABs-ToBeReleased-List-RelConf,


id-E-RABs-ToBeReleased-RelConfItem,

id-E-RABs-ToBeReleased-List-RelReq,


id-E-RABs-ToBeReleased-RelReqItem,

id-E-RABs-ToBeReleased-ModReqdList,


id-E-RABs-ToBeReleased-ModReqdItem,


id-Global-ENB-ID, 


id-MeasurementInitiationResult-List,

id-Mobility-Set-Item,

id-Mobility-Set-List,

id-Mobility-Set-ModReqItem,

id-PartialSuccessIndicator, 


id-Registration-Request, 


id-ReportCharacteristics, 


id-ReportingPeriodicity,

id-UE-Identity,


id-WLANIdentifier-List, 


id-WLANIdentifiersToAdd-List, 


id-WLANIdentifiersToDelete-List, 


id-WLANIdentifiersToModify-List,

id-WLANSecurityInfo,

id-WTID, 


id-WT-Measurement-ID,

id-WT-UE-XwAP-ID,


maxnoofBearers,

maxnoofWLANIdentifiersperMobilitySet
FROM XwAP-Constants;

-- **************************************************************

--

-- WT ADDITION PREPARATION ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- WT Addition Request
--

-- **************************************************************

WTAdditionRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {WTAdditionRequestIEs} },


...

}

WTAdditionRequestIEs XWAP-PROTOCOL-IES ::= {


{ ID id-ENB-UE-XwAP-ID


CRITICALITY reject
TYPE UE-XwAP-ID




PRESENCE mandatory}|


{ ID id-UE-Identity



CRITICALITY reject
TYPE UE-Identity



PRESENCE mandatory}|


{ ID id-WLANSecurityInfo

CRITICALITY reject
TYPE WLANSecurityInfo


PRESENCE mandatory}|


{ ID id-E-RABs-ToBeAdded-List
CRITICALITY reject
TYPE E-RABs-ToBeAdded-List

PRESENCE mandatory}|

{ ID id-Mobility-Set-List

CRITICALITY ignore
TYPE Mobility-Set-List

PRESENCE optional },


...

}

Mobility-Set-List ::= SEQUENCE (SIZE(1.. maxnoofWLANIdentifiersperMobilitySet)) OF ProtocolIE-SingleContainer { {Mobility-Set-ItemIEs} }

Mobility-Set-ItemIEs 
XWAP-PROTOCOL-IES ::= {


{ ID id-Mobility-Set-Item
 CRITICALITY ignore 
TYPE Mobility-Set-Item 
PRESENCE mandatory },


...

}

Mobility-Set-Item ::= SEQUENCE {


bSSID


BSSID

OPTIONAL,


sSID



SSID


OPTIONAL,


hESSID


HESSID

OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { {Mobility-Set-ItemExtIEs} } OPTIONAL,


...

}
Mobility-Set-ItemExtIEs XWAP-PROTOCOL-EXTENSION ::= {


...

}
E-RABs-ToBeAdded-List ::= SEQUENCE (SIZE(1..maxnoofBearers)) OF ProtocolIE-SingleContainer { {E-RABs-ToBeAdded-ItemIEs} }

E-RABs-ToBeAdded-ItemIEs 
XWAP-PROTOCOL-IES ::= {


{ ID id-E-RABs-ToBeAdded-Item
 CRITICALITY reject 
TYPE E-RABs-ToBeAdded-Item 
PRESENCE mandatory },


...

}

E-RABs-ToBeAdded-Item ::= SEQUENCE {


e-RAB-ID





E-RAB-ID,


e-RAB-QoS-Parameters


E-RAB-QoS-Parameters,

eNB-GTPtunnelEndpoint


GTPtunnelEndpoint,


iE-Extensions




ProtocolExtensionContainer { {E-RABs-ToBeAdded-ItemExtIEs} } OPTIONAL,


...

}

E-RABs-ToBeAdded-ItemExtIEs XWAP-PROTOCOL-EXTENSION ::= {


...

}

>>>>>>>>>>>>>>>>>>>>>>>>>     NEXT CHANGE    <<<<<<<<<<<<<<<<<<<<<<<<<<

-- **************************************************************

--

-- eNB INITIATED WT MODIFICATION ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- WT Modification Request
--

-- **************************************************************

WTModificationRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { WTModificationRequestIEs} },


...

}

WTModificationRequestIEs XWAP-PROTOCOL-IES ::= {


{ ID id-ENB-UE-XwAP-ID




CRITICALITY reject
TYPE UE-XwAP-ID








PRESENCE mandatory}|


{ ID id-WT-UE-XwAP-ID




CRITICALITY reject
TYPE UE-XwAP-ID








PRESENCE mandatory}|


{ ID id-Cause






CRITICALITY ignore
TYPE Cause









PRESENCE mandatory}|

{ ID id-UE-ContextInformationWTModReq
CRITICALITY reject
TYPE UE-ContextInformationWTModReq


PRESENCE optional},


...

}
UE-ContextInformationWTModReq ::= SEQUENCE {


wLANSecurityInfo




WLANSecurityInfo




OPTIONAL,


e-RABs-ToBeAdded




E-RABs-ToBeAdded-List-ModReq

OPTIONAL,


e-RABs-ToBeModified




E-RABs-ToBeModified-List-ModReq

OPTIONAL,


e-RABs-ToBeReleased




E-RABs-ToBeReleased-List-ModReq

OPTIONAL,

Mobility-Set-List




Mobility-Set-List-ModReq



OPTIONAL,

iE-Extensions





ProtocolExtensionContainer { { UE-ContextInformationWTModReqExtIEs} }
OPTIONAL,


...

}

UE-ContextInformationWTModReqExtIEs XWAP-PROTOCOL-EXTENSION ::= {


...

}

Mobility-Set-List-ModReq ::= SEQUENCE (SIZE(1.. maxnoofWLANIdentifiersperMobilitySet)) OF ProtocolIE-SingleContainer { { Mobility-Set-ModReqItemIEs} }

Mobility-Set-ModReqItemIEs XWAP-PROTOCOL-IES ::= {


{ ID id-Mobility-Set-ModReqItem

CRITICALITY ignore
TYPE Mobility-Set-ModReqItem

PRESENCE mandatory},


...

}

Mobility-Set-ModReqItem ::= SEQUENCE {


bSSID


BSSID

OPTIONAL,


sSID



SSID


OPTIONAL,


hESSID


HESSID

OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { { Mobility-Set-ModReqItemExtIEs} } OPTIONAL,


...

}

Mobility-Set-ModReqItemExtIEs XWAP-PROTOCOL-EXTENSION ::= {


...

}

>>>>>>>>>>>>>>>>>>>>>>>>>     NEXT CHANGE    <<<<<<<<<<<<<<<<<<<<<<<<<<

9.3.7
Constant definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

XwAP-Constants { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) xwap (8) version1 (1) xwap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM XwAP-CommonDataTypes;

-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-xwSetup








ProcedureCode ::= 0

id-wTConfigurationUpdate




ProcedureCode ::= 1

id-wTStatusReportingInitiation



ProcedureCode ::= 2

id-wTStatusReporting





ProcedureCode ::= 3
id-errorIndication






ProcedureCode ::= 4

id-reset








ProcedureCode ::= 5
id-wTAdditionPreparation




ProcedureCode ::= 6

id-eNBInitiatedWTModification



ProcedureCode ::= 7

id-wTInitiatedWTModification



ProcedureCode ::= 8

id-eNBInitiatedWTRelease




ProcedureCode ::= 9

id-wTInitiatedWTRelease





ProcedureCode ::= 10

id-wTAssociationConfirmation



ProcedureCode ::= 11
id-privateMessage






ProcedureCode ::= 12
-- **************************************************************

--

-- Extension constants

--

-- **************************************************************

maxPrivateIEs






INTEGER ::= 65535

maxProtocolExtensions




INTEGER ::= 65535

maxProtocolIEs






INTEGER ::= 65535

-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxnoofBearers







INTEGER ::= 256
maxnoofBSSIDs







INTEGER ::= 2048
maxnoofBSSsperWT






INTEGER ::= 4096

maxnoofErrors







INTEGER ::= 256

maxnoofFailedMeasObjects




INTEGER ::= 32
maxnoofWLANIdentifiersperMobilitySet

INTEGER ::= 32 

-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-BSSMeasurementResult-Item






ProtocolIE-ID ::= 0

id-BSSMeasurementResult-List






ProtocolIE-ID ::= 1

id-BSSToReport-Item 








ProtocolIE-ID ::= 2

id-BSSToReport-List 








ProtocolIE-ID ::= 3

id-Cause 











ProtocolIE-ID ::= 4

id-CompleteFailureCauseInformation-Item 



ProtocolIE-ID ::= 5

id-CompleteFailureCauseInformation-List 



ProtocolIE-ID ::= 6

id-CriticalityDiagnostics 







ProtocolIE-ID ::= 7

id-ENB-Measurement-ID 








ProtocolIE-ID ::= 8

id-Global-ENB-ID 









ProtocolIE-ID ::= 9

id-MeasurementFailureCause-Item 





ProtocolIE-ID ::= 10

id-MeasurementInitiationResult-Item 




ProtocolIE-ID ::= 11

id-MeasurementInitiationResult-List 




ProtocolIE-ID ::= 12

id-PartialSuccessIndicator 







ProtocolIE-ID ::= 13

id-Registration-Request 







ProtocolIE-ID ::= 14

id-ReportCharacteristics 







ProtocolIE-ID ::= 15

id-ReportingPeriodicity 







ProtocolIE-ID ::= 16

id-WLANIdentifier-Item 








ProtocolIE-ID ::= 17

id-WLANIdentifier-List 








ProtocolIE-ID ::= 18

id-WLANIdentifiersToAdd-List 






ProtocolIE-ID ::= 19

id-WLANIdentifiersToDelete-Item 





ProtocolIE-ID ::= 20

id-WLANIdentifiersToDelete-List 





ProtocolIE-ID ::= 21

id-WLANIdentifiersToModify-List 





ProtocolIE-ID ::= 22

id-WTID 











ProtocolIE-ID ::= 23

id-WT-Measurement-ID 








ProtocolIE-ID ::= 24
id-ENB-UE-XwAP-ID









ProtocolIE-ID ::= 25

id-WT-UE-XwAP-ID









ProtocolIE-ID ::= 26
id-BSS-Item











ProtocolIE-ID ::= 27

id-E-RABs-ToBeAdded-List







ProtocolIE-ID ::= 28
id-E-RABs-ToBeAdded-Item







ProtocolIE-ID ::= 29

id-UE-Identity










ProtocolIE-ID ::= 30

id-WLANSecurityInfo









ProtocolIE-ID ::= 31

id-E-RABs-Admitted-ToBeAdded-List





ProtocolIE-ID ::= 32
id-E-RABs-Admitted-ToBeAdded-Item





ProtocolIE-ID ::= 33
id-E-RABs-NotAdmitted-List







ProtocolIE-ID ::= 34

id-E-RAB-Item










ProtocolIE-ID ::= 35

id-UE-ContextInformationWTModReq





ProtocolIE-ID ::= 36

id-E-RABs-ToBeAdded-ModReqItem






ProtocolIE-ID ::= 37

id-E-RABs-ToBeModified-ModReqItem





ProtocolIE-ID ::= 38

id-E-RABs-ToBeReleased-ModReqItem





ProtocolIE-ID ::= 39

id-E-RABs-Admitted-ToBeAdded-ModAckList




ProtocolIE-ID ::= 40
id-E-RABs-Admitted-ToBeAdded-ModAckItem




ProtocolIE-ID ::= 41
id-E-RABs-Admitted-ToBeModified-ModAckList



ProtocolIE-ID ::= 42
id-E-RABs-Admitted-ToBeModified-ModAckItem



ProtocolIE-ID ::= 43
id-E-RABs-Admitted-ToBeReleased-ModAckList



ProtocolIE-ID ::= 44
id-E-RABs-Admitted-ToBeReleased-ModAckItem



ProtocolIE-ID ::= 45
id-E-RABs-ToBeReleased-ModReqdList





ProtocolIE-ID ::= 46
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ProtocolIE-ID ::= 47
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ProtocolIE-ID ::= 48

id-E-RABs-ToBeReleased-RelReqItem





ProtocolIE-ID ::= 49

id-E-RABs-ToBeReleased-List-RelConf





ProtocolIE-ID ::= 50
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ProtocolIE-ID ::= 51
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ProtocolIE-ID ::= 52
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ProtocolIE-ID ::= 53
id-Mobility-Set-Item









ProtocolIE-ID ::= XX
id-Mobility-Set-List









ProtocolIE-ID ::= YY
id-Mobility-Set-ModReqItem







ProtocolIE-ID ::= ZZ
END
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