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	Rev 1:

· Remove the change in tabular and the note to keep a clean correction.
Rev 0:
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 9.2.1.70B
URA Information

The URA Information IE contains URA Information for one cell.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	URA ID
	M
	
	9.2.1.70
	
	–
	

	Multiple URAs Indicator
	M
	
	9.2.1.41
	
	–
	

	RNCs with Cells in the Accessed URA
	
	0 .. <maxRNCinURA-1>
	
	Other RNCs having at least one cell in the URA identified by the URA ID IE.
	–
	

	>RNC-ID
	M
	
	9.2.1.50
	If the Extended RNC-ID IE is included in the URA Information IE, the RNC-ID IE shall be ignored.
	–
	

	>Extended RNC-ID
	O
	
	9.2.1.50a
	The Extended RNC-ID IE shall be used if the RNC identity has a value larger than 4095.
	YES
	reject


	Range Bound
	Explanation

	maxRNCinURA
	Maximum number of RNC in one URA.


/*partially omitted */
URA-Information ::= SEQUENCE {


uRA-ID







URA-ID,


multipleURAsIndicator



MultipleURAsIndicator,


rNCsWithCellsInTheAccessedURA-List
RNCsWithCellsInTheAccessedURA-List
OPTIONAL,


iE-Extensions





ProtocolExtensionContainer { {URA-Information-ExtIEs} } OPTIONAL,


...

}

URA-Information-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RNCsWithCellsInTheAccessedURA-List ::= SEQUENCE (SIZE (1..maxRNCinURA-1)) OF RNCsWithCellsInTheAccessedURA-Item

RNCsWithCellsInTheAccessedURA-Item ::= SEQUENCE {


rNC-ID






RNC-ID,


iE-Extensions




ProtocolExtensionContainer { {RNCsWithCellsInTheAccessedURA-Item-ExtIEs} } OPTIONAL,


...

}

RNCsWithCellsInTheAccessedURA-Item-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-Extended-RNC-ID


CRITICALITY reject
EXTENSION Extended-RNC-ID



PRESENCE optional },

...

}

