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	Reason for change:
	The definition of IE “RSRP Measurement Report List” in Section 9.2.76 is not aligned with it in ASN.1 in Section 9.3.5. In Section 9.2.76, UE ID is included in “RSRP Measurement Report Item”; but in Section 9.3.5 (ASN.1), UE ID is included in RSRPMeasurementResult-ExtIEs. 
9.2.76
RSRP Measurement Report List

IE/Group Name

Presence

Range

IE type and reference

Semantics description

RSRP Measurement Report Item
1 .. <maxUEReport>

>RSRP Measurement Result

1 .. <maxCellReport>
>>RSRP Cell ID

M

ECGI

9.2.14

ID of the cell on which the RSRP is measured.

>>RSRP Measured

M

INTEGER (0..97, ...)

Measured RSRP.

Defined in TS 36.331 [9].

>UE ID
O

BIT STRING (SIZE(16))

ID assigned by eNB2 for the UE.

9.3.5
Information Element definitions
RSRPMeasurementResult ::= SEQUENCE (SIZE(1..maxCellReport)) OF


SEQUENCE {



rSRPCellID





ECGI,



rSRPMeasured




INTEGER (0..97, ...), 



iE-Extensions




ProtocolExtensionContainer { { RSRPMeasurementResult-ExtIEs} } OPTIONAL,



...


}

RSRPMeasurementResult-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


{ ID id-UEID
CRITICALITY ignore
EXTENSION UEID

PRESENCE optional },


...

}
There are two alternatives to fix this mis-alignment:  

Alt1:  Including UE ID in “RSRP Measurement Report Item” (Change ASN.1)
Every RSRP Measurement Result in a RSRP Measurement Report Item is reported by the same UE, so there is no need to include UE ID in every RSRP Measurement Result. 
Alt2:  Include UE ID in “RSRP Measurement Result” (Change the definition of “RSRP Measurement Report Item”)

Since ASN.1 of Rel-13 is freezed, it may be easy to change the definition of “RSRP Measurement Report Item”.  
This CR adopts Alt2.

	
	

	Summary of change:
	Move UE ID to sub-layer structure in RSRP Measurement Result  



	
	

	Consequences if not approved:
	Inconsistence in the definition and the ASN.1 syntax of IE RSRP Measurement Report List. 
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	Other comments:
	


9.2.76
RSRP Measurement Report List
This IE provides RSRP measurement reports of UEs served by the sending eNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	RSRP Measurement Report Item
	
	1 .. <maxUEReport>
	
	

	>RSRP Measurement Result
	
	1 .. <maxCellReport>
	
	

	>>RSRP Cell ID
	M
	
	ECGI

9.2.14
	ID of the cell on which the RSRP is measured.

	>>RSRP Measured
	M
	
	INTEGER (0..97, ...)
	Measured RSRP.

Defined in TS 36.331 [9].

	>>UE ID
	O
	
	BIT STRING (SIZE(16))
	ID assigned by eNB2 for the UE.


	Range bound
	Explanation

	maxUEReport
	Maximum number of UE measurement reports. Value is 128.

	maxCellReport
	Maximum number of reported cells. The value is 9.


