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1
Introduction
At RAN#70 meeting, a work item “New WI Proposal: DTX/DRX enhancements in CELL_FACH” was approved [1]. 
The objectives of this work item are the following: 

· Evaluate improvements in uplink resource utilization and uplink interference reduction (RAN1/2), i.e. DTX in CELL_FACH during the common E-DCH transmission phase. Based on the results of the evaluation, specify solution(s).

· Specify mechanisms to reduce UE power consumption (RAN2/3), i.e.

· Support of mechanisms to reduce wake-up time during DRX operation in CELL_FACH

2
Discussion
At the RAN1#84 Malta meeting, RAN1 had discussed this work item and produced an LS to RAN2 UMTS, ref [2].During the RAN1 discussion, it was not clear if the UE can already whether the UE can be configured to listen only one HS-SCCH sub-frame every Fach DRx cycle. In this LS, RAN1 respectfully asks RAN2 to comment on this matter.
Further RAN1 has discussed Evaluation and solutions and the companies were encouraged to propose a set of parameters values with motivation relating to typical CELL_FACH traffic. There was no agreement that could trigger the immediate work in RAN3.
Proposal 1: RAN3 needs to wait for further progress from RAN1 /RAN2 on the work item.
3
Proposals
Proposal 1: RAN3 needs to wait for further progress from RAN1 /RAN2 on the work item.
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