
3GPP TSG-RAN WG3 Meeting #92 
R3-161126
Nanjing, China, 23-27 May 2016
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	36.465
	CR
	CRNum
	rev
	-
	Current version:
	13.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	x
	Core Network
	


	

	Title:

	Introducing throughput indication

	
	

	Source to WG:
	Intel Corporation

	Source to TSG:
	R3

	
	

	Work item code:
	LTE_WLAN_radio
	
	Date:
	2016-05-11

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-13

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	Currently there is no UE throughput indication signalling to the eNB

	
	

	Summary of change:
	Throughoput indication added to DL DATA DELIVERY STATUS

	
	

	Consequences if not approved:
	Sub-optimal LWA implementation

	
	

	Clauses affected:
	5.2

	
	

	
	Y
	N
	
	

	Other specs
	
	x
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	x
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


	*********First Change**********


5.5.2.2
DL DATA DELIVERY STATUS (PDU Type 1)

This frame format is defined to transfer feedback to allow the receiving eNB to control the downlink user data flow via the WT.

	Bits
	Number of Octets

	7
	6
	5
	4
	3
	2
	1
	0
	

	PDU Type (=1)
	Spare
	Final Frame Ind.
	Lost Packet Report
	1

	Highest successfully delivered Xw-U Sequence Number
	3

	Desired buffer size for the E-RAB
	4

	Minimum desired buffer size for the UE
	4

	Number of lost Xw-U Sequence Number ranges reported
	1

	Start of lost Xw-U Sequence Number range
	6* (Number of reported lost Xw-u SN ranges)

	End of lost Xw-U Sequence Number range 
	

	Estimated throughput for the E-RAB
	2

	Spare extension
	0-2



Figure 5.5.2.2-1: DL DATA DELIVERY STATUS (PDU Type 1) Format

	*********Next Change**********


5.5.3.x
Estimated throughput for the E-RAB
Description: This parameter indicates the estimated throughput for the concerned E-RAB.

Value range: {0..216-1}.

Field length: 2 octets.
