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1. Overall Description:

RAN3 thanks SA2 for the LS on V2x Authorization Procedures. RAN3 has discussed V2x authorization signaling over network interfaces and has agreed that authorization shall be signaled by the MME as for ProSe.
Different types of UEs (vehicle UEs, pedestrian UEs, UE-type RSUs) will most likely require different radio resource allocation strategies from the eNB (the details are out of RAN3 scope). We note that similar discussions took place for ProSe in Rel-12/13, and led to the conclusion that it was beneficial for the eNB to know from the MME the type of sidelink service(s) a UE was authorized for.

The above would seem to justify providing different codepoints for V2x authorization over S1 and X2 according to the UE type (Vehicle UE / Pedestrian UE / UE-type RSU).
2. Actions:

To SA2 group.

ACTION: 
RAN3 kindly asks SA2 group to take the above into account, and confirm whether V2x UE type information (vehicle UE / pedestrian UE / UE-type RSU) is available to the MME.

To RAN2 group.

ACTION: 
RAN3 kindly asks RAN2 group to confirm whether it is beneficial for the eNB to receive information that the V2x UE is authorized as a vehicle UE / pedestrian UE / UE-type RSU from a trusted node.
To SA1 group.

ACTION: 
RAN3 kindly asks SA1 group to take the above into account.

3. Date of Next TSG-RAN3 Meetings:

TSG-RAN3 Meeting #93

22-26 August 2016

Gothenburg, Sweden.

TSG-RAN3 Meeting #93bis
10-14 October 2016

Sophia Antipolis, France.

