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	Reason for change:
	 For NBIOT UEs RAN2 has defined the UE Radio capability information in a separate specific RRC message and not reused the existing RRC message defined for MTC UEs. This capability can be sent within the same S1AP IE.

For NBIOT UEs RAN2 has defined the Paging Specific UE Radio capability information in a separate specific RRC message and not reused the existing RRC message defined for MTC UEs. This capability can be sent within the same S1AP IE.
For NBIOT UEs RAN2 has defined the UE Paging Coverage information in a separate specific RRC message and not reused the existing RRC message defined for MTC UEs. This information can be sent within the same S1AP IE.

	
	

	Summary of change:
	1) Reference to section 10.6.2 has been added to the S1AP UE Radio Capability IE to also carry the RRC NBIOT UE Radio Capability infromation.

2) Reference to section 6.7.3.6 has been added to the S1AP UE Radio Capability for Paging IE to also carry the RRC NBIOT Paging Specific UE Radio Capability infromation.

3) Reference to section 10.6.2 has been added to the S1AP Coverage Enhancement Level IE to also carry the RRC NBIOT UE Paging Coverage information. 


	
	

	Consequences if not approved:
	NBIOT RRC containers defined by RAN2 cannot be carried over S1AP.
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	Other comments:
	


9.2.1.27
UE Radio Capability

This IE contains UE Radio Capability information.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	UE Radio Capability 
	M
	
	OCTET STRING
	Includes the UERadioAccessCapabilityInformation message as defined in 10.2.2 of TS 36.331 [16] or the UERadioAccessCapabilityInformation-NB message as defined in 10.6.2 of TS 36.331 [16].


9.2.1.98
UE Radio Capability for Paging

This IE contains paging specific UE Radio Capability information.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	UE Radio Capability for Paging
	M
	
	OCTET STRING
	Includes the UERadioPagingInformation message as defined in 10.2.2 of TS 36.331 [16] or the UE-RadioPagingInfo-NB message as defined in 6.7.3.6 of TS 36.331 [16].


9.2.1.109
Cell Identifier and Coverage Enhancement Level

This IE provides information for paging CE capable UEs.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Global Cell ID
	M
	
	E-UTRAN CGI 9.2.1.38
	

	Coverage Enhancement Level
	M
	
	OCTET STRING
	Includes the UEPagingCoverageInformation message as defined in 10.2.2 of TS 36.331 [16] or the UEPagingCoverageInformation-NB message as defined in 10.6.2 of TS 36.331 [16].


