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1. Introduction
In RAN1#86 meeting, it was agreed to introduce a new special subframe configuration 10 from Rel-14 for LTE-TDD, and RAN1 send LS [1] to RAN2 and RAN3:
To enable PUSCH transmission in UpPTS, RAN1 has agreed on introducing a new special subframe configuration 10 from Rel-14, as in the following table, with 6 downlink symbols of normal cyclic prefix in DwPTS, together with 6 symbols of normal cyclic prefix in UpPTS or with 5 symbols of extended cyclic prefix in UpPTS.
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In this contribution, we follow the conclusion of RAN1, analyze the RAN3 impact and provide relevant proposals.

2. Discussion

 In the current X2 interface [2], the special subframe info is exchanged between the eNBs in the “Served Cell Information” IE including in X2 SETUP REQUEST, X2 SETUP RESPONSE and ENB CONFIGURATION UPDATE messages.
As described in [2], “Additional Special Subframe Info” should be used to carry the newly defined configuration of special subframe from Release 11, as the highlight part in the table below: 
	>TDD
	
	
	
	
	–
	–

	>>TDD Info
	
	1
	
	
	–
	–

	>>>EARFCN
	M
	
	9.2.26
	Corresponds to NDL/NUL in TS 36.104 [16]
	–
	–

	>>>Transmission Bandwidth
	M
	
	Transmission Bandwidth

9.2.27
	
	–
	–

	>>>Subframe Assignment
	M
	
	ENUMERATED(sa0, sa1, sa2, sa3, sa4, sa5, sa6,…)
	Uplink-downlink subframe configuration information defined in TS 36.211 [10]
	–
	–

	>>>Special Subframe Info
	
	1
	
	Special subframe configuration information defined in TS 36.211 [10]
	–
	–

	>>>>Special Subframe Patterns
	M
	
	ENUMERATED(ssp0, ssp1, ssp2, ssp3, ssp4, ssp5, ssp6, ssp7, ssp8, …)
	
	–
	–

	>>>>Cyclic Prefix DL
	M
	
	ENUMERATED(Normal, Extended,…)
	
	–
	–

	>>>>Cyclic Prefix UL
	M
	
	ENUMERATED(Normal, Extended,…)
	
	–
	–

	>>>Additional Special Subframe Info
	O
	
	
	Special subframe configuration information defined in TS 36.211 [10]. Only for newly defined configuration of special subframe from Release 11.
	YES
	ignore

	>>>>Additional Special Subframe Patterns
	M
	
	ENUMERATED(ssp0, ssp1, ssp2, ssp3, ssp4, ssp5, ssp6, ssp7, ssp8, ssp9, …)
	
	–
	–

	>>>>Cyclic Prefix DL
	M
	
	ENUMERATED(Normal, Extended,…)
	
	–
	–

	>>>>Cyclic Prefix UL
	M
	
	ENUMERATED(Normal, Extended,…)
	
	–
	–

	>>>EARFCN Extension
	O
	
	9.2.65
	If this IE is present, the value signalled in the EARFCN IE is ignored.
	YES
	reject


Base on the above analysis, it’s just needed to add the enumerated value “ssp10” for the “Additional Special Subframe Patterns” IE to support the exchange of the new special subframe configuration 10 on the X2.
Proposal 1: Add enumerated value “ssp10” for the “Additional Special Subframe Patterns” IE to support the exchange of the new special subframe configuration 10 on the X2.
Proposal 2: RAN3 is request to discuss and agree the relevant CR [3].

Proposal 3: Send the LS Response to RAN1 and CC to RAN2 to inform the progress and decision of RAN3.

3. Conclusion
In this contribution, we follow the LS [1] of RAN1, discuss the RAN3 impact to introduce a new special subframe configuration 10, and provide relevant the following proposal:  
 Proposal 1: Add enumerated value “ssp10” for the “Additional Special Subframe Patterns” IE to support the exchange of the new special subframe configuration 10 on the X2.
Proposal 2: RAN3 is request to discuss and agree the relevant CR [3].

Proposal 3: Send the LS Response [4] to RAN1 and CC to RAN2 to inform the progress and decision of RAN3.
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