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	Reason for change:
	It is agreed to support fast TTI switching in Multi-carrier Enhancements feature.

	
	

	Summary of change:
	Add in Semantic Description the Measurement ID values when reporting UPH filtering value in Multi-carrier Enhancements feature.

	
	

	Consequences if not approved:
	Fast TTI switching in Multi-carrier Enhancements may not be supported correctly.
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	Other comments:
	


9.2.2.182
UE Measurement Forwarding

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Measurement ID
	M
	
	9.2.1.37
	When reporting the “UPH Filtering Value” for uplink multi-carrier:
Measurement ID 1 indicates Primary UL carrier; 
Measurement ID 2 indicates the Secondary UL carrier.

	UE Measurement Value
	M
	
	9.2.2.183
	


9.2.2.183
UE Measurement Value

The UE Measurement Value contains the value to be forwarded.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	CHOICE Dedicated Measurement Value
	M
	
	
	

	>UPH Filtering Value
	
	
	
	

	>>UPH Filtering Value
	M
	
	INTEGER (0..32)
	According to mapping in TS 25.321 [41].


