3GPP TSG RAN WG3 Meeting #95
R3-170456
Athens, GREECE, Feb. 13th – 17th, 2017
Source:
CATT
Title:
Clarification to UE-PC5-AMBR
Agenda Item:
12.3
Document for:
Discussion and Decision
1. Introduction
In last RAN3 meeting, the question whether UE-PC5-AMBR is only valid for Tx? If yes, should it been clearly specified in the specifications?
In this contribution, we will further discuss the issue about UE-PC5-AMBR mentioned above and provide relevant proposals.
2. Discussion
In a last few meetings, SA2 and RAN2 have confirmed that the UE-PC5-AMBR should be used for network scheduled mode. In the network scheduled mode, UE request for the resources from the eNB for sidelink transmission, while the UE uses the resources for sidelink reception (Rx Pools) broadcasted in the system information. The eNB can control the total resources allocated for V2X service(s) for a certain UE. In one word, UE-PC5-AMBR should only be valid for TX.
Observation 1: UE-PC5-AMBR is only applicable to sidelink transmission for V2X services.
Then, the question is whether need to clarify UE-PC5-AMBR should only be used for Tx not Rx. The procedural texts for UE-PC5-AMBR in the current baseline CR is: 

-
store the received UE Sidelink Aggregate Maximum Bit Rate, if supported, in the UE context, and use it for the concerned UE’s sidelink communication in network scheduled mode for V2X services.
To our understanding, the existing texts are good enough, as it’s the common understanding that UE-PC5-AMBR is only applicable to Tx, not necessary to do further clarification.

Proposal 1: Keep the existing texts for UE-PC5-AMBR, not necessary to do further clarification.

Someone may argue the “common understanding”, to be religiously, we can consider further clarification with the following two alternatives:
Alt.1 simply rewords the corresponding texts in the S1/X2 BL CRs.
· E.g. “… use it for the concerned UE’s sidelink communication transmission in network scheduled mode for V2X services.”
Alt.2 specifies the using of UE-PC5-AMBR in TS 36.300 and simplifies the S1/X2 CRs with reference to it.
· The corresponding changes of 36.413 and 36.423 could be found in [3] [4].

· Change the procedural texts of UE-PC5-AMBR in S1 and X2 to “… use it for the concerned UE’s sidelink communication in network scheduled mode for V2X services as defined in TS 36.300 [14].” 
· The corresponding changes in 36.300 could be found in [1].

Note: In the running CR of TS 36.300 [2],  the using of PPPP, logical channel prioritization, new QCI values for V2X have been introduced in the corresponding sections for V2X. Similarly, UE-PC5-AMBR can be treated with the same means (see Alt.2).
Proposal 2: if decide to do further clarification to UE-PC5-AMBR, RAN3 is requested to discuss the two alternatives.
Proposal 3: If alternative 1 is decided, the corresponding changes of S1/X2 should be captured to the BL CRs.
Proposal 4: if alternative 2 is decided, RAN3 is request to discuss and agree the corresponding changes in [1] [2] [3].
3. Proposal
Based on the discussion above, we have the following proposals:

Observation 1: UE-PC5-AMBR is only applicable to sidelink transmission for V2X services.

Proposal 1: Keep the existing texts for UE-PC5-AMBR, not necessary to do further clarification.

Proposal 2: if decide to do further clarification to UE-PC5-AMBR, RAN3 is requested to discuss the two alternatives.
· Alt.1 simply rewords the corresponding texts in the S1/X2 BL CRs.

· E.g. “… use it for the concerned UE’s sidelink communication transmission in network scheduled mode for V2X services.”
· Alt.2 specifies the using of UE-PC5-AMBR in TS 36.300 and simplifies the S1/X2 CRs with reference to it.

· E.g. “… use it for the concerned UE’s sidelink communication in network scheduled mode for V2X services as defined in TS 36.300 [14].”  The corresponding changes of S1 and X2 could be found in [3] [4].
· The corresponding changes in 36.300 could be found in [1].
Proposal 3: If alternative 1 is decided, the corresponding changes of S1/X2 should be captured to the BL CRs.
Proposal 4: if alternative 2 is decided, RAN3 is request to discuss and agree the corresponding changes in [1] [2] [3].
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