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R3-012781
Quality improvement of R99 specifications resulting from RAN
RAN
0
Info



R3-013029
(LS23/13, to TSG-RAN) LS on AAL Type 2 Resource Management
ITU
0
LS in



R3-013072
Draft agenda WG3 plenary, meeting#25
Chairman
2
A



R3-013073
Draft agenda Iu SWG, meeting#25
Chairman
2
A



R3-013074
Draft agenda Iur/Iub SWG, meeting#25
Chairman
2
A



R3-013075
Minutes of RAN3 #24
MCC Support Team
3
R



R3-013076
UMTS 30.531 WG3 Work Plan and Study Items
MCC Support Team (Editor)
5.1
Info
30.531
0.9.3

R3-013077
Introduction of Angle of Arrival enhanced UE positioning for 1.28Mcps TDD in RNSAP
Siemens
rb-5.8
Ap
25.423
4.2.0

R3-013078
Introduction of Angle of Arrival enhanced UE positioning for 1.28Mcps TDD in NBAP
Siemens
rb-5.8
Ap
25.433
4.2.0

R3-013079
Suggested revision to TR 25.881 for CRRM (resubmission of R3-013062)
Siemens
10.5
D
25.881
0.2.1

R3-013080
TR R3.003 v0.3.0: UE positioning enhancements for 1.28Mcps TDD (Iub/Iur) aspects
Siemens
rb-5.8
Ap
R3.003
0.3.0

R3-013081
TR R3.003 v0.3.1: UE positioning enhancements for 1.28Mcps TDD (Iub/Iur) aspects
Siemens
rb-5.8
Ap
R3.003
0.3.1

R3-013082
TR R3.003 v0.4.0: UE positioning enhancements for 1.28Mcps TDD (Iub/Iur) aspects
Siemens
rb-5.8
Ap
R3.003
0.4.0

R3-013083
Proposed TR25.933 v1.4.1
Alcatel
pl
D
25.933
1.4.1

R3-013084
Traffic class signalling over Iur 
Alcatel
pl
CR
25.423
4.2.0

R3-013085
CR on Traffic Handling Priority range 
Alcatel
pl
CR
25.413
3.7.0

R3-013086
CR on Traffic Handling Priority range 
Alcatel
pl
CR
25.413
4.2.0

R3-013087
CR on Traffic Handling Priority range
Alcatel
pl
CR
25.423
3.7.0

R3-013088
CR on Traffic Handling Priority range
Alcatel
pl
CR
25.423
4.2.0

R3-013089
CR on Traffic Handling Priority range
Alcatel
pl
CR
25.433
3.7.0

R3-013090
CR on Traffic Handling Priority range
Alcatel
pl
CR
25.433
4.2.1

R3-013091
SS7 point codes over Iu-cs
Alcatel
Iu
CR
25.410
3.5.0

R3-013092
SS7 point codes over Iu-cs
Alcatel
Iu
CR
25.410
4.2.0

R3-013093
Correction of RF CI numbers
Alcatel
Iu
CR
25.415
3.8.0

R3-013094
Correction of RF CI numbers
Alcatel
Iu
CR
25.415
4.2.0

R3-013095
Correction to S-Field length
Alcatel
pl
CR
25.433
3.7.0

R3-013096
Correction to S-Field length
Alcatel
pl
CR
25.433
4.2.1

R3-013097
TR 25.839 v0.3.0 for USTS (For submission)
SK Telecom
0
Ap
25.839
0.3.0

R3-013098
TR 25.839 v0.3.1 for USTS
SK Telecom
0
Ap
25.839


R3-013099
Addition of „Specification Notations“ Section
Motorola
Iu
CR
25.415
3.8.0

R3-013100
Addition of „Specification Notations“ Section
Motorola
Iu
CR
25.415
4.2.0

R3-013101
Cause value for not accepted relocation request
Ericsson
Iu
CR
25.413
3.7.0

R3-013102
Cause value for not accepted relocation request
Ericsson
Iu
CR
25.413
4.2.0

R3-013103
Bitstrings ordering
Ericsson
Iu
CR
25.413
3.7.0

R3-013104
Bitstrings ordering
Ericsson
Iu
CR
25.413
4.2.0

R3-013105
Rapporteurs corrections in RANAP (MCC/MNC)
Nokia
Iu
CR
25.413
3.7.0

R3-013106
Rapporteurs corrections in RANAP (MCC/MNC)
Nokia
Iu
CR
25.413
4.2.0

R3-013107
Correction to Release 4 additions in Iu to support new positioning methods
Nokia
Iu
CR
25.413
4.2.0

R3-013108
SAI Clarification
Nokia
Iu
CR
25.419
3.6.0

R3-013109
SAI Clarification
Nokia
Iu
CR
25.419
4.2.0

R3-013110
Time-based Frame Numbering
Nortel
Iu
CR
25.415
4.2.0 

R3-013111
Coding of SID mode
Nortel
Iu
CR
25.415
3.8.0

R3-013112
Coding of SID mode
Nortel
Iu
CR
25.415
4.2.0

R3-013113
UP Versions not supported
Nortel
Iu
CR
25.413
3.7.0

R3-013114
UP Versions not supported
Nortel
Iu
CR
25.413
4.2.0

R3-013115
Location Report Area
Nortel
Iu
CR
25.413
3.7.0

R3-013116
Location Report Area
Nortel
Iu
CR
25.413
4.2.0

R3-013117
Annex A correction of subflow bits
Ericsson
Iu
CR
25.415
3.8.0

R3-013118
Annex A correction of subflow bits
Ericsson
Iu
CR
25.415
4.2.0

R3-013119
Chapter A.2.1 (EXAMPLE MESSAGE Layout) missing in version 4.2.0
Siemens
Iu
CR
25.413
4.2.0

R3-013120
N-to-M relation between CN and UTRAN impacts on CN initiated Reset Resource procedure
Siemens
Iu
CR
25.413
4.2.0

R3-013121
Iu-BC Connectivity  CRx on TS 25.410 v3.5.0
Vodafone
Iu
CR
25.410
3.5.0

R3-013122
Iu-BC Connectivity  CRx on TS 25.410 v3.5.0
Vodafone
Iu
CR
25.410
4.2.0

R3-013123
Stop Direct Report
Ericsson
Iu
CR
25.413
4.2.0

R3-013124
Bitstrings ordering
Siemens
0
CR
25.419
3.6.0

R3-013125
Bitstrings ordering
Siemens
0
CR
25.419
4.2.0

R3-013126
Bitstrings ordering
Siemens
0
CR
25.423
3.7.0

R3-013127
Bitstrings ordering
Siemens
0
CR
25.423
4.2.0

R3-013128
Bitstrings ordering
Siemens
0
CR
25.433
3.7.0

R3-013129
Bitstrings ordering
Siemens
0
CR
25.433
4.2.1

R3-013130
Bitstrings ordering
Ericsson
0
CR
25.453
5.1.0

R3-013131
Isolated Impact CRs for RAN WG3 interfaces
Motorola
0
Ap



R3-013132
25.420 v3.3.0 CR Clarification of the Combining/Splitting function
Nortel
rb
CR
25.420
3.3.0

R3-013133
25.420 v4.0.0 CR Clarification of the Combining/Splitting function
Nortel
rb
CR
25.420
4.0.0

R3-013134
Added UTRAN modes in the IE Type and Reference and Semantics Description in IEs in NBAP messages
CATT
rb
CR
25.433
3.7.0

R3-013135
Added UTRAN modes in the IE Type and Reference and Semantics Description in IEs in NBAP messages
CATT
rb
CR
25.433
4.2.1

R3-013136
Added UTRAN modes in the Semantics Description in IEs in RNSAP messages
CATT
rb
CR
25.423
3.7.0

R3-013137
Added UTRAN modes in the Semantics Description in IEs in RNSAP messages
CATT
rb
CR
25.423
4.2.0

R3-013138
Alignment to RAN4 spec for Transmitted Code Power Measurement
Nortel
Rb
CR
25.423
3.7.0

R3-013139
Alignment to RAN4 spec for Transmitted Code Power Measurement
Nortel
Rb
CR
25.423
4.2.0

R3-013140
Alignment to RAN4 spec for Transmitted Code Power Measurement
Nortel
Rb
CR
25.433
3.7.0

R3-013141
Alignment to RAN4 spec for Transmitted Code Power Measurement
Nortel
Rb
CR
25.433
4.2.0

R3-013142
Correction to Primary CPICH handling in RL Setup procedure
Ericsson
Rb
CR
25.423
3.7.0

R3-013143
Correction to Primary CPICH handling in RL Setup procedure
Ericsson
Rb
CR
25.423
4.2.0

R3-013144
Clarification of TrCh Ordering in TFCS
Ericsson
Rb
CR
25.433
3.7.0

R3-013145
Clarification of TrCh Ordering in TFCS
Ericsson
Rb
CR
25.433
4.2.1

R3-013146
Reconstruction of the procedure text for Radio Link Setup in case of TDD
Siemens
Rb
CR
25.433
3.7.0

R3-013147
Addition of SIB15.4 and SIB18 to tabular
Nokia
Rb
CR
25.433
4.2.1

R3-013148
Addition of Specification Notations Section
Motorola
Rb
CR
25.425
3.5.0

R3-013149
Addition of “Specification Notations” Section
Motorola
Rb
CR
25.425
4.1.0

R3-013150
Addition of “Specification Notations” Section
Motorola
Rb
CR
25.427
3.8.0

R3-013151
Addition of “Specification Notations” Section
Motorola
Rb
CR
25.427
4.2.0

R3-013152
Addition of “Specification Notations” Section
Motorola
Rb
CR
25.435
3.8.0

R3-013153
Addition of “Specification Notations” Section
Motorola
Rb
CR
25.435
4.2.0

R3-013154
Correction to inconsistencies in TS 25.427
Motorola
Rb
CR
25.427
3.8.0

R3-013155
Correction to inconsistencies in TS 25.427
Motorola
Rb
CR
25.427
4.2.0

R3-013156
Clarifications on Data/Control frame support
Ericsson
Rb
CR
25.427
3.8.0

R3-013157
Clarifications on Data/Control frame support
Ericsson
Rb
CR
25.427
4.2.0

R3-013158
PCH Frame Clarification
InterDigital
Rb
CR
25.435
3.8.0

R3-013159
PCH Frame Clarification
InterDigital
Rb
CR
25.435
4.2.0

R3-013160
Description of CRC calculation
Siemens
Rb
CR
25.435
3.8.0

R3-013161
Description of CRC calculation
Siemens
Rb
CR
25.435
4.2.0

R3-013162
Description of CRC calculation
Siemens
Rb
CR
25.425
3.5.0

R3-013163
Description of CRC calculation
Siemens
Rb
CR
25.425
4.1.0

R3-013164
Text amendments for TDD Node B synchronisation
Siemens
Rb
CR
25.402
4.2.0

R3-013165
SFN-SFN Observed Time Difference Measurement report mapping
Nokia
Rb
CR
25.433
4.2.1

R3-013166
SFN-SFN Observed Time Difference Measurement report mapping
Nokia
Rb
CR
25.423
4.2.0

R3-013167
Correction of drift rate resolution
Ericsson
Rb
CR
25.423
4.2.0

R3-013168
Correction of drift rate resolution
Ericsson
Rb
CR
25.433
4.2.1

R3-013169
Cell Parameter ID IE definition for 1.28Mcps TDD
Siemens
Rb
CR
25.423
4.2.0

R3-013170
Cell Parameter ID IE definition for 1.28Mcps TDD
Siemens
Rb
CR
25.433
4.2.1

R3-013171
Introduction of Band Indicator in GSM Neighbouring Cell Information
Ericsson
Rb
CR
25.423
4.2.0

R3-013172
UL SIR Target in RL Setup Request TDD
Siemens
Rb
CR
25.423
4.2.0

R3-013173
Amendment of the RADIO LINK ADDITION RESPONSE TDD message for LCR TDD
Siemens
Rb
CR
25.433
4.2.1

R3-013174
UTRAN SFN-SFN Observed Time difference measurement report mapping and accuracy definition
Nokia
Rb
CR
25.850
4.2.0

R3-013175
Introduction of the Frequency Acquisition Phase and updates of IEs, EPs, and messages
Siemens
Rb
CR
25.838
4.0.0

R3-013176
Text Proposal in Chapter8 of TR25.839
SK Telecom
0
Ap
25.839


R3-013177
Transmit Diversity for TDD
InterDigital
2.4.1c
CR
25.423
3.7.0

R3-013178
Transmit Diversity for TDD
InterDigital
2.4.1c
CR
25.423
4.2.0

R3-013179
Transmit Diversity for TDD
InterDigital
2.4.1c
CR
25.433
3.7.0

R3-013180
Transmit Diversity for TDD
InterDigital
2.4.1c
CR
25.433
4.2.0

R3-013181
Separation of resource reservation and radio link activation TDD Issues
InterDigital
Rb 5.2
D
25.879
0.2.0

R3-013182
HSDPA RRM Split
InterDigital
Rb 5.3
D



R3-013183
Proposed Changes to 25.413 v5.x.x for GERAN Iu mode LCS
GERAN2
4
LS in



R3-013184
LS on external Network Assisted Cell Change
GERAN2
4
LS in



R3-013185
Response to LS (R3-012724) on UE positioning enhancements for 1.28 Mcps TDD – Applicability of Angle of Arrival for FDD and 3.84 Mcps TDD
RAN2
4
LS in



R3-013186
Response to LS (N1-011321) on Multiple RAB Activation Issue
RAN2
4
LS in



R3-013187
LS Stop reporting type
SA2
4
LS in



R3-013188
LS regarding time stamp of the location information
SA2
4
LS in



R3-013189
LS Unequal Error Protection for PS conversational multimedia services
SA2
4
LS in



R3-013190
Draft Response LS on Voice Bearer Interworking
SA4
4
LS in



R3-013191
Liaison Statement on SSDT performance specification
RAN4
4
LS in



R3-013192
LS on AOA requirements for UE Positioning Enhancements for 1.28 Mcps TDD
RAN4
4
LS in



R3-013193
Liaison Statement on "UTRAN SFN-SFN observed time difference measurement
RAN4
4
LS in



R3-013194
Retransmission and acknowledgement in MBMS
SA1
0
LS in



R3-013195
Minutes of RAN3 #24
MCC Support Team
3
R



R3-013196
Draft TR 25.877 v0.2.0: High Speed Downlink Packet Access: Iub/Iur protocol aspects
Motorola
5.3
Ap
?
?

R3-013197
Draft TR 25.877 v0.2.2: High Speed Downlink Packet Access: Iub/Iur protocol aspects
Motorola
5.3
Ap
?
?

R3-013198
Addition of “Specification Notations” Section
Motorola
2.2
CR
25.415
3.8.0

R3-013199
Addition of “Specification Notations” Section
Motorola
2.2
CR
25.415
4.2.0

R3-013200
CFN Calculation for UE
Motorola
.1
CR
25.402
3.7.0

R3-013201
CFN Calculation for UE
Motorola
.1
CR
25.402
4.2.0

R3-013202
Reference corrections
Motorola
8.1.3
CR
25.414
3.8.0

R3-013203
Reference corrections
Motorola
8.1.3
CR
25.414
4.1.0

R3-013204
Reference corrections
Motorola
8.1.3
CR
25.424
3.6.0

R3-013205
Reference corrections
Motorola
8.1.3
CR
25.424
4.0.0

R3-013206
Reference corrections
Motorola
8.1.3
CR
25.434
3.5.0

R3-013207
Reference corrections
Motorola
8.1.3
CR
25.434
4.1.0

R3-013208
Reference corrections
Motorola
8.1.3
CR
25.426
3.6.0

R3-013209
Reference corrections
Motorola
8.1.3
CR
25.426
4.0.0

R3-013210
Reference corrections
Motorola
8.1.3
CR
25.422
3.5.0

R3-013211
Reference corrections
Motorola
8.1.3
CR
25.422
4.0.0

R3-013212
Reference corrections
Motorola
Iu-2.2
CR
25.415
3.8.0

R3-013213
Reference corrections
Motorola
Iu-2.2
CR
25.415
4.1.0

R3-013214
Reference corrections
Motorola
rb-2.2
CR
25.420
3.3.0

R3-013215
Reference corrections
Motorola
rb-2.2
CR
25.420
4.0.0

R3-013216
Reference corrections
Motorola
rb-2.3
CR
25.430
3.6.0

R3-013217
Reference corrections
Motorola
rb-2.3
CR
25.430
4.1.0

R3-013218
Reference corrections
Motorola
rb-4.2
CR
25.450
5.0.0

R3-013219
Reference corrections
Motorola
rb-4.3
CR
25.453
5.1.0

R3-013220
Add IPDL TDD parameters for LCR in RNSAP information element functional definition and contents
CATT/CWTS
Rb-4.1
Ap
25.423
4.2.0

R3-013221
Add IPDL parameters for LCR TDD in CELL SETUP REQUEST and CELL RECONFIGURATION REQUEST in NBAP message.
CATT/CWTS
Rb-4.1
Ap
25.433
4.2.1

R3-013222
R3.004 v0.3.0: Node B synchronisation for 1.28 Mcps TDD (Iub/Iur aspects)
CATT, Siemens
Rb-5.9
D
R3.004


R3-013223
R3.004 v0.3.1: Node B synchronisation for 1.28 Mcps TDD (Iub/Iur aspects)
CATT, Siemens 
Rb-5.9
D
R3.004


R3-013224
IuNB: a new interface for the direct communication between NodeBs
CWTS/Huawei
11.1
D



R3-013225
Synchronization of active cells based on direct NodeB interconnections
CWTS/Huawei
13.1.3
D
25.308
5.0.0

R3-013226
Distributed Management of inter-NodeB radio links
CWTS/Huawei
10.1.9
D
25.933
1.2.0

R3-013227
Correction for Error Handling in Clause 10
NEC
7.3
D



R3-013228
SCCP Connection Release Initiated by RNC in Abnormal case
NEC
Iu-2.1 b)
CR
25.410
3.5.0

R3-013229
SCCP Connection Release Initiated by RNC in Abnormal case
NEC
Iu-2.1 b)
CR
25.410
4.2.0

R3-013230
Clarification for the D-RNTI in the RL Setup Response message
NEC
rb2.4.2 d)
CR
25.423
3.7.0

R3-013231
Clarification for the D-RNTI in the RL Setup Response message
NEC
rb2.4.2 d)
CR
25.423
4.2.0

R3-013232
Correction for Error Indication procedure
NEC
rb2.4.2 d)
CR
25.423
3.7.0

R3-013233
Correction for Error Indication procedure
NEC
rb2.4.2 d)
CR
25.423
4.2.0

R3-013234
Clarification for the definition of the ASN.1 constants
NEC
rb2.4.1 c)
CR
25.423
3.7.0

R3-013235
Clarification for the definition of the ASN.1 constants
NEC
rb2.4.1 c)
CR
25.423
4.2.0

R3-013236
Clarification for the definition of the ASN.1 constants
NEC
rb2.4.1 c)
CR
25.433
3.7.0

R3-013237
Clarification for the definition of the ASN.1 constants
NEC
rb2.4.1 c)
CR
25.433
4.2.1

R3-013238
Clarification for the definition of the ASN.1 constants
NEC
Rb4.3 c)
CR
25.453
5.1.0

R3-013239
Clarification for the error handling of the Transaction ID
NEC
rb2.4.1 c)
CR
25.423
3.7.0

R3-013240
Clarification for the error handling of the Transaction ID
NEC
rb2.4.1 c)
CR
25.423
4.2.0

R3-013241
Clarification for the error handling of the Transaction ID
NEC
rb2.4.1 c)
CR
25.433
3.7.0

R3-013242
Clarification for the error handling of the Transaction ID
NEC
rb2.4.1 c)
CR
25.433
4.2.1

R3-013243
Clarification for the error handling of the Transaction ID
NEC
Rb4.3 c)
CR
25.453
5.1.0

R3-013244
Clarification for the measurement reporting
NEC
rb2.4.1 c)
D



R3-013245
Clarification for the measurement reporting
NEC
rb2.4.1 c)
CR
25.423
3.7.0

R3-013246
Clarification for the measurement reporting
NEC
rb2.4.1 c)
CR
25.423
4.2.0

R3-013247
Clarification for the measurement reporting
NEC
rb2.4.1 c)
CR
25.433
3.7.0

R3-013248
Clarification for the measurement reporting
NEC
rb2.4.1 c)
CR
25.433
4.2.1

R3-013249
Handling of the DPC Mode IE
NEC
rb3.4.1 d)
CR
25.423
4.2.0

R3-013250
Handling of the DPC Mode IE
NEC
rb3.4.1 d)
CR
25.433
4.2.1

R3-013251
Power Balancing Activation with Radio Link Setup and Radio Link Addition procedures in RNSAP
NEC
rb5.7.5
CR
25.423
4.2.0

R3-013252
Power Balancing Activation with Radio Link Setup and Radio Link Addition procedures in NBAP
NEC
rb5.7.5
CR
25.433
4.2.0

R3-013253
Power Balancing Restart with Radio Link Reconfiguration procedure in RNSAP
NEC
rb5.7.5
CR
25.423
4.2.0

R3-013254
Power Balancing Restart with Radio Link Reconfiguration procedure in NBAP
NEC
rb3.4.1
CR
25.433
4.2.1

R3-013255
Missing PCH References
Nortel

CR
25.434
3.5.0

R3-013256
Missing PCH References
Nortel

CR
25.434
4.1.0

R3-013257
Correction to Figure 3
Nortel

CR
25.426
3.6.0

R3-013258
Correction to Figure 3
Nortel

CR
25.426
4.0.0

R3-013259
Obsolete or Missing Messages
Nortel 

CR
25.931
3.4.0

R3-013260
Obsolete or Missing Messages
Nortel 

CR
25.931
4.1.0

R3-013261
Miscellaneous Correction
Nortel

CR
25.423
3.7.0

R3-013262
Miscellaneous Correction
Nortel

CR
25.423
4.2.0

R3-013263
Rel-4 Specific Miscellaneous Correction
Nortel

CR
25.423
4.2.0

R3-013264
Miscellaneous Correction
Nortel

CR
25.433
3.7.0

R3-013265
Miscellaneous Correction
Nortel

CR
25.433
4.2.1

R3-013266
Rel-4 Specific Miscellaneous Correction
Nortel

CR
25.433
4.2.1

R3-013267
CPICH Ec/Io Issues: Email Discussion report
Nortel

D&Ap



R3-013268
Alignment to RAN4 specifications for CPICH Ec/Io
Nortel

CR
25.423
4.2.0

R3-013269
Network Sharing Scenarios
Nortel

D&Ap



R3-013270
I-CRRM Study Area reworking
Nortel

WI



R3-013271
DL Power Capability as a shared resource between Cells
Nortel

CR
25.433
4.2.1

R3-013272
Separation of Resource Reservation and Radio Link Activation: TR reworking
Nortel

WI



R3-013273
Separation of Resource Reservation and Radio Link Activation: Updates to UE-independent resource reservation solution
Nortel

WI



R3-013274
Iub Transport Bearer re-arrangement analysis
Nortel

WI



R3-013275
Proposed CRs to Iupc-related specifications to revise the definition of SAS and its Position Calculation Procedure to support all Rel-4 UE-positioning methods
QUALCOMM
Iub/Iur Rb-5.13
Ap



R3-013276
Location Report Clarification
Motorola
Iu-2.3
CR
25.413
3.7.0

R3-013277
Location Report Clarification
Motorola
Iu-2.3
CR
25.413
4.2.0

R3-013278
Clarification for the common measurement reporting
NEC
rb2.4.1 c)
CR
25.423
4.2.0

R3-013279
Text proposal in Chap 5.2 Requirements of TR R3.005
LG Electronics Inc.
rb-5.10
Ap
R3.005
0.2.1

R3-013280
Text proposal in Chap 5.3 Study Areas of TR R3.005
LG Electronics Inc.
rb-5.10
Ap
R3.005
0.2.1

R3-013281
Text proposal in Chap 5.4, 5.5 and 5.6 of TR R3.005
LG Electronics Inc.
rb-5.10
Ap
R3.005
0.2.1

R3-013282
Change of the TFCI Power offsets in the Radio Interface Parameter Update procedure
LG Electronics Inc.
rb-5.10
Ap
25.427
4.2.0

R3-013283
TR 25.880 v.0.2.0 on Re-arrangement of Iub transport bearers
Nokia
Rb 5.4
Ap
25.880
0.2.0

R3-013284
TR 25.880 v.0.2.1 on Rearrangement of Iub Transport Bearers
Nokia
Rb 5.4
Ap
25.880
0.2.1

R3-013285
Confusing use of “per CN Domain”
Ericsson

CR
25.410
4.2.0

R3-013286
Reason for LOCATION REPORT message is not clear
Ericsson

CR
25.413
3.7.0

R3-013287
Reason for LOCATION REPORT message is not clear
Ericsson

CR
25.413
4.2.0

R3-013288
Corrections to RRC information containers
Ericsson

CR
25.413
3.7.0

R3-013289
Corrections to RRC information containers
Ericsson

CR
25.413
4.2.0

R3-013290
Indication of MSLC support
Ericsson

CR
25.413
4.2.0

R3-013291
Transfer of subscriber access group member information to UTRAN
Ericsson

D
25.413
4.2.0

R3-013292
Procedure Code Criticality in Error Indication
Ericsson

CR
25.413
3.7.0

R3-013293
Procedure Code Criticality in Error Indication
Ericsson

CR
25.413
4.2.0

R3-013294
Procedure Code Criticality in Error Indication
Ericsson

CR
25.419
3.6.0

R3-013295
Procedure Code Criticality in Error Indication
Ericsson

CR
25.419
4.2.0

R3-013296
Procedure Code Criticality in Error Indication
Ericsson

CR
25.423
3.7.0

R3-013297
Procedure Code Criticality in Error Indication
Ericsson

CR
25.423
4.2.0

R3-013298
Procedure Code Criticality in Error Indication
Ericsson

CR
25.433
3.7.0

R3-013299
Procedure Code Criticality in Error Indication
Ericsson

CR
25.433
4.2.1

R3-013300
Procedure Code Criticality in Error Indication
Ericsson

CR
25.453
5.1.0

R3-013301
Start mode in initialisation
Ericsson

CR
25.415
4.2.0

R3-013302
Introduction of the Neighbouring TDD Cell Measurement Information LCR
Siemens
rb-3.4.1d)
CR
25.423
4.2.0

R3-013303
Introduction of the Neighbouring TDD Cell Measurement Information LCR
Siemens
rb-3.4.1d)
CR
25.433
4.2.1

R3-013304
Quicker Channel Switching for TDD
Siemens
rb-5.2
D
25.879
0.2.1

R3-013305
DL Transport Channels Synchronisation Procedure and Node Synchronisation Procedure for Node B Synchronisation for 1.28Mcps TDD
Siemens
rb-5.9
D
R3.004
0.3.1

R3-013306
Uplink SIR Target in RL Setup Response TDD
Siemens
rb-5.7.3
D
25.423
4.2.0

R3-013307
HSDPA: Impacts on Iub Interface
Siemens
rb-5.3
D
25.877
0.2.3

R3-013308
Specification Notations
Siemens
rb-2.2b)
CR
25.420
3.3.0

R3-013309
Specification Notations
Siemens
rb-2.2b)
CR
25.420
4.0.0

R3-013310
Specification Notations
Siemens
rb-2.3
CR
25.430
3.6.0

R3-013311
Specification Notations
Siemens
rb-2.3
CR
25.430
4.1.0

R3-013312
Specification Notations
Siemens
rb-2.5.1b)
CR
25.425
3.5.0

R3-013313
Specification Notations
Siemens
rb-2.5.1b)
CR
25.425
4.1.0

R3-013314
Specification Notations
Siemens
rb-2.5.1b)
CR
25.427
3.8.0

R3-013315
Specification Notations
Siemens
rb-2.5.1b)
CR
25.427
4.2.0

R3-013316
Specification Notations
Siemens
rb-2.5.1b)
CR
25.435
3.8.0

R3-013317
Specification Notations
Siemens
rb-2.5.1b)
CR
25.435
4.2.0

R3-013318
TNL QoS for ATM/IP interworking
Siemens, Ericsson
10.1.8
D
25.933


R3-013319
Additional Decision Criteria for ATM/IP Interworking Solution
Siemens, Ericsson
10.1.8
D



R3-013320
Delta Q.2630: Draft for Specification for IP-ALCAP
Siemens
10.1.8
D



R3-013321
UEs Multiplexing in Frame Protocol for HS-DSCH
Siemens
rb -5.3
D
25.877


R3-013322
Sub-frame number indicator for LCR 1.28 PRACH
Siemens
rb-3.5.3
CR
25.435
4.2.0

R3-013323
Bearers Rearrangement in Control Plane
Siemens
rb-5.4
D
25.880


R3-013324
TRANSPORT MEDIUM SELECTION ON IU INTERFACE
Siemens
10.1.8
D
25.955


R3-013325
CR for MCC Implementation of agreed and overlapped LCS CRs: R3-013116, R3-013107, R3-013123
Nokia
Iu-3.3
CR
25.413
4.2.0

R3-013326
Signalling enhancements for GERAN Iu Mode LCS
Nokia
Iu-5.3
Ap
25.413
4.2.0

R3-013327
Chosen Integrity Protection Algorithm IE over MAP/E interface
Nokia
Iu-2.3
CR
25.413
3.7.0

R3-013328
Chosen Integrity Protection Algorithm IE over MAP/E interface
Nokia
Iu-2.3
CR
25.413
4.2.0

R3-013329
Clarification of Timing Information (TI) usage in Iu-UP Initialization Procedure
Nokia
Iu-2.2
CR
25.415
3.8.0

R3-013330
Clarification of Timing Information (TI) usage in Iu-UP Initialization Procedure
Nokia
Iu-2.2
CR
25.415
4.2.0

R3-013331
Handling of GERAN specific modifications needed in UTRAN
Nokia
plenary 4 or 5.4 or 7.4
D



R3-013332
RNL parameter alternatives
Ericsson
10.1.8
D



R3-013333
HSDPA - User plane transport bearers
Lucent
rb5.3
Ap
25.877
0.2.2

R3-013334
IP - Delta_QAAL2
Lucent
10.1.8
Ap
25.933
1.4.1

R3-013335
PCA Type indication in DPCH
Lucent
rb4.1
Ap
25.423
4.2.0

R3-013336
PCA Type indication in DPCH
Lucent
rb4.1
Ap
25.433
4.2.0

R3-013337
New Work Item: Introduction of protocol extensions
Lucent
11.1
Ap



R3-013338
Clarification for the Power Adjustment Type IE in the DL POWER CONTROL REQUEST message
Ericsson, NEC
rb2.4.1 c)
CR
25.423
3.7.0

R3-013339
Clarification for the Power Adjustment Type IE in the DL POWER CONTROL REQUEST message
Ericsson, NEC
rb2.4.1 c)
CR
25.423
4.2.0

R3-013340
Clarification for the Power Adjustment Type IE in the DL POWER CONTROL REQUEST message
Ericsson, NEC
rb2.4.1 c)
CR
25.433
3.7.0

R3-013341
Clarification for the Power Adjustment Type IE in the DL POWER CONTROL REQUEST message
Ericsson, NEC
rb2.4.1 c)
CR
25.433
4.2.1

R3-013342
Forward Compatibility for DL Power Balancing
NEC
rb2.4.1 c)
CR
25.423
3.7.0

R3-013343
Forward Compatibility for DL Power Balancing
NEC
rb2.4.1 c)
CR
25.423
4.2.0

R3-013344
Forward Compatibility for DL Power Balancing
NEC
rb2.4.1 c)
CR
25.433
3.7.0

R3-013345
Forward Compatibility for DL Power Balancing
NEC
rb2.4.1 c)
CR
25.433
4.2.1

R3-013346
RL Timing Adjustment,TR25.878 v0.2.0, RL
Ericsson
rb-5.1
TR
25.878
0.2.0

R3-013347
RL Timing Adjustment, TR25.878 v0.2.1 
Ericsson
rb-5.1
TR
25.878
0.2.1

R3-013348
Separation of resource reservation and radio link activation,TR25.879 0.2.0 
Ericsson
Rb-5.2 
TR
25.879
0.2.0

R3-013349
Separation of resource reservation and radio link activation TR25.879 0.2.1
Ericsson
Rb-5.2
TR
25.879
0.2.1

R3-013350
 Iur Common Transport Channel Efficiency Optimisation TR R3.002 v0.2.0 
Ericsson
Rb-5.5
Ap
R3.002
0.2.0

R3-013351
Iur Common Transport Channel Efficiency Optimisation TR R3.002 v0.2.1 
Ericsson
Rb-5.5 
Ap
R3.002
0.2.1

R3-013352
Iur Neighbouring cell reporting efficiency optimisation TR25.884 v0.1.1
Ericsson
Rb-5.6
Ap
25.884
0.1.1

R3-013353
Direct transport bearers between SRNC and Node-B TR25. 883  V0.1.1
Ericsson
Plenary 10.3
TR
25.883


R3-013354
Reconfiguration clarification
Ericsson
rb-2.4.1
CR
25.423
3.7.0

R3-013355
Reconfiguration clarification
Ericsson
rb-2.4.1
CR
25.423
4.2.0

R3-013356
Reconfiguration clarification
Ericsson
rb-2.4.1
CR
25.433
3.7.0

R3-013357
Reconfiguration clarification
Ericsson
rb-2.4.1
CR
25.433
4.2.0

R3-013358
DRNC behaviour at SRNC or Iur transmission fail
Ericsson
rb-2.4.2
D



R3-013359
DRNC behaviour at SRNC or Iur transmission failure
Ericsson
rb-2.4.2
CR
25.423
3.7.0

R3-013360
DRNC behaviour at SRNC or Iur transmission failure
Ericsson
rb-2.4.2
CR
25.423
4.2.0

R3-013361
Introduction of the Reset procedure in RNSAP
Ericsson
rb-5.7
CR
25.423
4.2.0

R3-013362
Introduction of separate max PDSCH power limitation
Ericsson
Rb-5.7
CR
25.433
5.0.0

R3-013363
Bit ordering of PER encoded bitstrings
Ericsson
Plenary 7.3
D



R3-013364
Addition of amendment to clarify the PER encoding of bitstrings
Ericsson
Plenary 7.3
CR
25.433
3.7.0

R3-013365
Addition of amendment to clarify the PER encoding of bitstrings
Ericsson
Plenary 7.3
CR
25.433
4.2.1

R3-013366
Addition of amendment to clarify the PER encoding of bitstrings
Ericsson
Plenary 7.3
CR
25.423
3.7.0

R3-013367
Addition of amendment to clarify the PER encoding of bitstrings
Ericsson
Plenary 7.3
CR
25.423
4.2.0

R3-013368
Addition of amendment to clarify the PER encoding of bitstrings
Ericsson
Plenary 7.3
CR
25.453
5.1.0

R3-013369
Addition of amendment to clarify the PER encoding of bitstrings
Ericsson
Plenary 7.3
CR
25.413
3.7.0

R3-013370
Addition of amendment to clarify the PER encoding of bitstrings
Ericsson
Plenary 7.3
CR
25.413
4.2.0

R3-013371
Addition of amendment to clarify the PER encoding of bitstrings
Ericsson
Plenary 7.3
CR
25.419
3.6.0

R3-013372
Addition of amendment to clarify the PER encoding of bitstrings
Ericsson
Plenary 7.3
CR
25.419
4.2.0

R3-013373
Extension of USCH and DSCH data and control
Ericsson
rb-2.5.2
CR
25.425
3.5.0

R3-013374
Extension of USCH and DSCH data and control
Ericsson
rb-2.5.2
CR
25.425
4.2.0

R3-013375
Clarifications of radio interface parameter update
Ericsson
rb-2.5.2
CR
25.427
3.8.0

R3-013376
Clarifications of radio interface parameter update
Ericsson
rb-2.5.2
CR
25.427
4.2.0

R3-013377
Cell relation
Ericsson
5.7
D



R3-013378
Cell relation
Ericsson
5.7
CR
25.423
5.0.0

R3-013379
CRRM Capacity gains
Ericsson
Plenary 13.1.2
D



R3-013380
Introduction of the Access Control Function
Ericsson
Plenary 10.2.1
D
25.401
5.1.0

R3-013381
Introduction of subscriber access group access information support
Ericsson
Plenary 10.2.1
D
25.423
5.0.0

R3-013382
Improved cell information management over Iur: performance analysis
Ericsson
Rb 5.6
D



R3-013383
Iur Common Transport Channel Efficiency Optimisation: performance analysis
Ericsson
Rb 5.5
D



R3-013384
Direct transport bearers between SRNC and Node-B Proposal on Chapter 8
Ericsson
Plenary 10.5
D



R3-013385
Direct transport bearers between SRNC and Node-B ,Proposed handling of open issues/FFSs
Ericsson
Plenary 10.5
D



R3-013386
Proposal on answering LS to RAN, Direct bearer
Ericsson
Plenary 10.5
D



R3-013387
Reporting of DRNC failure email discussion 
Ericsson
rb-2.4.2
D



R3-013388
25.427 Correction-Rel99 
Nokia
rb-2.5.2 b)
CR
25.427
3.8.0

R3-013389
25.427 Correction-Rel4
Nokia
rb-2.5.2 b)
CR
25.427
4.2.0

R3-013390
TR Improvement of RRM across RNS and RNS_BSS v.0.4.0
Nokia
10.4
Ap



R3-013391
IS-NCCR with/without CRRM
Nokia
10.4
Ap



R3-013392
Discussion on centralised vs. integrated CRRM
Nokia
10.4
Ap



R3-013393
Proposal for Harmonisation of CRRM Concepts
Nokia
10.4
Ap



R3-013394
Transport layer on Iub for HSDPA
Nokia 
rb-5.3
D
25.877


R3-013395
CFN Calculation for UE Discussion
Motorola
8.1.1
D
25.402


R3-013396
News from SUA interoperability test
Nokia
10.1.2
Ap
25.933


R3-013397
IP-ALCAP for interworking in Rel5 UTRAN
Nokia
10.1.8
Ap
25.933


R3-013398
Traffic and QoS in Rel5 IP TNL-IWU Control plane
Nokia
10.1.8
Ap
25.933


R3-013399
Section 9.2.0 missing
Siemens
Iu-2.5
CR
25.419
3.6.0

R3-013400
Section 9.2.0 missing
Siemens
Iu-2.5
CR
25.419
4.2.0

R3-013401
N-to-M relation between CN and UTRAN impacts on CN initiated Reset Resource procedure
Siemens
Iu-3.3
CR
25.413
4.2.0

R3-013402
Intersystem Change Clarifications
Siemens
Iu-2.3
CR
25.413
3.7.0

R3-013403
Intersystem Change Clarifications
Siemens
Iu-2.3
CR
25.413
4.2.0

R3-013404
Geographical split Network Sharing
Alcatel
10.2.1
D



R3-013405
Unequal Error Protection for PS conversational IMS
Alcatel
11.3
D



R3-013406
Improvement of RRM across RNS and RNS/BSS
Alcatel
13.1.2
D



R3-013407
SRNC-Node B direct connection
Alcatel
13.1.9
D



R3-013408
Iur common transport channel efficiency optimisation
Alcatel
13.1.10
D



R3-013409
Iur neighbouring cell reporting efficiency optimisation 
Alcatel
13.1.11
D



R3-013410
TR R3.005  v0.2.1 on ‘Enhancement on the DSCH hard split mode’ with agreed text proposal
Samsung 
5.10
D
R3.005
0.2.1

R3-013411
Proposed updated TR R3.005  on ‘Enhancement on the DSCH hard split mode’
Samsung 
5.10
D
R3.005
0.2.1

R3-013412
NBAP Signalling support for flexible hard split
Samsung 
5.10
D
25.433
5.0.0

R3-013413
RNSAP Signalling support for flexible hard split
Samsung 
5.10
D
25.423
4.2.0

R3-013414
Initial Power Setting of PDSCH
Lucent
rb2.5.3
CR
25.435
3.8.0

R3-013415
Initial Power Setting of PDSCH
Lucent
rb2.5.3
CR
25.435
4.2.0

R3-013416
Correction to RNSAP Congestion Indication
Ericsson
rb-3.4.2b
CR
25.423
4.2.0

R3-013417
QoS Transport with ATM/IP interworking 
Networks
Pl-10.1
Ap



R3-013418
RNL Parameters with IP UTRAN Transport option
Networks
Pl-10.1
Ap



R3-013419
IP Signalling in UTRAN
Networks
Pl-10.1
Ap
25.933


R3-013420
IP UTRAN standardization
Networks
Pl-10.1
Ap



R3-013421
Location request not fulfilled
Networks
Iu-2.3
Ap



R3-013422
Specification of Subflow SDU size
Networks
Iu-2.3
Ap



R3-013423
Clarification on Location Request not fulfilled
Networks
Iu-2.3
CR
25.413
3.7.0

R3-013424
Clarification on Location Request not fulfilled
Networks
Iu-2.3
CR
25.413
4.2.0

R3-013425
Subflow SDU size clarification
Networks
Iu-2.3
CR
25.413
3.7.0

R3-013426
Subflow SDU Size clarification
Networks
Iu-2.3
CR
25.413
4.2.0

R3-013427
IPv4 Transition to IPv6 in IP UTRAN – The dual stack approach- text for the study area
Motorola
10.1.2
Ap
25.933
1.4.1

R3-013428
Problem with control frames in case of DRNC selection/splitting
Motorola
?
D
25.427
3.8.0

R3-013429
Inclusion of the RL-ID in the FDD UL Control Frames
Motorola
?
CR
25.427
3.8.0

R3-013430
Inclusion of the RL-ID in the FDD UL Control Frames
Motorola
?
CR
25.427
4.2.0

R3-013431
Behaviour of the RNC in case of Iur transmission failure
Motorola
?
CR
25.420
3.3.0

R3-013432
Behaviour of the RNC in case of Iur transmission failure
Motorola
?
CR
25.420
4.0.0

R3-013433
Correction to transport bearer release initiation
Motorola
?
CR
25.426
3.6.0

R3-013434
Correction to transport bearer release initiation
Motorola
?
CR
25.426
4.0.0

R3-013435
Ambiguity in the interpretation of the transaction ID IE
Motorola
?
D
25.433
3.7.0

R3-013436
Introduction of the Cell Geographical Area Additional Shapes IE
Motorola
?
CR
25.423
3.7.0

R3-013437
Correction of the Cell Geographical Area Additional Shapes IE
Motorola
?
CR
25.423
4.2.0

R3-013438
Criticality of Node B Communication Context
Motorola
?
CR
25.433
3.7.0

R3-013439
Criticality of Node B Communication Context
Motorola
?
CR
25.433
4.2.1

R3-013440
Clarification on Primary CPICH Ec/No IE
Nortel
?
CR
25.423
3.7.0

R3-013441
Clarification on Primary CPICH Ec/No IE
Nortel
?
CR
25.423
4.2.0

R3-013442
Analysis of the Iub transport bearer re-arrangement.
Nortel
?
D
?
?

R3-013443
Transport Bearer replacement for the DSCH
Nortel
?
CR
25.435
3.8.0

R3-013444
Transport Bearer replacement for the DSCH
Nortel
?
CR
25.435
4.2.0

R3-013445
Transport Bearer replacement clarification for the DSCH case
Nortel
?
CR
25.423
3.7.0

R3-013446
Transport Bearer replacement clarification for the DSCH case
Nortel
?
CR
25.423
4.2.0

R3-013447
Transport Bearer replacement clarification for the DSCH case
Nortel
?
CR
25.433
3.7.0

R3-013448
Transport Bearer replacement clarification for the DSCH case
Nortel
?
CR
25.433
4.2.1

R3-013449
Clarification of the Transaction ID
Motorola
?
CR
25.433
3.7.0

R3-013450
Clarification of the Transaction ID
Motorola
?
CR
25.423
3.7.0

R3-013451
Clarification of the Transaction ID
Motorola
?
CR
25.433
4.2.1

R3-013452
Clarification of the Transaction ID
Motorola
?
CR
25.423
4.2.0

R3-013453
Clarification of the Transaction ID
Motorola
?
CR
25.453
5.1.0

R3-013454
Transport Bearer replacement for the DSCH
Nortel
?
CR
25.425
3.5.0

R3-013455
Transport Bearer replacement for the DSCH
Nortel
?
CR
25.425
4.1.0

R3-013456
CPCH-related corrections
Nortel
?
CR
25.433
3.7.0

R3-013457
CPCH-related corrections
Nortel Networks
?
CR
25.433
4.2.1

R3-013458
HSDPA: NBAP Protocol considerations
Nortel Networks
?
D
25.877


R3-013459
HSDPA: Frame protocol aspects
Nortel Networks
?
D
25.877


R3-013460
Network Sharing Issues
Nortel Networks
?
D



R3-013461
CRRM Issues
Nortel Networks
?
D



R3-013462
Correction to LCS Vertical Coordinate-Accurancy
Nokia
?
CR
25.413
4.2.0

R3-013463
Definition of the source timing
Nortel Networks
Iu-2.2
Ap
?
?

R3-013464
Definition of the source timing
Nortel Networks
Iu-2.2
CR
25.415
3.8.0

R3-013465
Clarification on criticality diagnostics
Nortel Networks
Pl-7.3
CR
25.413
3.7.0

R3-013466
Handover / Relocation based solution for Common Radio Resource Management
Vodafone
0
Ap



R3-013467
Draft Minutes: ad-hoc RAN(3)&CN(4) on M3UA / SUA for Rel5
RAN3/CN4 Ad Hoc Chairman
4
R



R3-013468
Latest version of Iu-Flex 25.875
Vodafone
?
D
?
?

R3-013469
CR on 25.419 (R99) Usage of ''Number of Broadcasts Completed List' IE
Vodafone
?
CR
25.419
3.6.0

R3-013470
CR on 25.419 (R4) Usage of ''Number of Broadcasts Completed List' IE
Vodafone
?
CR
25.419
4.2.0

R3-013471
Introduction of SAI into Iu Release
Vodafone

D



R3-013472
Answer to LS on RL timing adjustment  mechanisms
RAN1
4
LS in



R3-013473
Liaison Statement on USTS TR
RAN1
4
LS in



R3-013474
LS on "improvement of inter-frequency and inter-s system measurement for 1.28 Mcps TDD"
RAN1
4
LS in



R3-013475
Correction to Transmit Diversity scheme  for TDD
RAN1
4
LS in



R3-013476
Response to Liaison Statement on Power  Control Algorithm
RAN1
4
LS in



R3-013477
Response to LS regarding alignment of Node B   synchronisation procedures between low and high   chip rate TDD
RAN1
4
LS in



R3-013478
LS on TFCI power control in hard split   mode
RAN1
4
LS in



R3-013479
Answer to LS on S-Field length
RAN1
4
LS in



R3-013480
Response to Liaison Statement on AAL Type 2 Resource Management
Nokia
0
LS out



R3-013481
Architectural study for Unequal Error Protection
SA2
0
Info



R3-013482
UTRAN SFN-SFN observed time difference measurement
Nokia
0
Info



R3-013483
 Correction to SFN-SFN Observed Time Difference Measurement report mapping
Nokia
0
CR
25.433
4.2.1

R3-013484
Correction to SFN-SFN Observed Time Difference Measurement report mapping
Nokia
0
CR
25.423
4.2.0

R3-013485
Answer LS on: Retransmission and Acknowledgement in MBMS
Siemens
0
LS out



R3-013486
CR on Priority range
Alcatel
0
CR
25.433
3.7.0

R3-013487
Missing PCH References
Nortel
0
CR
25.434
3.5.0

R3-013488
Missing PCH References
Nortel
0
CR
25.434
4.1.0

R3-013489
Correction to Figure 3
Nortel
0
CR
25.426
3.6.0

R3-013490
Correction to Figure 3
Nortel
0
CR
25.426
4.0.0

R3-013491
Obsolete or Missing Messages
Nortel
0
CR
25.931
3.4.0

R3-013492
Obsolete or Missing Messages
Nortel
0
CR
25.931
4.1.0

R3-013493
RNSAP Signalling support for flexible hard split
Samsung
0
D
25.423
5.0.0

R3-013494
Procedure Code Criticality in Error Indication
Ericsson
0
CR
25.453
5.1.0

R3-013495
Addition of amendment to clarify the PER encoding of bitstrings
Ericsson
0
CR
25.453
5.1.0

R3-013496
Text Proposal for TR 25.839 V0.3.1
SK telecom
0
Ap
25.839


R3-013497
Bitstrings ordering
Ericsson
0
CR
25.453
5.1.0

R3-013498
Addition of amendment to clarify of the PER encoding of bitstrings
Ericsson
0
CR
25.423
3.7.0

R3-013499
Addition of amendment to clarify of the PER encoding of bitstrings
Ericsson
0
CR
25.433
3.7.0

R3-013500
Addition of amendment to clarify of the PER encoding of bitstrings
Ericsson
0
CR
25.419
3.6.0

R3-013501
Addition of amendment to clarify of the PER encoding of bitstrings
Ericsson
0
CR
25.433
4.2.1

R3-013502
Addition of amendment to clarify of the PER encoding of bitstrings
Ericsson
0
CR
25.423
4.2.0

R3-013503
Addition of amendment to clarify of the PER encoding of bitstrings
Ericsson
0
CR
25.413
3.7.0

R3-013504
Addition of amendment to clarify of the PER encoding of bitstrings
Ericsson
0
CR
25.413
4.2.0

R3-013505
Addition of amendment to clarify of the PER encoding of bitstrings
Ericsson
0
CR
25.419
4.2.0

R3-013506
Correction to transport bearers release initiation
Motorola
0
CR
25.426
3.6.0

R3-013507
Correction to transport bearers release initiation
Motorola
0
CR
25.426
4.0.0

R3-013508
Additional scenario for load sharing in Study Area of TR for Study Item: SRNS relocation enhancement
Vodafone
0
Ap



R3-013509
Iu-BC Connectivity  CRx on TS 25.410 v3.5.0
Vodafone
0
CR
25.410
3.5.0

R3-013510
Iu-BC Connectivity  CRx on TS 25.410 v3.5.0
Vodafone
0
CR
25.410
4.2.0

R3-013513
Coding of SID mode
Nortel
0
CR
25.415
3.8.0

R3-013514
Coding of SID mode
Nortel
0
CR
25.415
4.2.0

R3-013517
Location Report Area
Nortel
Iu-2.3a
CR
25.413
3.7.0

R3-013518
Location Report Area
Nortel
Iu-2.3a
CR
25.413
4.2.0

R3-013519
SAI Clarification
Nokia
Iu-2.5a
CR
25.419
3.6.0

R3-013520
SAI Clarification
Nokia
Iu-2.5a
CR
25.419
4.2.0

R3-013521
Time-based Frame Numbering
Nortel
Iu-3.2a
CR
25.415
4.2.0 

R3-013522
Correction to Release 4 additions in Iu to support new positioning methods
Nokia
Iu-3.3a
CR
25.413
4.2.0

R3-013525
Cause value for not accepted relocation request
Ericsson
Iu-2.3a
CR
25.413
4.2.0

R3-013526
SS7 point codes over Iu-cs
Alcatel
Iu-2.1a
CR
25.410
3.5.0

R3-013527
Correction of RF CI numbers
Alcatel
Iu-2.2a
CR
25.415
4.2.0

R3-013528
End of tdoc list
Iu SWG
0




R3-013529
Improvement of inter-frequency and inter-system measurements
Samsung
0
Ap
R3.006


R3-013530
Addition of “Specification Notations” Section
Siemens
0
CR
25.420
3.3.0

R3-013531
Addition of “Specification Notations” Section
Siemens
0
CR
25.420
4.0.0

R3-013532
Addition of Specification Notations Section
Siemens
0
CR
25.430
3.6.0

R3-013533
Addition of “Specification Notations” Section
Siemens
0
CR
25.430
4.1.0

R3-013534
TDD Transmit Diversity for P-CCPCH and S-CCPCH
InterDigital
0
CR
25.423
3.7.0

R3-013535
Clarification for the definition of the ASN.1 constants
NEC
0
CR
25.453
5.1.0

R3-013536
Forward Compatibility for DL Power Balancing
NEC
0
CR
25.423
3.7.0

R3-013537
Forward Compatibility for DL Power Balancing
NEC
0
CR
25.433
3.7.0

R3-013538
Forward Compatibility for DL Power Balancing
NEC
0
CR
25.423
4.2.0

R3-013539
Forward Compatibility for DL Power Balancing
NEC
0
CR
25.433
4.2.0

R3-013540
Terminology Corrections
Nortel
0
CR
25.423
3.7.0

R3-013541
Terminology Corrections
Nortel
0
CR
25.423
4.2.0

R3-013542
Terminology Corrections
Nortel
0
CR
25.433
3.7.0

R3-013543
Terminology Corrections
Nortel
0
CR
25.433
4.2.1

R3-013544
Clarification of the Transaction ID
Motorola
0
CR
25.453
5.1.0

R3-013545
Text proposal in Chap 5.3 Study Areas of TR R3.005
LG
0
Ap
R3.005


R3-013546

Nortel
0
CR
25.435


R3-013547

Nortel
0
CR
25.435


R3-013548

Nortel
0
CR
25.425


R3-013549

Nortel
0
CR
25.425


R3-013550

Nortel
0
CR
25.427


R3-013551

Nortel
0
CR
25.427


R3-013552

Nortel
0
CR



R3-013553

Nortel
0
CR



R3-013554

Nortel
0
CR



R3-013555

Nortel
0
CR



R3-013556
Addition of "Specification Notations" Section
Motorola
Iu-2.2b
CR
25.415
4.2.0

R3-013558
Reason for LOCATION REPORT message is not clear
Ericsson
Iu-2.3b
CR
25.413
3.7.0

R3-013559
Reason for LOCATION REPORT message is not clear
Ericsson
Iu-2.3b
CR
25.413
4.2.0

R3-013560
Clarification on Location Request not fulfilled
Nortel
Iu-2.3b
CR
25.413
3.7.0

R3-013561
Clarification on Location Request not fulfilled
Nortel
Iu-2.3b
CR
25.413
4.2.0

R3-013563
CR for MCC Implementation of agreed and overlapped LCS CRs: R3-013116, R3-013107, R3-013123
Nokia
Iu-3.3b
CR
25.413
4.2.0

R3-013564
Correction to LCS Vertical Coordinate-Accurancy
Nokia
Iu-3.3b
CR
25.413
4.2.0

R3-013567
LS to SA2, "Unequal Error Protection for PS conversational IMS"
Alcatel
Iu-6
LS out



R3-013573
Liaison Statement On “Response to RANAP Indication Of Modify Support Of Link Characteristics”
Nortel
Iu-6
LS out



R3-013574
Addition of "Specification Notations" Section
Motorola
Iu-2.2a
CR
25.415
3.8.0

R3-013575
Addition of "Specification Notations" Section
Motorola
Iu-2.2a
CR
25.415
4.2.0

R3-013576
Text Proposal for TR 25.839 V0.3.1
SK Telecomm
0
Ap
25.839
0.3.0

R3-013577
Text Proposal in chapter 8 for TR 25.839v0.3.1
SK Telecomm
0
Ap
25.839


R3-013578

Ericsson/Motorola
0




R3-013579

Ericsson/Motorola
0




R3-013580

Ericsson
0




R3-013581

Ericsson
0




R3-013582
Add IPDL TDD parameters for LCR in RNSAP information element functional definition and contents
CWTS
0
D
25.423
5.0.0

R3-013583
Add IPDL parameters for LCR TDD in CELL SETUP REQUEST and CELL RECONFIGURATION REQUEST in NBAP message
CWTS
0
D
25.433
5.0.0

R3-013584
CPCH-related corrections
Nortel
0
CR
25.433
3.7.0

R3-013585
CPCH-related corrections
Nortel
0
CR
25.433
4.2.1

R3-013586
Clarifications on data/control frame support
Ericsson
0
CR
25.427
3.8.0

R3-013587
Clarifications on data/control frame support
Ericsson
0
CR
25.427
4.2.0

R3-013588
25.427 Correction-Rel4
Nokia
0
CR
25.427
3.8.0

R3-013589
25.427 Correction-Rel4
Nokia
0
CR
25.427
4.2.0

R3-013590
Correction of S field length
Alcatel
0
CR
25.433
3.7.0

R3-013591
Correction of S field length
Alcatel
0
CR
25.433
4.2.1

R3-013592
PCH Frame Clarification
InterDigital
0
CR
25.435
4.2.0

R3-013593
Addition of “Specification Notations” Section
Siemens
0
CR
25.410


R3-013594
Addition of “Specification Notations” Section
Siemens
0
CR
25.410


R3-013595
Addition of Specification Notations Section
Siemens
0
CR
25.450
5.0.0

R3-013596

Siemens
0




R3-013597

Siemens
0




R3-013598
Description of CRC
Siemens
0
CR
25.425
4.2.0

R3-013599
Extension of USCH and DSCH data and control frames
Ericsson
0
CR
25.425
3.5.0

R3-013600
Extension of USCH and DSCH data and control frames
Ericsson
0
CR
25.425
4.2.0

R3-013601
SFN-SFN quality indication removal
Nortel
0
CR
25.423
4.2.0

R3-013602
SFN-SFN quality indication removal
Nortel
0
CR
25.433
4.2.1

R3-013603
Rel-4 specific terminology corrections
Nortel
0
CR
25.423
4.2.0

R3-013604
Rel-4 specific terminology corrections
Nortel
0
CR
25.433
4.2.1

R3-013605
Handling of the DPC Mode IE
NEC
0
CR
25.423
4.2.0

R3-013606
Reference corrections
Motorola
0
CR
25.450
5.0.0

R3-013607
Addition of Specification Notations Section
Siemens
0
CR
25.450
5.0.0

R3-013608
Reference corrections
Motorola
0
CR
25.453
5.1.0

R3-013609
Clarification of S Field Length usage
Alcatel
0
CR
25.423
3.7.0

R3-013610
Clarification of S Field Length usage
Alcatel
0
CR
25.423
4.2.0

R3-013611
UP Versions not supported
Nortel
Iu-2.3a
CR
25.413
3.7.0

R3-013612
UP Versions not supported
Nortel
Iu-2.3a
CR
25.413
4.2.0

R3-013613
Chosen Integrity Protection Algorithm IE over MAP/E interface
Nokia
Iu-2.3b
CR
25.413
3.7.0

R3-013614
Chosen Integrity Protection Algorithm IE over MAP/E interface
Nokia
Iu-2.3b
CR
25.413
4.2.0

R3-013615
CR on 25.419 (R99) Usage of ''Number of Broadcasts Completed List' IE
Vodafone
Iu-2.5b
CR
25.419
3.6.0

R3-013616
CR on 25.419 (R4) Usage of ''Number of Broadcasts Completed List' IE
Vodafone
Iu-2.5b
CR
25.419
4.2.0

R3-013617
Response about proposed changes to 25.413 R5 for GERAN Iu mode LCS
Nokia
0
LS out



R3-013618
Addition of "Specification Notations" Section
Motorola/ Siemens
Iu-2.1b
CR
25.410
3.5.0

R3-013619
Addition of "Specification Notations" Section
Motorola/ Siemens
Iu-2.1b
CR
25.410
4.2.0

R3-013620
Subflow SDU size clarification
Nortel
Iu-2.3b
CR
25.413
3.7.0

R3-013621
Subflow SDU Size clarification
Nortel
Iu-2.3b
CR
25.413
4.2.0

R3-013622
Corrections to RRC information containers
Ericsson
Iu-2.3b
CR
25.413
3.7.0

R3-013623
Corrections to RRC information containers
Ericsson
Iu-2.3b
CR
25.413
4.2.0

R3-013624
Addition of "Specification Notations" Section
Motorola
Iu-2.2b
CR
25.415
3.8.0

R3-013627
Iu SWG report
Iu SWG Chairman
0
R



R3-013628
WG3 Rel5 Study Item Adhoc
Rel5 Study Item Adhoc Chair
0
R



R3-013631
end of Iu SWG tdocs
Iu SWG
0




R3-013632
Addition of “Specification Notations” Section
Siemens
0
CR
25.410
4.2.0

R3-013633
SUA and M3UA interoperability tests
Ericsson
0
D



R3-013634
Correction the Clause 10 Error Handling
NEC
0
CR
25.413
3.7.0

R3-013635
Correction the Clause 10 Error Handling
NEC
0
CR
25.413
4.2.0

R3-013636
Correction the Clause 10 Error Handling
NEC
0
CR
25.419
3.7.0

R3-013637
Correction the Clause 10 Error Handling
NEC
0
CR
25.419
4.2.0

R3-013638
Correction the Clause 10 Error Handling
NEC
0
CR
25.423
4.2.0

R3-013639
Correction the Clause 10 Error Handling
NEC
0
CR
25.423
3.7.0

R3-013640
Correction the Clause 10 Error Handling
NEC
0
CR
25.433
3.7.0

R3-013641
Correction the Clause 10 Error Handling
NEC
0
CR
25.433
4.2.1

R3-013642
Correction the Clause 10 Error Handling
NEC
0
CR
25.453
5.1.0

R3-013643
Behaviour of the RNC in case of Iur transmission failure
Motorola
0
CR
25.420
3.3.0

R3-013644
Behaviour of the RNC in case of Iur transmission failure
Motorola
0
CR
25.420
4.0.0

R3-013645
DRNC behaviour at SRNC or RNSAP Signalling Bearer failure
Ericsson
0
CR
25.423
3.7.0

R3-013646
DRNC behaviour at SRNC or RNSAP Signalling Bearer failure
Ericsson
0
CR
25.423
4.2.0

R3-013647
Terminology Correction Rel4
Nokia
0
CR
25.427
4.2.0

R3-013648
Terminology Correction – Rel99
Nokia
0
CR
25.427
3.6.0

R3-013649
Addition of amendment to clarify the PER encoding of bitstrings
Ericsson
0
CR
25.423
3.7.0

R3-013650
Addition of amendment to clarify the PER encoding of bitstrings
Ericsson
0
CR
25.433
3.7.0

R3-013651
Addition of amendment to clarify the PER encoding of bitstrings
Ericsson
0
CR
25.419
3.6.0

R3-013652
Addition of amendment to clarify the PER encoding of bitstrings
Ericsson
0
CR
25.433
4.2.1

R3-013653
Addition of amendment to clarify the PER encoding of bitstrings
Ericsson
0
CR
25.423
4.2.0

R3-013654
Addition of amendment to clarify the PER encoding of bitstrings
Ericsson
0
CR
25.413
3.7.0

R3-013655
Addition of amendment to clarify the PER encoding of bitstrings
Ericsson
0
CR
25.413
4.2.0

R3-013656
Addition of amendment to clarify the PER encoding of bitstrings
Ericsson
0
CR
25.419
4.2.0

R3-013657
 Transport Bearer replacement for the DSCH
Nortel
0
CR
25.425
3.5.0

R3-013658
Transport Bearer replacement for the DSCH
Nortel
0
CR
25.425
4.1.0

R3-013659
Discussion of Cell Measurement Exchange
Nokia
0
D



R3-013660
Transport Bearer replacement clarification for the DSCH case
Nortel
0
CR
25.423
3.7.0

R3-013661
Transport Bearer replacement clarification for the DSCH case
Nortel
0
CR
25.423
4.2.0

R3-013662
Transport Bearer replacement clarification for the DSCH case
Nortel
0
CR
25.433
3.7.0

R3-013663
Transport Bearer replacement clarification for the DSCH case
Nortel
0
CR
25.433
4.2.1

R3-013664
Transport Bearer replacement for the DSCH
Nortel
0
CR
25.435
3.8.0

R3-013665
Transport Bearer replacement for the DSCH
Nortel
0
CR
25.435
4.2.0

R3-013666
Addition of amendment to clarify the PER encoding of bitstrings
Ericsson
0
CR
25.453
5.1.0

R3-013667
Response Liaison on "UTRAN SFN-SFN observed time difference measurement "
Nortel
0
LS out



R3-013668
Correction to SFN-SFN Observed Time Difference Measurement report mapping
Nokia
0
CR
25.433
3.7.0

R3-013669
Correction to SFN-SFN Observed Time Difference Measurement report mapping
Nokia
0
CR
25.423
4.2.0

R3-013670
Correction to the RNSAP Congestion Indication
Ericsson
0
CR
25.423
4.2.0

R3-013671
RRM
Motorola
0
CR
25.935
4.0.0

R3-013672
SFN-SFN quality indication removal
Nortel
0
CR
25.423
4.2.0

R3-013673
SFN-SFN quality indication removal
Nortel
0
CR
25.433
4.2.1

R3-013674
CFN Calculation for UE
Motorola
0
CR
25.402
3.7.0

R3-013675
CFN Calculation for UE
Motorola
0
CR
25.402
4.2.0

R3-013676
Correction of drift rate resolution
Ericsson
0
CR
25.423
4.2.0

R3-013677
Correction of drift rate resolution
Ericsson
0
CR
25.433
4.2.1

R3-013678
Handling of the DPC Mode IE
NEC
0
CR
25.423
4.2.1

R3-013679
Iur/Iub Report
Iur/Iub SWG Chairman
0
R



R3-013680
Status report of Improvement of RRM across RNS and RNS/BSS
Nokia
0
SI



R3-013681
IP transport in UTRAN
Alcatel
0
R



R3-013682
High Speed Downlink Packet Access (HSDPA) – Iub/Iur Protocol Aspects
Motorola
0
WI



R3-013683
NAS Node Selection Function
Vodafone
0
WI



R3-013684
Status Report of Study Item SRNS relocation enhancement
Nokia
0
SI



R3-013685
Status Report of IP Transport in UTRAN Work Item
Alcatel
0
WI



R3-013686
Status report of WI “Enhancement on DSCH hard split mode”
Samsung
0
WI



R3-013687
USTS status report
SK Telecom
0
SI



R3-013688
Draft response to LS on TFCI power control in hard split mode
LG
0
LS out



R3-013689
Status report of Re-arrangement of Iub transport bearers
Nokia
0
WI



R3-013690
Iur COMMON TRANSPORT CHANNEL Efficiency Optimaisation
Ericsson
0
WI



R3-013691
Radio Link Timing Adjustment
Ericsson
0
WI



R3-013692
Iur Neighbouring Cell Information Reporting Efficiency Optimisation
Ericsson
0
WI



R3-013693
SI: Introduction of direct transport bearers between SRNC and Node-B
Ericsson
0
SI



R3-013694
Answer to LS on S-Field length
Alcatel
0
LS out



R3-013695
SFN-SFN quality indication
Nortel
0
CR
25.423
4.2.0

R3-013696
SFN-SFN quality indication
Nortel
0
CR
25.433
4.2.1

R3-013697
Status report of Radio Link Timing Adjustment
Ericsson
0
WI



R3-013698
Status report of Iur Neighbouring Cell Information Reporting Efficiency Optimisation
Ericsson
0
WI



R3-013699
CFN Calculation for UE
Motorola
0
CR
25.402
3.7.0

R3-013700
CFN Calculation for UE
Motorola
0
CR
25.402
4.2.0

R3-013701
LS on data rates for CS data services in UTRAN
GERAN
0
LS in



R3-013702
 Reply to LS on "Status of the SI: Improvement of RRM across RNS and RNS/BSS"
GERAN
0
LS in



R3-013703
Response Liaison on "UTRAN SFN-SFN observed time difference measurement "
Nortel
0
LS out



R3-013704
SRNS relocation enhancement
Nokia
0
SI



R3-013705
Status Report of the RAN WG3 work related to the RAN WG2 Work Item : “UE positioning enhancements for 1.28 Mcps TDD”
CWTS
0
WI



R3-013706
Status Report of the RAN WG3 work related to the RAN WG1 Work Item : “Node B synchronisation for 1.28 Mcps TDD”
CWTS
0
WI



R3-013707
R3.004 v0.4.0:

UE positioning enhancements for 1.28 Mcps TDD (Iub/Iur aspects)
CWTS
0
WI
R3.004


R3-013708
R3.003 v1.0.0:

UE positioning enhancements for 1.28 Mcps TDD (Iub/Iur aspects)
CWTS
0
WI
R3.003


R3-013709
USTS
SK Telecom
0
SI



R3-013710
IP Transport in UTRAN
Alcatel
0
WI



R3-013711
Iu-Flex: Version 1.0.0
Vodafone
0
TR
25.875
1.0.0

R3-013712
status report
Nokia
0
WI



R3-013713
?
Nokia
0




R3-013714
?
Nokia
0




R3-013715
Techincal report 25.878
Ericsson
0
TR



R3-013716
Technical report 25.844
Ericsson
0
TR



R3-013717
need title
Ericsson
0
WI



R3-013718
need title
Ericsson
0
WI



R3-013719
HSDPA TR
Motorola
0
TR
25.877


R3-013720
CR on Traffic Handling Priority range
NEC

CR
25.423
4.2.0

