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	R3-020273
	MOM Iur/Iub SWG RAN3#27
	IurIub SWG chairman
	0
	R
	
	

	R3-020280
	TR 25.933 v1.6.0
	Alcatel
	0
	Ap
	
	

	R3-020287
	Draft agenda WG3 plenary, meeting#27
	Chairman
	2
	A
	
	

	R3-020288
	Draft agenda Iu SWG, meeting#27
	Chairman
	2
	A
	
	

	R3-020289
	Draft agenda Iur/Iub SWG, meeting#27
	Chairman
	2
	A
	
	

	R3-020290
	Minutes of RAN3 #26
	MCC Support Team
	3
	R
	
	

	R3-020291
	UMTS 30.531 WG3 Work Plan and Study Items
	MCC Support Team (Editor)
	5.1
	Info
	30.531
	0.9.4

	R3-020292
	Reply to the LS Unequal Error Protection for PS conversational multimedia services
	TSG GERAN
	4
	LS in
	
	

	R3-020293
	LS on Support of Legacy GSM Transceivers (voice and data)
	TSG GERAN
	4
	LS in
	
	

	R3-020294
	Reply to Liaison Statement on Availability of IMSI and IMEI
	TSG GERAN
	4
	LS in
	
	

	R3-020295
	Liaison Statement on Handover Indication solution
	CN4
	4
	LS in
	
	

	R3-020296
	Liaison Statement on Handover Indication solution
	CN4
	4
	LS in
	
	

	R3-020297
	Liaison Statement on RANAP Indication Of Modify Support Of Link Characteristics
	CN4
	4
	LS in
	
	

	R3-020298
	Liaison Statement Response on the introduction of GERAN Iu mode
	CN4
	4
	LS in
	
	

	R3-020299
	Liaison Statement on downlink power control (DPC_Mode = 1)
	RAN WG4
	4
	LS in
	
	

	R3-020300
	Reply Liaison statement on MBMS
	SA1
	4
	LS in
	
	

	R3-020301
	Liaison Statement on " IP version interworking on the transport plane"
	SA2
	4
	LS in
	
	

	R3-020302
	Response to LS (S2-020185) on Multiple RAB Activation Issue
	SA2
	4
	LS in
	
	

	R3-020303
	Reply Liaison Statement on " Objectives of the RAN WI on MBMS"
	SA WG2
	4
	LS in
	
	

	R3-020304
	Liaison Statement on Impacts of Subscriber and Equipment Trace
	SA5
	4
	LS in
	
	

	R3-020305
	Liaison Statement on UE Positioning Enhancements for 1.28 Mcps TDD
	SA5
	4
	LS in
	
	

	R3-020306
	not used
	
	
	
	
	

	R3-020307
	Corrections and updates
	Telecom Italia; Nortel Networks
	8.1.4
	CR
	25.931
	3.5.0

	R3-020308
	Corrections and updates
	Telecom Italia; Nortel Networks
	8.1.4
	CR
	25.931
	4.2.0

	R3-020309
	Text proposal for TR R3.004
	SAMSUNG
	rb-5.9
	Ap
	R3.004
	-

	R3-020310
	Proposed updated TR R3-005
	SAMSUNG
	rb-5.10
	Ap
	-
	-

	R3-020311
	RNSAP signalling support for flexible hard split
	SAMSUNG
	rb-5.10
	CR
	25.423
	3.8.0

	R3-020312
	RNSAP signalling support for flexible hard split
	SAMSUNG
	rb-5.10
	CR
	25.423
	4.3.0

	R3-020313
	RNSAP signalling support for flexible hard split
	SAMSUNG
	rb-5.10
	CR
	25.423
	4.3.0

	R3-020314
	NBAP signalling support for flexible hard split
	SAMSUNG
	rb-5.10
	CR
	25.433
	4.3.0

	R3-020315
	Text proposal for TR R3.0xx 
	SAMSUNG
	rb-5.19
	Ap
	-
	-

	R3-020316
	Text proposal on Chap 5.3 of TR R3.005
	LG Electronics Inc.
	rb-5.10
	Ap
	R3.005
	0.4.0

	R3-020317
	Proposed handling for open issue and Text proposal on Chap 5.4 of TR R3.005
	LG Electronics Inc.
	rb-5.10
	Ap
	R3.005
	0.4.0

	R3-020318
	Text proposal on Chap 5.5 of TR R3.005
	LG Electronics Inc.
	rb-5.10
	Ap
	R3.005
	0.4.0

	R3-020319
	Text proposal on Chap 5.6 of TR R3.005
	LG Electronics Inc.
	rb-5.10
	Ap
	R3.005
	0.4.0

	R3-020320
	Question regarding SRNS Context Transfer and SRNS Data Forwarding Initiation
	Rapporteur
	Iu-2.3
	CR
	25.413
	3.8.0

	R3-020321
	Question regarding SRNS Context Transfer and SRNS Data Forwarding Initiation
	Rapporteur
	Iu-2.3
	CR
	25.413
	4.3.0

	R3-020322
	Correction to LCS Vertical Accuracy Code IE
	Nokia
	Iu-3.3
	CR
	25.413
	4.3.0

	R3-020323
	addition of the ROHC context relocation during SRNS relocation
	Nokia
	Iu-5.3
	CR
	25.413
	4.3.0

	R3-020324
	Signalling enhancements for GERAN Iu Mode LCS
	Nokia
	Iu-5.3
	CR
	25.413
	4.3.0

	R3-020325
	Updated version of TR SRNS relocation enhancement approved by email.
	Nokia
	10.4
	Ap
	-
	-

	R3-020326
	Discussion about gains of the enhanced relocation.
	Nokia
	10.4
	D
	-
	-

	R3-020327
	Add IPDL TDD parameters for LCR in RNSAP information element functional definition and contents
	CATT/CWTS
	Rb-5.7
	CR
	25.423
	4.3.0

	R3-020328
	Add IPDL parameters for LCR TDD in CELL SETUP REQUEST and CELL RECONFIGURATION REQUEST in NBAP message.
	CATT/CWTS
	Rb-5.7
	CR
	25.433
	4.3.0

	R3-020329
	TR R3.003:”UE positioning enhancement for 1.28Mcps TDD(Iub/Iur aspect)”v2.0.0
	CWTS/CATT
	Rb-5.8
	D
	-
	-

	R3-020330
	TR R3.004:” NodeB Synchronisation for 1.28Mcps TDD” v0.5.0
	CWTS/CATT
	Rb-5.9
	D
	-
	-

	R3-020331
	TR R3.004: NodeB Synchronisation for 1.28Mcps TDD
	CWTS/CATT
	Rb-5.9
	D
	R3.004
	-

	R3-020332
	Corrections to the Information Exchange Initiation procedure
	Nokia
	Rb-3.4.1.a 
	CR
	25.433
	4.3.0

	R3-020333
	Corrections to the Information Exchange Initiation procedure
	Nokia
	Rb-3.4.1.a
	CR
	25.423
	4.3.0

	R3-020334
	Correction to UE position measurements quality and threshold information
	Nokia
	Rb-3.4.1.a
	CR
	25.433
	4.3.0

	R3-020335
	Correction to UE position measurements quality and threshold information
	Nokia
	Rb-3.4.1.a
	CR
	25.423
	4.3.0

	R3-020336
	Correction to UE position measurements change and deviation limit formulas
	Nokia
	Rb-3.4.1.c
	CR
	25.433
	4.3.0

	R3-020337
	Correction to UE position measurements change and deviation limit formulas
	Nokia
	Rb-3.4.1.c
	CR
	25.423
	4.3.0

	R3-020338
	TR  25.880 Re-arrangement of Iub Transport Bearers V 0.4.0
	Nokia
	Rb- 5.4.a
	Ap
	25.880
	-

	R3-020339
	TR  25.880 Re-arrangement of Iub Transport Bearers V 0.4.1
	Nokia
	Rb- 5.4.a
	Ap
	25.880
	-

	R3-020340
	TR  25.880 Re-arrangement of Iub Transport Bearers V 0.4.2
	Nokia
	Rb- 5.4.a
	Ap
	25.880
	-

	R3-020341
	New Requirement for TR25.880 Re-arrangement of Iub Transport Bearers
	Nokia
	Rb- 5.4
	Ap
	25.880
	-

	R3-020342
	Formulation of Agreements, Specification Impact and associated Change Requests in TR 25.880
	Nokia
	Rb- 5.4.a
	Ap
	25.880
	-

	R3-020343
	Communication Control Port Re-selection
	Nokia
	Rb- 5.4.b
	CR
	25.430
	4.2.0

	R3-020344
	Re-arrangement of Iub Transport Bearers
	Nokia
	Rb- 5.4.b
	CR
	25.433
	4.3.0

	R3-020345
	Draft TR 25.877 v0.4.2: “High Speed Downlink Packet Access: Iub/Iur protocol aspects”
	Motorola
	Rb-5.3 a)
	Ap
	25.877
	0.4.2

	R3-020346
	HSDPA Additions for REL-5
	Motorola
	Rb-5.3 b)
	CR
	25.401
	4.2.0

	R3-020347
	HSDPA Additions for REL-5
	Motorola
	Rb-5.3 b)
	CR
	25.402
	4.3.0

	R3-020348
	HSDPA Additions for REL-5
	Motorola
	Rb-5.3 b)
	CR
	25.420
	4.1.0

	R3-020349
	HSDPA Additions for REL-5
	Motorola
	Rb-5.3 b)
	CR
	25.430
	4.2.0

	R3-020350
	Clarification on the DPCH frame offset
	QUALCOMM
	2.1a)
	Ap
	25.402
	3.8.0

	R3-020351
	Clarification on the DPCH frame offset
	QUALCOMM
	2.1a)
	Ap
	25.402
	4.3.0

	R3-020352
	Modification on the Object Identifier
	QUALCOMM
	4.3
	Ap
	25.453
	5.2.0

	R3-020353
	Initial DL Power Per CCTrCH
	InterDigital
	Rb 5.7.a
	CR
	25.433
	4.3.0

	R3-020354
	HSDPA: NBAP Common Procedures
	InterDigital
	Rb 5.3.b
	CR
	25.433
	4.3.0

	R3-020355
	Setting of Initial power in a new CCTrCH in TDD
	InterDigital
	Rb 5.7.c
	CR
	25.423
	4.3.0

	R3-020356
	Setting of Initial power in a new CCTrCH in TDD
	InterDigital
	Rb 2.4.2.b
	CR
	25.423
	4.3.0

	R3-020357
	Setting of Initial power in a new CCTrCH in TDD
	InterDigital
	Rb 2.4.2.b
	CR
	25.423
	3.8.0

	R3-020358
	Incorrect Physical Shared Channel TDD Procedure definition in ASN.1
	InterDigital
	Rb 2.4.3.b
	CR
	25.433
	4.3.0

	R3-020359
	Incorrect Physical Shared Channel TDD Procedure definition in ASN.1
	InterDigital
	Rb 2.4.3.b
	CR
	25.433
	3.8.0

	R3-020360
	Intersystem Change and inter-system Handover corrections
	Siemens/Motorola
	Iu-2.3
	CR
	25.413
	3.8.0

	R3-020361
	Intersystem Change and inter-system Handover corrections
	Siemens/Motorola
	Iu-2.3
	CR
	25.413
	4.3.0

	R3-020362
	Introduction of IP transport in UTRAN
	Siemens
	10.1.6
	CR
	25.410
	4.3.0

	R3-020363
	Introduction of IP transport in UTRAN
	Siemens
	10.1.6
	CR
	25.414
	4.2.0

	R3-020364
	Requirements on user plane initialisation moved to 25.415
	Ericsson
	Iu-3.3
	CR
	25.413
	4.3.0

	R3-020365
	Transport Layer Address at RAB modification
	Ericsson
	Iu-3.3
	CR
	25.413
	4.3.0

	R3-020366
	Transfer of subscriber access group member information to UTRAN
	Ericsson
	10.2.1
	CR
	25.413
	4.3.0

	R3-020367
	Transfer of shared network access information to UTRAN
	Ericsson
	10.2.1
	CR
	25.413
	4.3.0

	R3-020368
	Inclusion and extension of requirements removed from RANAP spec.
	Ericsson
	Iu-3.2
	CR
	25.415
	4.3.0

	R3-020369
	Support mode for predefined SDU sizes version 1 in REL4
	Ericsson
	Iu-3.2
	CR
	25.415
	4.3.0

	R3-020370
	AAL5 used to transport IP packet for Broadcast Domain
	NEC
	Iu
	CR
	25.414
	3.9.0

	R3-020371
	AAL5 used to transport IP packet for Broadcast Domain
	NEC
	Iu
	CR
	25.414
	4.2.0

	R3-020372
	Correction of the value Default in Category IE
	NEC
	Iu
	CR
	25.419
	3.7.0

	R3-020373
	Correction of the value Default in Category IE
	NEC
	Iu
	CR
	25.419
	4.3.0

	R3-020374
	Correction of the wording of maximum value
	NEC
	Iu
	CR
	25.419
	3.7.0

	R3-020375
	Correction of the wording of maximum value
	NEC
	Iu
	CR
	25.419
	4.3.0

	R3-020376
	Service expected from the transport layer
	NEC
	Iu
	CR
	25.419
	3.7.0

	R3-020377
	Service expected from the transport layer
	NEC
	Iu
	CR
	25.419
	4.3.0

	R3-020378
	ASN.1 take precedence if contradiction between ASN.1 and tabular
	NEC
	Iu
	CR
	25.419
	3.7.0

	R3-020379
	ASN.1 take precedence if contradiction between ASN.1 and tabular
	NEC
	Iu
	CR
	25.419
	4.3.0

	R3-020380
	Mismatch the type of some IE between 24.419 and 25.324
	NEC
	Iu
	CR
	25.419
	3.7.0

	R3-020381
	Mismatch the type of some IE between 24.419 and 25.324
	NEC
	Iu
	CR
	25.419
	4.3.0

	R3-020382
	Removal of obsolete IMSI from ASN.1
	NEC
	rb-2.4.2
	CR
	25.423
	3.8.0

	R3-020383
	Removal of criticality information for Transaction ID in the ERROR INDICATION message
	NEC
	rb-2.4.3
	CR
	25.433
	3.8.0

	R3-020384
	Removal of criticality information for Transaction ID in the ERROR INDICATION message
	NEC
	rb-2.4.3
	CR
	25.433
	4.3.0

	R3-020385
	Re-ordering of cause values
	NEC
	rb-3.4.2
	CR
	25.423
	4.3.0

	R3-020386
	Re-allocation of identifier for “id-FPACH-LCR-InformationList-AuditRsp”
	NEC
	rb-3.4.3
	CR
	25.433
	4.3.0

	R3-020387
	Power Balancing Activation with Radio Link Setup and Radio Link Addition procedures in RNSAP
	NEC
	rb5.7 a)
	CR
	25.423
	4.3.0

	R3-020388
	Power Balancing Activation with Radio Link Setup and Radio Link Addition procedures in NBAP
	NEC
	rb5.7 a)
	CR
	25.433
	4.3.0

	R3-020389
	Power Balancing Restart with Radio Link Reconfiguration procedure in RNSAP
	NEC
	rb5.7 a)
	CR
	25.423
	4.3.0

	R3-020390
	Power Balancing Restart with Radio Link Reconfiguration procedure in NBAP
	NEC
	rb5.7 a)
	CR
	25.433
	4.3.0

	R3-020391
	Introduction of cell capability container over Iur
	Ericsson, NEC
	rb5.6 b)
	CR
	25.423
	4.3.0

	R3-020392
	Introduction of Qth signalling in UTRAN
	Fujitsu, NEC
	rb5.15
	CR
	25.423
	4.3.0

	R3-020393
	Introduction of Qth signalling in UTRAN
	Fujitsu, NEC
	rb5.15
	CR
	25.433
	4.3.0

	R3-020394
	Introduction of Qth signalling in UTRAN
	NEC
	rb5.15
	CR
	25.433
	4.3.0

	R3-020395
	Introduction of the IP Transport option into RNSAP
	Ericsson
	10.1.6
	CR
	25.423
	4.3.0

	R3-020396
	Introduction of the IP Transport option into NBAP
	Ericsson
	10.1.6
	CR
	25.433
	4.3.0

	R3-020397
	Introduction of the IP Transport option on Iub
	Ericsson
	10.1.6
	CR
	25.430
	4.2.0

	R3-020398
	TR R3.002 on Iur common transport channel Efficiency optimization V 0.3.1
	Ericsson
	Rb-5.5
	R
	R3.002
	-

	R3-020399
	Rapporteur’s proposal for TR R3.002 on Iur common transport channel Efficiency optimization
	Ericsson
	Rb-5.5
	D
	-
	-

	R3-020400
	Iur Common Transport Channel Efficiency Optimisation
	Ericsson
	Rb-5.5
	CR
	25.423
	4.3.0

	R3-020401
	UE capability
	Ericsson
	Rb-5.7
	CR
	25.423
	4.3.0

	R3-020402
	TR 25.878 v.0.3.1 on rl timing adjustment
	Ericsson
	Rb-5.1
	TR
	25.878
	-

	R3-020403
	TR 25.879 0.4.0
	Ericsson
	Rb-5.2
	TR
	25.879
	-

	R3-020404
	TR25.884 v.0.2.1 on iur neighbouring cell info reporting efficiency optimisation
	Ericsson
	Rb-5.6
	TR
	25.884
	-

	R3-020405
	TR 25.883 v0.2.0 direct bearers
	Ericsson
	10.5
	TR
	25.883
	-

	R3-020406
	Proposed handling for open issues/ffs
	Ericsson
	10.5
	D
	-
	-

	R3-020407
	SI: Direct transport bearers between SRNC and Node-B, proposed contents for TR chapter8   (“expected specification impact”)
	Ericsson
	10.5
	D
	-
	-

	R3-020408
	RNSAP Reset procedure
	Ericsson
	Rb-5.7.2
	CR
	25.423
	4.3.0

	R3-020409
	Introduction separate max PDSCH power limitation
	Ericsson
	Rb-5.7.4
	CR
	25.433
	4.3.0

	R3-020410
	Clarification to measurement unit at Higher Layer Filtering.
	Ericsson
	Rb-2.4.1
	CR
	25.433
	3.8.0

	R3-020411
	Clarification to measurement unit at Higher Layer Filtering.
	Ericsson
	Rb-2.4.1
	CR
	25.423
	3.8.0

	R3-020412
	Clarification to measurement unit at Higher Layer Filtering.
	Ericsson
	Rb-2.4.1
	CR
	25.433
	4.3.0

	R3-020413
	Clarification to measurement unit at Higher Layer Filtering.
	Ericsson
	Rb-2.4.1
	CR
	25.423
	4.3.0

	R3-020414
	Clarification to the Allowed Rate Information in RL Setup/Addition/Reconfiguration response and RL Reconfiguration Ready messages.
	Ericsson
	Rb-3.4.2
	CR
	25.423
	4.3.0

	R3-020415
	Alignment of 25.424 to 25.426
	Ericsson
	8.1.3
	CR
	25.424
	3.7.0

	R3-020416
	Alignment of 25.424 to 25.426
	Ericsson
	8.1.3
	CR
	25.424
	4.1.0

	R3-020417
	Alignment of 25.434 to 25.426
	Ericsson
	8.1.3
	CR
	25.434
	3.6.0

	R3-020418
	Alignment of 25.434 to 25.426
	Ericsson
	8.1.3
	CR
	25.434
	4.2.0

	R3-020419
	Correction to transport bearers release initiation
	Ericsson
	8.1.3
	CR
	25.426
	3.7.0

	R3-020420
	Correction to transport bearers release initiation
	Ericsson
	8.1.3
	CR
	25.426
	4.1.0

	R3-020421
	Correction to transport bearers release initiation
	Ericsson
	8.1.3
	CR
	25.434
	3.6.0

	R3-020422
	Correction to transport bearers release initiation
	Ericsson
	8.1.3
	CR
	25.434
	4.2.0

	R3-020423
	Correction to transport bearers release initiation
	Ericsson
	8.1.3
	CR
	25.424
	3.7.0

	R3-020424
	Correction to transport bearers release initiation
	Ericsson
	8.1.3
	CR
	25.424
	4.1.0

	R3-020425
	Alignment of 25.434 to 25.426 and Correction to transport bearers release initiation
	Ericsson
	8.1.3
	CR
	25.434
	3.6.0

	R3-020426
	Alignment of 25.434 to 25.426 and Correction to transport bearers release initiation
	Ericsson
	8.1.3
	CR
	25.434
	4.2.0

	R3-020427
	Alignment of 25.424 to 25.426 and Correction to transport bearers release initiation
	Ericsson
	8.1.3
	CR
	25.424
	3.7.0

	R3-020428
	Alignment of 25.424 to 25.426 and Correction to transport bearers release initiation
	Ericsson
	8.1.3
	CR
	25.424
	4.1.0

	R3-020429
	Rapporteur’s e-mail discussion report: Cell relation parameters and Operator cell tag
	Ericsson
	Rb-5.7
	D
	-
	-

	R3-020430
	Rapporteur’s e-mail discussion report: “Shared NW solution selection”
	Ericsson
	10.2.1
	D
	-
	-

	R3-020431
	Rapporteur’s e-mail discussion report: Direct Bearers
	Ericsson
	10.3
	D
	-
	-

	R3-020432
	Modification of the T_utran-gps length
	Ericsson
	Rb-3.4.1
	CR
	25.423
	4.3.0

	R3-020433
	Modification of the T_utran-gps length
	Ericsson
	Rb-3.4.1
	CR
	25.433
	4.3.0

	R3-020434
	Separation of Resource Reservation and Radio Link Activation
	Ericsson
	Rb-5.2
	CR
	25.433
	4.3.0

	R3-020435
	Separation of Resource Reservation and Radio Link Activation
	Ericsson
	Rb-5.2
	CR
	25.423
	4.3.0

	R3-020436
	Introduction of RL Timing Adjustment support
	Ericsson
	Rb-5.1
	CR
	25.433
	4.3.0

	R3-020437
	Introduction of RL Timing Adjustment support
	Ericsson
	Rb-5.1
	CR
	25.423
	4.3.0

	R3-020438
	Proposal for RAN3 study areas section of TR 25.884
	NEC
	Rb-5.6
	D
	25.884
	-

	R3-020439
	Introduction of the Access Control Function: SAG
	Ericsson
	10.2.1
	CR
	25.401
	5.1.0

	R3-020440
	Introduction of the Access Control Function: SNA
	Ericsson
	10.2.1
	CR
	25.401
	5.1.0

	R3-020441
	Introduction of subscriber access group access information support
	Ericsson
	10.2.1
	CR
	25.423
	4.3.0

	R3-020442
	Introduction of Shared Network Area information support
	Ericsson
	10.2.1
	CR
	25.423
	4.3.0

	R3-020443
	Correction of the Limited Power Increase in Synchronised Radio Link Reconfiguration Preparation
	Ericsson
	Rb-2.4.3
	CR
	25.433
	3.8.0

	R3-020444
	Correction of the Limited Power Increase in Synchronised Radio Link Reconfiguration Preparation
	Ericsson
	Rb-2.4.3
	CR
	25.433
	4.3.0

	R3-020445
	Amendment of the COMMON MEASUREMENT INITIATION REQUEST message
	Siemens
	rb-3.4.1c)
	CR
	25.423
	4.3.0

	R3-020446
	Amendment of the COMMON MEASUREMENT INITIATION REQUEST message
	Siemens
	rb-3.4.1c)
	CR
	25.433
	4.3.0

	R3-020447
	Introduction of the Neighbouring TDD Cell Measurement Information LCR
	Siemens
	rb-5.8c)
	CR
	25.423
	4.3.0

	R3-020448
	Introduction of the Neighbouring TDD Cell Measurement Information LCR
	Siemens
	rb-5.8c)
	CR
	25.433
	4.3.0

	R3-020449
	Signalling extension for 1.28Mcps TDD NodeB synch
	Siemens
	rb-5.9a)
	D
	R3.004
	0.4.1

	R3-020450
	Improved definitions for 1.28Mcps TDD Node B synch
	Siemens
	rb-5.9a)
	D
	R3.004
	0.4.1

	R3-020451
	Node B synchronisation for 1.28Mcps TDD
	Siemens, CATT
	rb-5.9b)
	CR
	25.402
	4.3.0

	R3-020452
	Node B synchronisation for 1.28Mcps TDD
	Siemens
	rb-5.9b)
	CR
	25.433
	4.3.0

	R3-020453
	ASN.1 and tabular amendments for LCR TDD
	Siemens
	rb-3.4.3b)
	CR
	25.433
	4.3.0

	R3-020454
	Uplink SIR Target in RL Setup Response TDD
	Siemens
	rb-5.7a)
	CR
	25.423
	4.3.0

	R3-020455
	Midamble shift LCR in the PHYSICAL SAHRED SCHANNEL RECONFIGURATION REQUEST [TDD] message
	Siemens
	rb-3.4.3b)
	CR
	25.433
	4.3.0

	R3-020456
	Transport Bearer Rearrangement using RL Reconfiguration
	Siemens
	rb-5.4b)
	CR
	25.433
	4.3.0

	R3-020457
	Transport Bearer Rearrangement using RL Reconfiguration
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	NNSF Functional Description
	Vodafone
	Iu-4.1.a
	CR
	25.413 
	4.3.0

	R3-020631
	addition of the ROHC context relocation during SRNS relocation
	Nokia
	Iu-5.3.a
	CR
	25.413  
	4.3.0

	R3-020632
	Signalling enhancements for GERAN Iu Mode LCS
	Nokia
	Iu-5.3.b
	CR
	25.413  
	4.3.0

	R3-020633
	Rate Control Correction
	Nortel, Ericsson
	Iu-2.2
	CR
	25.415 
	3.9.0

	R3-020634
	Alignment of definition of Guaranteed Bitrate with 25.415
	Ericsson
	0
	CR
	25.413
	3.8.0

	R3-020635
	Alignment of definition of Guaranteed Bitrate with 25.415
	Ericsson
	0
	CR
	25.413
	4.3.0

	R3-020636
	Criticality Information Decoding Failure Handling
	Motorola
	PI 7.3
	CR
	25.413 
	3.8.0

	R3-020637
	Criticality Information Decoding Failure Handling
	Motorola
	PI 7.3
	CR
	25.413 
	4.3.0

	R3-020638
	Title:Criticality Information Decoding Failure Handling
	Motorola
	0
	CR
	25.423
	

	R3-020641
	RNSAP signalling support for flexible hard split
	Samsung
	0
	CR
	25.423
	3.8.0

	R3-020642
	RNSAP signalling support for flexible hard split
	Samsung
	0
	CR
	25.423
	4.3.0

	R3-020643
	Correction to physical channels which SCTD can be applied (Iub)
	IPWireless
	0
	CR
	25.433
	3.8.0

	R3-020644
	Correction to physical channels which SCTD can be applied (Iub)
	IPWireless
	0
	CR
	25.433
	4.3.0

	R3-020645
	Correction to physical channels which SCTD can be applied (Iur)
	IPWireless
	0
	CR
	25.423
	3.8.0

	R3-020646
	Correction to physical channels which SCTD can be applied (Iur)
	IPWireless
	0
	CR
	25.423
	4.3.0

	R3-020647
	Removing of channel coding option "no coding" for FDD and 3.84Mcps TDD
	Siemens
	0
	CR
	25.423
	3.8.0

	R3-020648
	Removing of channel coding option "no coding" for FDD & 3.84Mcps TDD RNSAP R4
	Siemens
	0
	CR
	25.423
	4.3.0

	R3-020649
	Removing of channel coding option "no coding" for FDD & 3.84Mcps TDD NBAP R99
	Siemens
	0
	CR
	25.433
	3.8.0

	R3-020650
	Removing of channel coding option "no coding" for FDD & 3.84Mcps TDD NBAP R4
	Siemens
	0
	CR
	25.433
	4.3.0

	R3-020651
	Removal of obsolete IMSI from ASN.1
	NEC
	0
	CR
	25.423
	3.8.0

	R3-020652
	Setting of Initial power in a new CCTrCH in TDD
	InterDigital
	0
	CR
	25.423
	3.8.0

	R3-020653
	Setting of Initial power in a new CCTrCH in TDD
	InterDigital
	0
	CR
	25.423
	4.3.0

	R3-020654
	Removal of criticality information for Transaction ID in the ERROR INDICATION message
	NEC
	0
	CR
	25.433
	3.8.0

	R3-020655
	Removal of redundant constant values from TDD CELL RECONFIGURATION REQUEST message
	IPWireless
	0
	CR
	25.433
	3.8.0

	R3-020656
	Removal of redundant constant values from TDD CELL RECONFIGURATION REQUEST message
	IPWireless
	0
	CR
	25.433
	4.3.0

	R3-020657
	Corrections to the Information Exchange Initiation procedure
	Nokia
	0
	CR
	25.433
	4.3.0

	R3-020658
	Corrections to the Information Exchange Initiation procedure
	Nokia
	0
	CR
	25.423
	4.3.0

	R3-020659
	Signaling support for improvement of inter-RAT measurements for 1.28Mcps TDD
	Samsung
	0
	D
	
	

	R3-020660
	Correction to UE position measurements change and deviation limit formulas
	Nokia
	0
	CR
	25.433
	4.3.0

	R3-020661
	Correction to UE position measurements change and deviation limit formulas
	Nokia
	0
	CR
	25.423
	4.3.0

	R3-020662
	Update to R3-020316: Text proposal on Chap 5.3 of TR R3.005
	LG Electronics Inc.
	0
	Ap
	R3.005
	0.4.0

	R3-020663
	Update to R3-020318: Text proposal on Chap 5.5 of TR R3.005
	LG Electronics Inc.
	0
	Ap
	R3.005
	0.4.0

	R3-020664
	The correction on duplicated allocatioin of protocolIE-ID
	LG Electronics Inc.
	0
	CR
	25.423
	4.3.0

	R3-020665
	Discussion paper on handover relocation
	Vodafone
	0
	D
	
	

	R3-020666
	Use of Handover/Relocation procedures to transfer cell load information between GERAN and UTRAN.
	Vodafone
	
	Ap
	
	

	R3-020667
	Inter-Node B serving HS-DSCH cell change at handover
	Nortel
	0
	D
	25.877
	0.4.1

	R3-020668
	New UE identifier for MAC-c/sh multiplexing for DSCH
	Nortel
	0
	CR
	25.423
	3.8.0

	R3-020669
	New UE identifier for MAC-c/sh multiplexing for DSCH
	Nortel
	0
	CR
	25.423
	4.3.0

	R3-020670
	Correction to UE position measurements quality and threshold information
	Nokia
	0
	CR
	25.433
	4.3.0

	R3-020671
	Correction to UE position measurements quality and threshold information
	Nokia
	0
	CR
	25.423
	4.3.0

	R3-020672
	Description of causes of DRNS congestion
	Motorola
	0
	CR
	25.935
	4.0.0

	R3-020673
	Modification on the Object Identifier
	Qualcomm
	0
	CR
	25.453
	5.2.0

	R3-020674
	TR 25.878 v.0.4.0 on rl timing adjustment
	Ericsson
	0
	TR
	25.878
	

	R3-020675
	TR 25.878 v.0.4.1 on rl timing adjustment
	Ericsson
	0
	TR
	25.878
	0.4.1

	R3-020676
	Enhanced DSCH and syntax error ASN.1 correction
	Ericsson
	0
	CR
	25.423
	4.3.0

	R3-020677
	HI Transmission from Multiple Cells
	Samsung
	0
	D
	
	

	R3-020678
	Timing offset of HS-SCCH
	Samsung
	0
	D
	25.877
	

	R3-020679
	Allocation of IP addresses at relocation
	Ericsson
	0
	D
	
	

	R3-020680
	Handling of TRs for REL-5
	Ericsson
	0
	Info
	
	

	R3-020681
	ASN.1 and tabular amendments for LCR TDD
	Siemens
	0
	CR
	25.433
	4.3.0

	R3-020682
	Update to R3-020449: Signalling extension for 1.28 Mcps TDD Node B synch
	Siemens
	0
	D
	R3.004
	

	R3-020683
	Update to R3-020450: Improved definitions for 1.28 Mcps TDD Node B synch
	Siemens
	0
	D
	R3.004
	

	R3-020684
	Update to R3-020452: Node B synchronisation for 1.28Mcps TDD
	Siemens
	0
	CR
	25.433
	4.3.0

	R3-020685
	TR 25.877 v0.5.0: High Speed Downlink Packet Access: Iub/Iur protocol aspects
	Motorola
	0
	Ap
	25.877
	

	R3-020686
	Criticality Information Decoding Failure Handling
	Motorola
	0
	CR
	25.423
	4.3.0

	R3-020687
	Criticality Information Decoding Failure Handling
	Motorola
	0
	CR
	25.433
	3.8.0

	R3-020688
	Criticality Information Decoding Failure Handling
	Motorola
	0
	CR
	25.433
	4.3.0

	R3-020689
	Criticality Information Decoding Failure Handling
	Motorola
	0
	CR
	25.419
	3.7.0

	R3-020690
	Criticality Information Decoding Failure Handling
	Motorola
	0
	CR
	25.419
	4.3.0

	R3-020691
	Criticality Information Decoding Failure Handling
	Motorola
	0
	CR
	25.453
	5.2.0

	R3-020693
	Correction to LCS Vertical Accuracy Code IE
	Nokia
	Iu-3.3.a
	CR
	25.413  
	4.3.0

	R3-020694
	DRAFT Reply to LS “Restoration of R’96 Any Time Interrogation functionality”
	Iu SWG / Vodafone
	6
	LS out
	
	

	R3-020695
	Inclusion of Last Know Service Area IE group into LOCATION REPORT
	Nokia, Vodafone
	0
	CR
	25.413
	3.8.0

	R3-020696
	Inclusion of Last Know Service Area IE group into LOCATION REPORT
	Nokia, Vodafone
	0
	CR
	25.413
	4.3.0

	R3-020697
	Inclusion of Last Know Service Area IE group into LOCATION REPORT
	Nokia
	0
	CR
	25.413
	4.3.0

	R3-020698
	Iu-Flex: Version 1.1.1
	Vodafone
	0
	Ap
	
	

	R3-020699
	TR 25.875 Status Report for Presentation to RAN Plenary #15
	Vodafone
	Iu-4.1.b
	Ap
	
	

	R3-020700
	Implementation of Handover/Relocation Solution for Inter-RAN Load Information Exchange between RAN and GERAN for Rel’5
	Vodafone
	Iu-5.3.b
	CR
	25.413
	4.3.0

	R3-020701
	addition of the ROHC context relocation during SRNS relocation
	Nokia
	Iu-5.3.a
	CR
	25.413  
	4.3.0

	R3-020702
	LS on Maximum UL initiating SCCP message length on Iu
	Ericsson
	Iu-6
	LS out
	
	

	R3-020703
	Handling of Global RNC-ID in Reset and Reset resource
	Nortel
	Iu-2.3.a
	CR
	25.413 
	4.3.0

	R3-020704
	Handling of Global RNC-ID in Reset and Reset resource
	Nortel
	Iu-2.3.a
	CR
	25.413 
	3.8.0

	R3-020705
	RABs concerned by contexts transfer
	Nortel
	0
	CR
	25.413
	3.8.0

	R3-020706
	Improvement of inter-frequency and inter-system measurements
	Samsung
	0
	Ap
	R3.006
	

	R3-020707
	Transport Bearer replacement for the USCH
	Siemens
	0
	CR
	25.425
	3.6.0

	R3-020708
	Transport Bearer replacement for the USCH
	Siemens
	0
	CR
	25.425
	4.2.0

	R3-020709
	Transport Bearer replacement for the USCH
	Siemens
	0
	CR
	25.435
	3.9.0

	R3-020710
	Transport Bearer replacement for the USCH
	Siemens
	0
	CR
	25.435
	4.3.0

	R3-020711
	HSDPA: NBAP Common Procedures
	InterDigital
	0
	CR
	25.433
	

	R3-020712
	Update to R3-020462: HSDPA: RL related signalling for TDD NBAP
	Siemens
	0
	CR
	25.433
	4.3.0

	R3-020713
	Update to R3-020463: HSDPA: RL related signalling for TDD RNSAP
	Siemens, Nortel
	0
	CR
	25.423
	4.3.0

	R3-020714
	Update to R3-020346: HSDPA Additions for REL-5
	Motorola
	0
	CR
	25.401
	4.2.0

	R3-020715
	HSDPA Additions for REL-5
	Motorola
	0
	CR
	25.420
	4.1.0

	R3-020716
	Update to R3-020349: HSDPA Additions for REL-5
	Motorola
	0
	CR
	25.430
	4.2.0

	R3-020717
	HSDPA open issues for joint R2/R3 meeting
	Nokia
	0
	D
	
	

	R3-020718
	Update to R3-020663: Text proposal on Chap 5.5 of TR R3.005
	LG Electronics Inc.
	0
	Ap
	R3.005
	

	R3-020719
	Update to R3-020662: Text proposal on Chap 5.3 of TR R3.005
	LG Electronics Inc.
	0
	Ap
	R3.005
	

	R3-020720
	Update to R3-020541: DCH FP changes for TFCI power control in DSCH hard split mode
	LG Electronics Inc.
	0
	CR
	25.427
	4.3.0

	R3-020721
	Update to R3-020540: RNSAP changes for TFCI power control in DSCH hard split mode
	LG Electronics Inc.
	0
	CR
	25.423
	4.3.0

	R3-020722
	Further consideration on TFCI power control in hard split mode
	LG Electronics Inc.
	0
	D
	
	

	R3-020723
	Response to RAN3 for LS on TFCI power control in hard split mode
	LG Electronics Inc.
	0
	LS in
	
	

	R3-020724
	LS on definition of Qth parameter for SSDT
	RAN1
	0
	LS in
	
	

	R3-020725
	New Measurement Type in Common Measurements
	Nokia
	0
	CR
	25.423
	4.3.0

	R3-020726
	Common Measurement reporting & Information Exchange enhancement
	Nokia
	0
	CR
	25.423
	4.3.0

	R3-020727
	Introduction of Qth signalling in UTRAN
	Fujitsu, NEC
	0
	CR
	25.423
	4.3.0

	R3-020728
	Introduction of Qth signalling in UTRAN
	Fujitsu, NEC
	0
	CR
	25.433
	4.3.0

	R3-020729
	RABs concerned by contexts transfer
	Nortel
	0
	CR
	25.413
	4.3.0

	R3-020730
	Rate Control Correction
	Nortel
	Iu-2.2
	CR
	25.415 
	3.9.0

	R3-020731
	Inclusion of "Age of Location IE into LOCATION REPORT"
	Vodafone
	Iu-2.3.a
	CR
	25.413 
	3.8.0

	R3-020732
	Inclusion of "Age of Location IE into LOCATION REPORT"
	Vodafone
	Iu-2.3.a
	CR
	25.413 
	4.3.0

	R3-020733
	Inclusion of "Age of Location IE into LOCATION REPORT"
	Vodafone
	Iu-2.3.a
	CR
	25.413 
	4.3.0

	R3-020734
	Reply to LS Restoration of R’96 Any Time Interrogation functionality
	Vodafone
	0
	LS out
	
	

	R3-020735
	addition of the ROHC context relocation during SRNS relocation
	Nokia
	Iu-5.3.a
	CR
	25.413  
	4.3.0

	R3-020736
	Transport Layer Address at RAB modification
	Ericsson
	Iu-5.3
	CR
	25.413
	4.3.0

	R3-020737
	Implementation of Handover/Relocation Solution for Inter-RAN Load Information Exchange between RAN and GERAN for Rel’5
	Vodafone
	Iu-5.3.b
	CR
	25.413
	4.3.0

	R3-020738
	Iu SWG chairman
	Iu SWG Chairman
	0
	R
	
	

	R3-020739
	Re-arrangement of Iub Transport Bearers
	Nokia
	0
	CR
	25.433
	4.3.0

	R3-020740
	TR R3.002 on Iur common transport channel Efficiency optimization V 0.4.0
	Ericsson
	0
	Ap
	R3.002
	0.4.0

	R3-020741
	TR R3.002 on Iur common transport channel Efficiency optimization V 0.4.1
	Ericsson
	0
	Ap
	R3.002
	0.4.1

	R3-020742
	Iur Common Transport Channel Efficiency Optimisation
	Ericsson
	0
	CR
	25.423
	4.3.0

	R3-020743
	TR25.884 v.0.3.0 on iur neighbouring cell info reporting efficiency optimisation
	Ericsson
	0
	Ap
	25.884
	0.3.0

	R3-020744
	TR25.884 v.0.3.1 on iur neighbouring cell info reporting efficiency optimisation
	Ericsson
	0
	Ap
	25.884
	0.3.1

	R3-020745
	Response Liaison Statement on Trace and Availability of IMSI and IMEI
	CN4
	0
	LS in
	
	

	R3-020746
	Reply to LS on support of flexible signaling approach for Node B synchronization for 1.28 Mcps TDD
	RAN1
	0
	LS in
	
	

	R3-020747
	Introduction of cell capability container over Iur
	Ericsson, NEC
	0
	CR
	25.423
	4.3.0

	R3-020748
	Uplink SIR Target in RL Setup Response TDD
	Siemens
	0
	CR
	25.423
	4.3.0

	R3-020749
	Power Balancing Activation with Radio Link Setup and Radio Link Addition procedures in RNSAP
	NEC
	0
	CR
	25.423
	4.3.0

	R3-020750
	Power Balancing Activation with Radio Link Setup and Radio Link Addition procedures in NBAP
	NEC
	0
	CR
	25.433
	4.3.0

	R3-020751
	Power Balancing Restart with Radio Link Reconfiguration procedure in RNSAP
	NEC
	0
	CR
	25.423
	4.3.0

	R3-020752
	Power Balancing Restart with Radio Link Reconfiguration procedure in NBAP
	NEC
	0
	CR
	25.433
	4.3.0

	R3-020753
	HSDPA technical report v051
	Motorola
	0
	Ap
	
	

	R3-020754
	Introduction of cell relation parameter
	Ericsson
	0
	CR
	25.423
	4.3.0

	R3-020755
	New Measurement Type in Common Measurements
	Nokia
	0
	CR
	25.423
	4.3.0

	R3-020757
	Traffic class signalling for USCH
	Siemens
	0
	CR
	25.423
	4.3.0

	R3-020758
	Separation of Resource Reservation and Radio Link Activation
	Ericsson
	0
	CR
	25.433
	4.3.0

	R3-020759
	Separation of Resource Reservation and Radio Link Activation
	Ericsson
	0
	CR
	25.423
	4.3.0

	R3-020760
	TR 25.879 v041
	Ericsson
	0
	Ap
	25.879
	0.4.1

	R3-020761
	Add IPDL TDD parameters for LCR in RNSAP information element functional definition and contents
	CATT/CWTS
	0
	CR
	25.423
	4.3.0

	R3-020762
	Introduction of ellipses for IPDL parameters
	CATT/CWTS
	0
	CR
	25.423
	4.3.0

	R3-020763
	Add IPDL parameters for LCR TDD in CELL SETUP REQUEST and CELL RECONFIGURATION REQUEST in NBAP message.
	CATT/CWTS
	0
	CR
	25.433
	4.3.0

	R3-020764
	Introduction of the Neighbouring TDD Cell Measurement Information LCR
	Siemens
	0
	CR
	25.423
	4.3.0

	R3-020765
	Introduction of the Neighbouring TDD Cell Measurement Information LCR
	Siemens
	0
	CR
	25.433
	4.3.0

	R3-020766
	Introduction of Angle of Arrival enhanced positioning for 1.28Mcps TDD in RNSAP
	Siemens
	0
	CR
	25.423
	4.3.0

	R3-020767
	Introduction of Angle of Arrival enhanced positioning for 1.28Mcps TDD in NBAP
	Siemens
	0
	CR
	25.433
	4.3.0

	R3-020768
	Load Value Extension
	Nokia
	0
	CR
	25.423
	4.3.0

	R3-020769
	TR 25.880 v050
	Nokia
	0
	Ap
	
	

	R3-020770
	TR 25.880 v051
	Nokia
	0
	Ap
	25.880
	

	R3-020771
	LS on answers on HSDPA open issues from RAN WG3
	RAN1
	0
	LS in
	
	

	R3-020772
	Update to R3-020562: Tower Top Equipment Interface
	Lucent
	0
	D
	
	

	R3-020773
	RNSAP signalling support for flexible hard split
	Samsung
	0
	CR
	25.423
	3.8.0

	R3-020774
	RNSAP signalling support for flexible hard split
	Samsung
	0
	CR
	25.423
	4.3.0

	R3-020775
	RNSAP Signalling support for flexible hard split
	Samsung
	0
	CR
	25.423
	4.3.0

	R3-020776
	Modification of the T_utran-gps length
	Ericsson
	0
	CR
	25.423
	4.3.0

	R3-020777
	Modification of the T_utran-gps length
	Ericsson
	0
	CR
	25.433
	4.3.0

	R3-020778
	NBAP Signalling support for flexible hard split
	Samsung
	0
	CR
	25.433
	4.3.0

	R3-020779
	TR R3.005 v0.4.0
	Samsung
	0
	Ap
	R3.005
	

	R3-020780
	DCH FP changes for TFCI power control in DSCH hard split mode
	LG Electronics Inc.
	0
	CR
	25.427
	4.3.0

	R3-020781
	RNSAP changes for TFCI power control in DSCH hard split mode
	LG Electronics Inc.
	0
	CR
	25.423
	4.3.0

	R3-020782
	NBAP changes for TFCI power control in DSCH hard split mode
	LG Electronics Inc.
	0
	CR
	25.433
	4.3.0

	R3-020783
	TR (25.933) IP transport in UTRAN v1.6.2
	Alcatel
	0
	Ap
	25.933
	

	R3-020784
	Status report for IP transport in UTRAN
	Alcatel
	0
	
	
	

	R3-020785
	Introduction of Qth signalling in UTRAN
	Fujitsu, NEC
	0
	CR
	25.423
	4.3.0

	R3-020786
	Introduction of Qth signalling in UTRAN
	Fujitsu, NEC
	0
	CR
	25.433
	4.3.0

	R3-020787
	Update to R3-020775: RNSAP Signalling support for flexible hard split
	Samsung
	0
	CR
	25.423
	4.3.0

	R3-020788
	TR R3.005 v050
	Samsung
	0
	Ap
	R3.005
	

	R3-020789
	RNSAP changes for TFCI power control in DSCH hard split mode
	LG Electronics Inc.
	0
	CR
	25.423
	4.3.0

	R3-020790
	LS on Priority Service Feasibility Study TR - draft
	SA1
	0
	LS in
	
	

	R3-020791
	Response LS on Shared network scenarios considered by TSG-RAN3
	SA2
	0
	LS in
	
	

	R3-020792
	HSDPA NBAP Common Procedure Modifications
	InteDigital
	0
	CR
	25.433
	4.3.0

	R3-020793
	HSDPA: RL related signalling for TDD RNSAP
	Nortel
	0
	CR
	25.423
	4.3.0

	R3-020794
	HSDPA Frame Protocol
	Nokia
	0
	CR
	25.425
	4.2.0

	R3-020795
	HSDPA Additions for REL-5
	Motorola
	0
	CR
	25.401
	4.2.0

	R3-020796
	HSDPA Additions for REL-5
	Motorola
	0
	CR
	25.430
	4.2.0

	R3-020797
	TR 25.880 v1.0.0
	Nokia
	0
	Ap
	25.880
	

	R3-020798
	Status report of WI “Enhancement on DSCH hard split mode"
	Samsung
	0
	Ap
	R3.005
	

	R3-020799
	Support of MAC-hs Reset Indicator
	Siemens
	0
	CR
	25.433
	4.3.0

	R3-020800
	Support of MAC-hs Reset Indicator
	Siemens
	0
	CR
	25.423
	4.3.0

	R3-020801
	Update to R3-020757: Traffic class signalling for USCH
	Siemens
	0
	CR
	25.423
	4.3.0

	R3-020802
	Radio link timing adjustment (TR25.878) Status report
	Ericsson
	0
	Ap
	25.878
	

	R3-020803
	Status report for the WI ‘Iur Neighbouring Cell Info Reporting Efficiency Optimisation’ TR25.884
	Ericsson
	0
	Ap
	25.884
	

	R3-020804
	New UE identifier for MAC-c/sh multiplexing for DSCH
	Nortel
	0
	CR
	25.423
	3.8.0

	R3-020805
	New UE identifier for MAC-c/sh multiplexing for DSCH
	Nortel
	0
	CR
	25.423
	4.3.0

	R3-020806
	Introduction of ellipses for IPDL parameters
	CATT/CWTS
	0
	CR
	25.423
	4.3.0

	R3-020807
	Introduction of IP transport option in UTRAN
	Iu SWG
	0
	CR
	25.410
	4.3.0

	R3-020808
	Introduction of IP transport option in UTRAN
	Siemens
	0
	CR
	25.414
	4.2.0

	R3-020811
	Separation of Resource Reservation and Radio Link Activation
	Ericsson
	0
	CR
	25.433
	4.3.0

	R3-020812
	Separation of Resource Reservation and Radio Link Activation
	Ericsson
	0
	CR
	25.423
	4.3.0

	R3-020813
	TR 25.879 v1.0.0
	Ercisson
	0
	Ap
	25.879
	

	R3-020814
	TR 25.879 v2.0.0
	Ericsson
	0
	Ap
	25.879
	

	R3-020815
	TR R3.002 v1.0.0
	Ericsson
	0
	Ap
	R3.002
	

	R3-020816
	Status Report: Iur Common Transport Channel Efficiency Optimisation
	Ericsson
	0
	Ap
	R3.002
	

	R3-020817
	TR 25.884 v1.0.0
	Ericsson
	0
	Ap
	25.884
	

	R3-020818
	TR 25.884 v2.0.0
	Ericsson
	0
	Ap
	25.884
	

	R3-020819
	New Measurement Type in Common Measurements
	Nokia
	0
	CR
	25.423
	4.3.0

	R3-020820
	RNSAP Signalling support for flexible hard split
	Samsung
	0
	CR
	25.423
	4.3.0

	R3-020821
	R3.003 v1.1.0: UE positioning enhancements for 1.28 Mcps TDD (Iub/Iur aspects) TR R3.003 v1.1.0
	CATT/CWTS
	0
	Ap
	R3.003
	

	R3-020822
	Introduction of IP transport to UTRAN
	Motorola
	0
	CR
	25.420
	4.1.0

	R3-020823
	Introduction of IP transport in UTRAN
	Motorola
	0
	CR
	25.422
	4.1.0

	R3-020824
	Introduction of IP transport in UTRAN
	Motorola
	0
	CR
	25.424
	4.1.0

	R3-020825
	HSDPA: RL related signalling for TDD NBAP
	Siemens
	0
	CR
	25.433
	4.3.0

	R3-020826
	This was not submitted.
	Samsung
	0
	
	
	

	R3-020827
	This was not submitted.
	Samsung
	0
	
	
	

	R3-020828
	Traffic class signalling for USCH
	Siemens
	0
	CR
	25.423
	4.3.0

	R3-020829
	Enhancement on the DSCH hard split mode (Iur/Iub aspects) TR R3.005 v1.0.0
	Samsung
	0
	Ap
	R3.005
	

	R3-020830
	Status Report: Re-arrangement of Iub Transport Bearers (TR 25.880)
	Nokia
	0
	Ap
	25.880
	

	R3-020831
	Status Report: High Speed Downlink Packet Access (HSDPA) – Iub/Iur Protocol Aspects TR25.887
	Motorola
	0
	Ap
	25.877
	

	R3-020832
	Removal of redundant constant values from TDD CELL RECONFIGURATION REQUEST message
	IPWireless
	0
	CR
	25.433
	3.8.0

	R3-020833
	Removal of redundant constant values from TDD CELL
	IPWireless
	0
	CR
	25.433
	4.3.0

	R3-020834
	Transport Bearer replacement for the USCH
	Siemens
	0
	CR
	25.435
	3.9.0

	R3-020835
	Transport Bearer replacement for the USCH
	Siemens
	0
	CR
	25.435
	4.2.0

	R3-020836
	Introduction of IP transport option in UTRAN
	Nokia
	0
	CR
	25.442
	4.0.0

	R3-020837
	Introduction of IP transport option in UTRAN
	Nokia
	0
	CR
	25.426
	4.1.0

	R3-020838
	Introduction of IP Transport option in UTRAN
	Ericsson
	0
	CR
	25.433
	4.3.0

	R3-020839
	Introduction of IP Transport option in UTRAN
	Ericsson
	0
	CR
	25.423
	4.3.0

	R3-020840
	Introduction of IP Transport option on \iun
	Ericsson
	0
	CR
	25.430
	4.2.0

	R3-020841
	Update to R3-020504: Introduction of IP Transport option in UTRAN
	Nortel
	0
	CR
	25.413
	4.3.0

	R3-020842
	Introduction of IP Transport option in UTRAN
	Nortel
	0
	CR
	25.415
	4.3.0

	R3-020843
	IP transport modifications to TS 25.411
	Motorola
	0
	CR
	25.411
	4.1.0

	R3-020844
	Update to R3-020502: Introduction of IP Transport in UTRAN
	Nortel
	0
	CR
	25.401
	4.2.0

	R3-020845
	Update to R3-020503: Introduction of IP Transport option in UTRAN
	Nortel
	0
	CR
	25.412
	4.0.0

	R3-020846
	TR 25.933 v1.7.0
	Alcatel
	0
	Ap
	
	

	R3-020847
	Status Report of Work Item: Support of Site Selection Diversity Transmission in UTRAN
	NEC
	0
	Ap
	
	

	R3-020848
	Status Report of the RAN WG3 work related to the RAN WG2 Work Item : “UE positioning enhancements for 1.28 Mcps TDD”
	CATT.CWTS
	0
	Ap
	R3.003
	

	R3-020849
	Status report for the WI ‘Separation of Resource Reservation and Radio Link Activation’
	Ericsson
	0
	Ap
	25.879
	

	R3-020850
	TR 25.933 v1.7.1
	Alcatel
	0
	Ap
	25.933
	1.7.1

	R3-020851
	Reply to LS on downlink power control (DPC_Mode=1)
	Lucent
	0
	LS out
	
	

	R3-020852
	Introduction of IP Transport Option in UTRAN
	Siemens
	0
	CR
	25.432
	4.0.0

	R3-020853
	Introduction of IP Transport Option in UTRAN
	Siemens
	0
	CR
	25.434
	4.2.0

	R3-020854
	Introduction of IP Transport option in UTRAN
	Nortel
	0
	CR
	25.413
	4.3.0

	R3-020855
	Introduction of IP Transport Option in UTRAN
	Siemens
	0
	CR
	25.434
	4.2.0

	R3-020856
	Status Report of Work Item: Support of Site Selection Diversity Transmission in UTRAN
	NEC
	0
	Ap
	
	

	R3-020857
	Add IPDL parameters for LCR TDD in CELL SETUP REQUEST and CELL RECONFIGURATION REQUEST in NBAP message.
	CATT/CWTS
	0
	CR
	25.433
	4.3.0

	R3-020858
	Introduction of IP transport option in UTRAN
	Siemens
	0
	CR
	25.410
	4.3.0

	R3-020859
	Introduction of IP Transport Option in UTRAN
	Siemens
	0
	CR
	25.434
	4.2.0

	R3-020860
	This was not submitted.
	Ericsson
	0
	
	
	

	R3-020861
	Introduction of IP Transport in UTRAN
	Nortel
	0
	CR
	25.401
	5.1.0

	R3-020862
	Introduction of IP Transport in UTRAN
	Nortel
	0
	CR
	25.412
	4.0.0

	R3-020863
	Introduction of IP transport option in UTRAN
	Siemens
	0
	CR
	25.414
	4.2.0

	R3-020864
	Introduction of IP transport to UTRAN
	Motorola
	0
	CR
	25.420
	4.1.0

	R3-020865
	Introduction of IP transport option in UTRAN
	Nokia
	0
	CR
	25.426
	4.1.0

	R3-020866
	Introduction of IP Transport option in UTRAN
	Nortel
	0
	CR
	25.413
	4.3.0

	R3-020867
	Re-arrangement of Iub transport bearers TR 25.880 v2.0.0
	Nokia
	0
	Ap
	25.880
	2.0.0

	R3-020868
	Re-arrangement of Iub transport bearers Status Report for TR 25.880
	Nokia
	0
	Ap
	25.880
	

	R3-020869
	Radio link timing adjustment TR 25.878 v1.0.0
	Ericsson
	0
	Ap
	25.878
	1.0.0

	R3-020870
	Radio link timing adjustment TR 25.878 v2.0.0
	Ericsson
	0
	Ap
	25.878
	2.0.0

	R3-020871
	Introduction of IP transport to UTRAN
	Motorola
	0
	CR
	25.420
	4.1.0

	R3-020872
	Introduction of the IP Transport option into RNSAP
	Ericsson
	0
	CR
	25.423
	4.3.0

	R3-020873
	Introduction of the IP Transport option into NBAP
	Ericsson
	0
	CR
	25.433
	4.3.0

	R3-020874
	Iu SWG chairman
	Iu SWG Chairman
	0
	R
	
	

	R3-020875
	Status Report: UE positioning enhancements

for 1.28Mcps TDD
	CATT/CWTS
	0
	Ap
	R3.003
	

	R3-020876
	Introduction of IP Transport option in UTRAN
	Nortel
	0
	CR
	25.412
	4.0.0

	R3-020877
	Introduction of IP Transport UTRAN
	Siemens
	0
	CR
	25.432
	4.0.0

	R3-020878
	Introduction of IP Transport UTRAN
	Siemens
	0
	CR
	25.434
	4.2.0

	R3-020879
	Status report, Direct transport bearers between SRNC and Node-B (SI) TR25.883
	Ericsson
	0
	Ap
	25.883
	

	R3-020880
	IP Transport in UTRAN TR 25.933 v2.0.0
	Alcatel
	0
	Ap
	25.933
	2.0.0

	R3-020881
	Introduction of IP transport option in UTRAN
	Siemens
	0
	CR
	25.410
	4.3.0

	R3-020882
	Introduction of IP transport option in UTRAN
	Siemens
	0
	CR
	25.414
	4.2.0

	R3-020883
	Introduction of IP transport to UTRAN
	Motorola
	0
	CR
	25.420
	4.1.0

	R3-020884
	HSDPA RL-Level Signalling
	Nortel
	0
	CR
	25.423
	4.3.0

	R3-020885
	HSDPA RL-Level Signalling for TDD & FDD
	Nortel
	0
	CR
	25.433
	4.3.0

	R3-020886
	R3.004 v0.5.1: Node B synchronisation for 1.28 Mcps TDD (Iub/Iur aspects)
	CATT/CWTS
	0
	
	
	

	R3-020887
	R3.004 v1.0.0: Node B synchronisation for 1.28 Mcps TDD (Iub/Iur aspects)
	CATT/CWTS
	0
	Ap
	R3.004
	1.0.0

	R3-020888
	Node B synchronisation for 1.28Mcps TDD
	CATT/CWTS
	0
	CR
	25.433
	4.3.0

	R3-020889
	Status Report of the RAN WG3 work related to the RAN WG1 Work Item: “Node B synchronisation for 1.28 Mcps TDD”
	CATT/CWTS
	0
	Ap
	R3.004
	

	R3-020890
	Status Report of IP Transport in UTRAN Work Item
	Alcatel
	0
	Ap
	25.933
	

	R3-020891
	HSDPA Iub/Iur protocol aspects (TR 25.877) - v100
	Motorola
	0
	Ap
	25.877
	1.0.0

	R3-020892
	HSDPA Iub/Iur protocol aspects (TR 25.877) - v200
	Motorola
	0
	Ap
	25.877
	2.0.0

	R3-020893
	Implementation of Handover/Relocation Solution for Inter-RAN Load Information Exchange between RAN and GERAN for Rel'5
	Vodafone
	0
	CR
	25.413
	4.3.0

	R3-020894
	RNSAP signalling support for flexible split
	NEC, Samsung
	0
	CR
	25.423
	3.8.0

	R3-020895
	RNSAP signalling support for flexible split
	NEC, Samsung
	0
	CR
	25.423
	4.3.0

	R3-020896
	Incorrect Physical Shared Channel TDD Procedure definition
	NEC, InterDigital
	0
	CR
	25.433
	3.8.0

	R3-020897
	Iu-Flex: TR 25.875 v2.0.0
	Vodafone
	0
	Ap
	25.875
	2.0.0

	R3-020898
	Status Report: High Speed Downlink Packet Access (HSDPA) – Iub/Iur Protocol Aspects TR25.887
	Motorola
	0
	Ap
	25.877
	

	R3-020899
	Inclusion of Last Know Service Area IE group into LOCATION REPORT
	Vodafone
	0
	CR
	25.413
	4.3.0

	R3-020900
	New UE identifier for MAC-c/sh multiplexing for DSCH
	Ericsson
	0
	CR
	25.401
	4.3.0

	R3-020901
	Transport Bearer replacement for the USCH
	Siemens
	0
	CR
	25.435
	4.3.0


