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1. Introduction

Chapter 6.1.1 of 25.141 defines test models i.e. combination of physical channels to be used in conformance testing.  In test models 1, 2 and 3 the page indicator channel (PICH) is included as one of the physical channels.

TS25.433 specifies command COMMON TRANSPORT CHANNEL SETUP REQUEST which is used to start PICH transmission. However, this command requires also either paging channel (PCH) or forward access channel (FACH) to be activated at the same time, together with PICH.  Therefore the combination of physical channels described in test models 1, 2 and 3 contradicts definitions given in TS25.433.

2. Proposal

To align TS25.433 and TS25.141, it is proposed to add PCH to test models 1, 2 and 3.  This is done by adding a row for PCH into tables 6.1, 6.3 and 6.4.  Also, the power currently allocated for PICH is divided between PICH and PCH.
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6.1.1
Test Models

The set-up of physical channels for transmitter tests shall be according to one of the test models below. A reference to the applicable table is made with each test.

A code "level setting" of -X dB is the setting that according to the base station manufacturer will result in a code power of nominally X dB below the maximum output power. The relative accuracy of the level settings shall conform to subclause 6.4.2.
6.1.1.1
Test Model 1

This model shall be used for tests on:

-
spectrum emission mask;

-
ACLR;

-
spurious emissions;

-
transmit intermodulation;

-
base station maximum output power.

64 DPCHs at 30 ksps (SF=128) distributed randomly across the code space, at random power levels and random timing offsets are defined so as to simulate a realistic traffic scenario which may have high PAR (Peak to Average Ratio).

Considering that not every base station implementation will support 64 DPCH, variants of this test model containing 32 and 16 DPCH are also specified. The conformance test shall be performed using the largest of these three options that can be supported by the equipment under test.

"Fraction of power" is relative to the maximum output power on the TX antenna interface under test.

Table 6.1: Test Model 1 Active Channels

Type


Number of Channels
Fraction of

Power (%) 
Level setting (dB)
Channelization Code
Timing offset (x256Tchip)

PCCPCH+SCH
1
10
-10
1
0

Primary CPICH
1
10
-10
0
0

PICH
1
1.6
-18
16
120

PCH
1
1.6
-18
8
150

DPCH

(SF=128)
16/32/64
76.8 in total
see table 6.2
see table 6.2
see table 6.2

Table 6.2: DPCH Spreading Code, Timing offsets and level settings for Test Model 1
Code
Timing offset (x256Tchip)
Level settings

(dB) (16 codes)
Level settings

(dB) (32 codes)
Level settings

(dB) (64 codes)

2
86
-10
-13
-16

11
134
-12
-13
-16

17
52
-12
-14
-16

23
45
-14
-15
-17

31
143
-11
-17
-18

38
112
-13
-14
-20

47
59
-17
-16
-16

55
23
-16
-18
-17

62
1
-13
-16
-16

69
88
-15
-19
-19

78
30
-14
-17
-22

85
18
-18
-15
-20

94
30
-19
-17
-16

102
61
-17
-22
-17

113
128
-15
-20
-19

119
143
-9
-24
-21

7
83

-20
-19

13
25

-18
-21

20
103

-14
-18

27
97

-14
-20

35
56

-16
-24

41
104

-19
-24

51
51

-18
-22

58
26

-17
-21

64
137

-22
-18

74
65

-19
-20

82
37

-19
-17

88
125

-16
-18

97
149

-18
-19

108
123

-15
-23

117
83

-17
-22

125
5

-12
-21

4
91


-17

9
7


-18

12
32


-20

14
21


-17

19
29


-19

22 
59


-21

26
22


-19

28
138


-23

34 
31


-22

36 
17


-19

40
9


-24

44
69


-23

49
49


-22

53
20


-19

56
57


-22

61
121


-21

63 
127


-18

66 
114


-19

71
100


-22

76 
76


-21

80 
141


-19

84 
82


-21

87
64


-19

91
149


-21

95
87


-20

99
98


-25

105
46


-25

110
37


-25

116
87


-24

118
149


-22

122
85


-20

126
69


-15

NOTE:
The figures for code power are nominal and have tolerance of ±1 dB.

6.1.1.2
Test Model 2

This model shall be used for tests on:

-
output power dynamics.

Table 6.3: Test Model 2 Active Channels
Type


Number of Channels
Fraction of

Power (%) 
Level setting (dB)
Channelization Code
Timing offset (x256Tchip)

PCCPCH+SCH
1
10
-10
1
0

Primary CPICH
1
10
-10
0
0

PICH
1
5
-13
16
120

PCH
1
5
-13
8
150

DPCH

(SF=128)
3
2 x 10,1 x 50
2 x –10, 1 x –3 
24, 72,

 120
1, 7,

 2

6.1.1.3
Test Model 3

This model shall be used for tests on:

-
peak code domain error.

Table 6.4: Test Model 3 Active Channels
Type


Number of Channels
Fraction of

Power (%) 

16/32
Level settings (dB)

16/32
Channelization Code
Timing offset (x256Tchip)

PCCPCH+SCH
1
12,6/7,9
-9 / -11
1
0

Primary CPICH
1
12,6/7,9
-9 / -11 
0
0

PICH
1
5/1,6
-13 / -18
16
120

PCH
1
5/1,6
-13 / -18
8
150

DPCH

(SF=256)
16/32
63,7/80,4 in total
see table 6.5
see table 6.5
see table 6.5

As with Test Model 1, not every base station implementation will support 32 DPCH, a variant of this test model containing 16 DPCH are also specified. The conformance test shall be performed using the larger of these two options that can be supported by the equipment under test.




























�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the lastest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��http://www.3gpp.org/3G_Specs/3G_Specs.htm�


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.


�PAGE \# "'Page: '#'�'"  �� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. Work item acronyms are listed in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/�


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report 21.900 "3GPP working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. essential correction).


�PAGE \# "'Page: '#'�'"  �� Enter each the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �� Enter an X in the box if any other specifications are affected by this change.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.


�PAGE \# "'Page: '#'�'"  �� This is an example of pop-up text.





