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Reason for change:
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It was agreed in the RAN WG4 meeting#14 in Sophia Antipolis that the RACH reporting delay may vary depending on the maximum number of cells to be reported on RACH when SFN-SFN observed time difference is requested to be reported. The decision is not yet reflected in TS25.133.
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RACH reporting requirements are included into TS25.133
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not approved:
Without the requirement similar behaviour cannot be ensured between different terminals in case of RACH reporting.
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Other comments:
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5.6
Cell Re-selection in CELL_PCH

5.6.1
Introduction

The UE shall evaluate the cell re-selection criteria specified in TS 25.304, based on radio measurements, and if a better cell is found that cell is selected.

5.6.2
Requirements

Requirements for cell re-selection in CELL_PCH are the same as for cell re-selection in idle mode, see section 4.2. UE shall support all DRX cycle lengths in table 4.1, according to [16].

5.7
Cell Re-selection in URA_PCH

5.7.1
Introduction

The UE shall evaluate the cell re-selection criteria specified in TS 25.304, based on radio measurements, and if a better cell is found that cell is selected.

5.7.2
Requirements

Requirements for cell re-selection in CELL_PCH are the same as for cell re-selection in idle mode, see section 4.2. UE shall support all DRX cycle lengths in table 4.1, according to [16].

5.8
RACH reporting
5.8.1 Introduction
The network may request the UE to report on RACH cell CPICH levels for the serving cell and up to 6 strongest monitored set cells and SFN-SFN observed time difference between the serving cell and up to 6 different monitored set cells. 
5.8.2 Requirements
If all of the following conditions are true, the UE is allowed to have an additional delay of NRACH*50 ms in RACH transmission compared to the normal RACH transmission delay.
· SFN-SFN observed time difference measurement results are required to be reported on RACH

· The set of cells on which the SFN-SFN observed time difference measurement has been reported has not changed since the previous RACH measurement report
· The UE has not measured the SFN-SFN observed time differences for the cells to be reported on RACH in the CELL_FACH state according to the requirements defined in Section 8.4.2.2
If at least one of the previous conditions is false, the UE shall be able to report the requested measurement results on RACH within a normal RACH transmission delay.
NRACH  is the number of cells requiring SFN decoding prior to the reporting of SFN-SFN observed time difference measurement results on RACH. 
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