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4.2.2.3
Measurement of inter-frequency TDD cells

The UE shall measure PCCPCH RSCP at least every (Ncarrier-1)  * TmeasureTDD (see table 4.1) for inter-frequency cells that are detected and measured according to the measurement rules. The parameter Ncarrier is the number of carriers used for TDD cells. The maximum number of carriers is 3 including the carrier the UE is camped on. The UE shall filter PCCPCH RSCP measurements of each measured inter-frequency cell using at least 2 measurements, which are taken so that the time difference between the measurements is at least TmeasureTDD/2.

The filtering of PCCPCH RSCP shall be such that the UE shall be capable of evaluating that an already detected inter-frequency cell has become better ranked than the serving cell within (Ncarrier-1) *  TevaluateTDD from the moment the inter-frequency cell became at least 5 dB better than the current serving cell provided that Treselection timer is set to zero. For non-detected inter-frequency cells, the filtering shall be such that the UE shall be capable of evaluating that inter-frequency cell has become better ranked than the serving cell within 30 s from the moment the inter-frequency cell became at least 5 dB better than the current serving cell provided that Treselection timer is set to zero.

If Treselection timer has a non zero value and the inter-frequency cell is better ranked than the serving cell, the UE shall evaluate this inter-frequency cell for the Treselection time. If this cell remains better ranked within this duration, then the UE shall reselect that cell.

<next changed section>

A.4.2.2
Scenario 2: TDD/TDD cell re-selection multi carrier case

A.4.2.2.1
Test Purpose and Environment

This test is to verify the requirement for the cell re-selection delay in the multi carrier case reported in section 4.2.2.

This scenario implies the presence of 2 carriers and 6 cells as given in Table A.4.3 and A.4.4. Cell 1 and cell 2 shall belong to different Location Areas.

Table A.4.3: General test parameters for Cell Re-selection in Multi carrier case

	Parameter
	Unit
	Value
	Comment

	Initial condition
	Active cell 
	
	Cell1
	

	
	Neighbour cells
	
	Cell2, Cell3,Cell4, Cell5, Cell6 
	

	Final condition
	Active cell 
	
	Cell2
	

	Access Service Class (ASC#0)
‑ Persistence value
	

	
1
	Selected so that no additional delay is caused by the random access procedure. The value shall be used for all cells in the test.

	DRX cycle length
	s
	1.28
	The value shall be used for all cells in the test.

	T1
	s
	15
	

	T2
	s
	15
	


Table A.4.4: Cell re-selection multi carrier multi cell case

	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3

	Timeslot Number
	
	0
	8
	0
	8
	0
	8

	
	
	T1
	T2
	T1
	T2
	T1
	T2
	T1
	T2
	T1
	T2
	T1
	T2

	UTRA RF Channel Number
	
	Channel 1
	Channel 2
	Channel 1

	PCCPCH_Ec/Ior
	dB
	-3
	-3
	
	
	-3
	-3
	
	
	-3
	-3
	
	

	SCH_Ec/Ior
	dB
	-9
	-9
	-9
	-9
	-9
	-9
	-9
	-9
	-9
	-9
	-9
	-9

	SCH_toffset
	
	0
	0
	0
	0
	5
	5
	5
	5
	10
	10
	10
	10

	PICH_Ec/Ior
	dB
	
	
	-3
	-3
	
	
	-3
	-3
	
	
	-3
	-3

	OCNS_Ec/Ior
	dB
	-4,28
	-4,28
	-4,28
	-4,28
	-4,28
	-4,28
	-4,28
	-4,28
	-4,28
	-4,28
	-4,28
	-4,28
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or

I

I

ˆ


	dB
	5
	0
	5
	0
	0
	5
	0
	5
	-5
	-5
	-5
	-5

	PCCPCH RSCP
	dBm
	-68
	-73
	
	
	-73
	-68
	
	
	-78
	-78
	
	

	Qoffset
	
	0
	0
	0
	0
	0
	0

	Qhyst 
	
	0
	0
	0
	0
	0
	0

	Treselection
	s
	0
	0
	0
	0
	0
	0

	Sintrasearch
	dB
	not sent
	 not sent
	not sent
	not sent
	not sent
	not sent

	
	
	Cell 4
	Cell 5
	Cell 6

	Timeslot
	
	0
	8
	0
	8
	0
	8

	
	
	T1
	T2
	T1
	T2
	T1
	T2
	T1
	T2
	T1
	T2
	T1
	T2

	UTRA RF Channel Number
	
	Channel 1
	Channel 2
	Channel 2

	PCCPCH_Ec/Ior
	dB
	-3
	-3
	
	
	-3
	-3
	
	
	-3
	-3
	
	

	SCH_Ec/Ior
	dB
	-9
	-9
	-9
	-9
	-9
	-9
	-9
	-9
	-9
	-9
	-9
	-9

	SCH_toffset
	
	15
	15
	15
	15
	20
	20
	20
	20
	25
	25
	25
	25

	PICH_Ec/Ior
	dB
	
	
	-3
	-3
	
	
	-3
	-3
	
	
	-3
	-3

	OCNS
	dB
	-4,28
	-4,28
	-4,28
	-4,28
	-4,28
	-4,28
	-4,28
	-4,28
	-4,28
	-4,28
	-4,28
	-4,28
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or

I

I

ˆ


	dB
	-5
	-5
	-5
	-5
	-5
	-5
	-5
	-5
	-5
	-5
	-5
	-5

	PCCPCH RSCP
	dBm
	-78
	-78
	
	
	-78
	-78
	
	
	-78
	-78
	
	

	Qoffset
	
	0
	0
	0
	0
	0
	0

	Qhyst 
	
	0
	0
	0
	0
	0
	0

	Treselection
	s
	0
	0
	0
	0
	0
	0

	Sintrasearch
	dB
	not sent
	not sent
	not sent
	not sent
	not sent
	not sent
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	dBm/3,84 MHz
	 -70 



	Propagation Condition 
	
	 AWGN 




A.4.2.2.2
Test Requirements
The cell re-selection delay is defined as the time from the beginning of time period T2, to the moment when the UE camps on Cell 2, and starts to send the RRC CONNECTION REQUEST message to perform a Location Registration on cell 2.

The cell re-selection delay shall be less than 8 s.

NOTE:

The cell re-selection delay can be expressed as: TevaluateTDD + TSI, where:

TevaluateTDD
A DRX cycle length of 1280ms is assumed for this test case, this leads to a Tevaluate TDD of 6.4s according to Table 4.1 in section 4.2.2.7.

TSI
Maximum repetition rate of relevant system info blocks that needs to be received by the UE to camp on a cell. 1280 ms is assumed in this test case.

This gives a total of 7.68 s, allow 8s in the test case.
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