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1.0 Introduction

This document shows all the changes to the REL5 specification for the UE (TS25.101v5.x.x) to support operation in Band I, Band II and Band III. The keys changes are 

· The REL5 version of the specification is used as the baseline reference documents. All changes to support Band II and Band III are indicated using the track function

· Designation of the term Operating Band I, II and III to denote requirements for ‘UMTS-2100’, ‘UMTS-1900 and ‘UMTS

· Summary of changes are provided below for reference. The CR status is defined in as 

· Agreed: when this has been presented in WG4 previously and has been agreed

· Assumption:  has been presented in WG4 and final approval is required

· Provisional: Agreement is still required in WG4 for the specification parameter

· New: New requirements not mentioned previously 

	Clause 
	Description
	CR Status
	Description of change

	3
	Definitions
	Agreed 
	New definitions added  <REFSENS> and <REFIor>

	5.2
	Frequency band
	Agreed 
	A new table for Operating bands

	5.3
	TX-RX Bands
	Agreed 
	A new table for frequency separation

	5.4.2
	Channel raster
	Assumption
	Add 12 new channels for Band II

	5.4.3
	Channel number
	Assumption
	Add 12 new channels for Band II

	5.4.4
	UARFCN
	Assumptions
	Channel numbering for bands

	6.2.1
	Max Power
	Agreed 
	New format to align with other tables in specification

	6.6.2.1.1
	Emission Mask
	Assumption
	Add requirements for Band II requirements

	6.6.3.1
	Tx Spurious
	Agreed 
	New values for added bands

	7.3/7.3.1
	Reference sensitivity
	Agreed
	Separate requirements for each band

	7.6
	Blocking 
	Agreed 
	Separation in “in-band” and “out of-band” 

	7.6.1
	In band blocking
	Agreed
	The requirements should be relative to the variables <REFSENS> and <REFIor>

	7.6.2
	Out of band blocking
	Agreed 
	The requirements should be relative to the variables <REFSENS> and <REFIor>

	7.6.3
	Narrow band blocking
	Provisional 
	Agreement is required for

· Type of modulated interferer 

· Offset to the <REFSENS>

	7.7
	Spurious response
	Agreed 
	The requirements should be relative to the variables <REFSENS> and <REFIor>

	7.8.1
	Intermodulation
	Agreed 
	The requirements should be relative to the variables <REFSENS> and <REFIor>

	7.8.2
	Narrowband intermodulation
	Provisional
	Agreement is required for

· Type of modulated interferer 

· Offset to the <REFSENS> 

	7.9
	Rx spurious emission
	Agreed


	Separation into operating bands



	Annex F
	UE capability (informative) 
	NEW
	This informative annex is no longer applicable and is incorrect for Band I, Band II and Band III
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