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During its 28th meeting, RAN WG1 has discussed the issue of TX diversity on radio links in the active set and has agreed the attached CR for Rel5. 

RAN1 specifications have so far allowed the UE two ways of handling TX diversity on radio links in the active set, when TX diversity is not used by UTRAN on all radio links in the active set. The UE may currently either operate TX diversity on all radio links in the active set or only on those radio links where TX diversity is actually used. Since RAN2 now provides signaling indicating the actual configuration of TX diversity on a per radio link basis, it is no longer necessary to allow the UE to operate differently. 

RAN1 has agreed the attached CR to require the UE to follow the signalling from RRC from Rel5 onwards. As a consequence, a change to the RRC specification is necessary for Rel5 as indicated below. 

Section 8.6.6.27 in TS 25.331:

If the IE "Tx Diversity Mode" is included the UE shall:

1>
if the value of the IE "Tx Diversity Mode" is closed loop mode1, closed loop mode 2 or STTD:

2>
configure the Layer 1 to use the Tx diversity mode indicated in the IE "Tx Diversity Mode" for the radio links for which the IE "Closed loop timing adjustment mode" is included, ignoring the actual value of IE "Closed loop timing adjustment mode".;
1>
if the value of the IE "Tx Diversity Mode" is "none":

2>
configure the Layer 1 not to use Tx diversity.

1>
if the IE "Tx Diversity Mode" is not included:

2>
continue to use the already configured Tx diversity mode;

2>
in case no Tx diversity mode has been configured:

3>
do not apply Tx diversity.

Actions to RAN WG2

RAN WG1 would kindly like to ask RAN WG2 to consider the proposed change for Rel5 in the next version of TS 25.331 to avoid ambiguity between the RAN WG1 and RAN WG2 specifications.
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