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A.7
DL reference channel parameters for HSDPA tests

A.7.1
Fixed Reference Channel (FRC)

A.7.1.1
Fixed Reference Channel Definition H-Set 1

Table A.25: Fixed Reference Channel H-Set 1

	Parameter
	Unit
	Value

	Nominal Avg. Inf. Bit Rate
	kbps
	534
	777

	Inter-TTI Distance
	TTI’s
	3
	3

	Number of HARQ Processes
	Processes
	2
	2

	Information Bit Payload (
[image: image1.wmf]INF

N

)
	Bits
	3202
	4664

	Number Code Blocks
	Blocks
	1
	1

	Binary Channel Bits Per TTI
	Bits
	4800
	7680

	Total Available SML’s in UE
	SML’s
	19200
	19200

	Number of SML’s per HARQ Proc.
	SML’s
	9600
	9600

	Coding Rate
	
	0.67
	0.61

	Number of Physical Channel Codes
	Codes
	5
	4

	Modulation
	
	QPSK
	16QAM
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Figure A.12: Coding rate for Fixed reference Channel H-Set 1 (QPSK)
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Figure A.13: Coding rate for Fixed reference Channel H-Set 1 (16 QAM)

A.7.1.2
Fixed Reference Channel Definition H-Set 2

Table A.26: Fixed Reference Channel H-Set 2

	Parameter
	Unit
	Value

	Nominal Avg. Inf. Bit Rate
	kbps
	801
	1166

	Inter-TTI Distance
	TTI’s
	2
	2

	Number of HARQ Processes
	Processes
	3
	3

	Information Bit Payload (
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)
	Bits
	3202
	4664

	Number Code Blocks
	Blocks
	1
	1

	Binary Channel Bits Per TTI
	Bits
	4800
	7680

	Total Available SML’s in UE
	SML’s
	28800
	28800

	Number of SML’s per HARQ Proc.
	SML’s
	9600
	9600

	Coding Rate
	
	0.67
	0.61

	Number of Physical Channel Codes
	Codes
	5
	4

	Modulation
	
	QPSK
	16QAM
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Figure A.14: Coding rate for Fixed Reference Channel H-Set 2 (QPSK)
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Figure A.15: Coding rate for Fixed Reference Channel H-Set 2 (16QAM)
A.7.1.3
Fixed Reference Channel Definition H-Set 3

Table A.27: Fixed Reference Channel H-Set 3

	Parameter
	Unit
	Value

	Nominal Avg. Inf. Bit Rate
	kbps
	1601
	2332

	Inter-TTI Distance
	TTI’s
	1
	1

	Number of HARQ Processes
	Processes
	6
	6

	Information Bit Payload (
[image: image11.wmf]INF
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)
	Bits
	3202
	4664

	Number Code Blocks
	Blocks
	1
	1

	Binary Channel Bits Per TTI
	Bits
	4800
	7680

	Total Available SML’s,in UE
	SML’s
	57600
	57600

	Number of SML’s per HARQ Proc.
	SML’s
	9600
	9600

	Coding Rate
	
	0.67
	0.61

	Number of Physical Channel Codes
	Codes
	5
	4

	Modulation
	
	QPSK
	16QAM
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Figure A.16: Coding rate for Fixed reference Channel H-Set 3 (QPSK)
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Figure A.17: Coding rate for Fixed reference Channel H-Set 3 (16QAM)
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