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1. Introduction

In this document we present throughput values for fixed reference channels H-Set 1 and H-Set 4 with STTD taking into account receiver impairments. These results do not include any additional degradation duo to HS-SCCH demodulation error.

2. Simulation results 

Tables 1 and 2 present the throughput values for FRC H-Set 4 with STTD at 
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 values 10 and 0 dB, respectively. Similarly results for H-Set 1with 16QAM are presented in Table 3 and for H-Set 1 with QPSK  in Tables 4 and 5. 

Table 1.. Fixed Reference Channel H-Set 4 for QPSK and 
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 = 10dB
	FRC H-Set 4, QPSK, 
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=10dB

	HS-PDSCH Ec/Ior
[dB]
	Throughput

 [kbps]

	
	PedA3
	VehA30
	PedB3

	-3
	475
	275
	269

	-6
	387
	181
	177


Table 2. Fixed Reference Channel H-Set 4 for QPSK and  
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= 0dB
	FRC H-Set 4, QPSK, 
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=0dB

	HS-PDSCH Ec/Ior
[dB]
	Throughput

 [kbps]

	
	PedA3
	VehA30
	PedB3

	-3
	163
	154
	144

	-6
	69
	4
	8


Table 3. Fixed Reference Channel H-Set 1 for 16QAM and  
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= 10dB
	FRC H-Set 1, 16QAM, 
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=10dB

	HS-PDSCH Ec/Ior
[dB]
	Throughput

 [kbps]

	
	PedA3
	VehA30
	PedB3

	-3
	488
	260
	250

	-6
	311
	20
	12


Table 4. Fixed Reference Channel H-Set 1 for QPSK and  
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= 10dB
	FRC H-Set 1, QPSK, 
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=10dB

	HS-PDSCH Ec/Ior
[dB]
	Throughput

 [kbps]

	
	PedA3
	VehA30
	PedB3

	-3
	475
	275
	269

	-6
	387
	182
	178


Table 5. Fixed Reference Channel H-Set 1 for QPSK and  
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= 0dB
	FRC H-Set 1, QPSK, 
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=0dB

	HS-PDSCH Ec/Ior
[dB]
	Throughput

 [kbps]

	
	PedA3
	VehA30
	PedB3

	-3
	165
	158
	148

	-6
	71
	5
	10


3. Conclusion

 In this document we have presented throughput values for HSDPA open loop diversity performance assessment. We propose that these results would be incorporated to the next version of TR 25.890.
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