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4.4.3
Vibration
When vibration conditions are specified for a test, the test shall be performed while the equipment is subjected to a vibration sequence as defined by the manufacturer’s declaration for the equipment under test. This shall use the environmental test equipment and methods of inducing the required environmental phenomena in to the equipment, conforming to the test procedure of IEC 60 068-2-6 [10]. Other environmental conditions shall be within the ranges specified in subclause 4.4.1.

NOTE:
The higher levels of vibration may induce undue physical stress in to equipment after a prolonged series of tests. The testing body should only vibrate the equipment during the RF measurement process.

4.4.4
Power supply
When extreme power supply conditions are specified for a test, the test shall be performed at the standard upper and lower limits of operating voltage defined by manufacturer's declaration for the equipment under test.

Upper voltage limit:

The equipment shall be supplied with a voltage equal to the upper limit declared by the manufacturer (as measured at the input terminals to the equipment). The tests shall be carried out at the steady state minimum and maximum temperature limits declared by the manufacturer for the equipment, to the methods described in IEC 60 068-2-1 [8] Test Ab/Ad and IEC 60 068-2-2 [9] Test Bb/Bd: Dry Heat.

Lower voltage limit:

The equipment shall be supplied with a voltage equal to the lower limit declared by the manufacturer (as measured at the input terminals to the equipment). The tests shall be carried out at the steady state minimum and maximum temperature limits declared by the manufacturer for the equipment, to the methods described in IEC 60 068-2-1 [8] Test Ab/Ad and IEC 60 068-2-2 [9] Test Bb/Bd: Dry Heat.

4.4.5
Definition of Additive White Gaussian Noise (AWGN) Interferer

The minimum bandwidth of the AWGN interferer shall be 1.5 times chip rate of the radio access mode. (e.g. 5.76 MHz for a chip rate of 3.84 Mcps). The flatness across this minimum bandwidth shall be less than 0.5 dB and the peak to average ratio at a probability of 0.001% shall exceed 10 dB.

4.5
Selection of configurations for testing

Most tests in the present document are only performed for a subset of the possible combinations of test conditions. For instance:

‑
not all transceivers in the configuration may be specified to be tested;

‑
only one RF channel may be specified to be tested;

‑
only one timeslot may be specified to be tested.

When a test is performed by a test laboratory, the choice of which combinations are to be tested shall be specified by the laboratory. The laboratory may consult with operators, the manufacturer or other bodies.

When a test is performed by a manufacturer, the choice of which combinations are to be tested may be specified by an operator.
In case of multiple carrier receivers the BS manufacturer shall specify the minimum and maximum values of used bandwidth. In case the used bandwidth is smaller than the receiver processing bandwidth the BS manufaturer shall specify how to place the used bandwidth inside the processing bandwidth.
--- NEXT MODIFIED SECTION ---

Table 4.4: List of regional requirements

	Subclause number
	Requirement
	Comments

	3.4.1
	Frequency bands
	Some bands may be applied regionally.

	3.4.2
	Tx-Rx Frequency Separation
	The requirement is applied according to what frequency bands in clause 3.4.1 that are supported by the BS.

	3.5.
	Channel arrangement
	The requirement is applied according to what frequency bands in clause 3.4.1 that are supported by the BS.

	6.2.1.2
	Base station output power
	In certain regions, the minimum requirement for normal conditions may apply also for some conditions outside the ranges defined for the Normal test environment in subclause 4.4.1.

	6.5.2.1
	Spectrum emission mask
	The mask specified may be mandatory in certain regions. In other regions this mask may not be applied.

	6.5.3.4.1
	Spurious emissions (Category A)
	These requirements shall be met in cases where Category A limits for spurious emissions, as defined in ITU-R Recommendation SM.329- [4], are applied.

	6.5.3.4.2
	Spurious emissions (Category B)
	These requirements shall be met in cases where Category B limits for spurious emissions, as defined in ITU-R Recommendation SM.329- [4], are applied.

	6.5.3.4.4.1
	Co-existence with GSM900 –Operation in the same geographic area
	This requirement may be applied for the protection of GSM 900 MS and GSM 900 BTS in geographic areas in which both GSM 900 and UTRA are deployed.

	6.5.3.4.4.2
	Co-existence with GSM900 –
Co-located base stations
	This requirement may be applied for the protection of GSM 900 BTS receivers when GSM 900 BTS and UTRA BS are co-located.

	6.5.3.4.5.1
	Co-existence with DCS1800 –Operation in the same geographic area
	This requirement may be applied for the protection of DCS 1800 MS and DCS 1800 BTS in geographic areas in which both DCS 1800 and UTRA are deployed.

	6.5.3.4.5.2
	Co-existence with DCS1800 –
Co-located base stations
	This requirement may be applied for the protection of DCS 1800 BTS receivers when DCS 1800 BTS and UTRA BS are co-located.

	6.5.3.4.6
	Co-existence with PHS
	This requirement may be applied for the protection of PHS in geographic areas in which both PHS and UTRA are deployed.

	6.5.3.4.7
	Co-.existence with services in adjacent frequency bands
	This requirement may be applied for the protection in bands adjacent to the downlink band as defined in clause 3.4.1 in geographic areas in which both an adjacent band service and UTRA are deployed.

	6.5.3.4.8.1
	Co-existence with UTRA TDD –
Operation in the same geographic area
	This requirement may be applied to geographic areas in which both UTRA-TDD and UTRA-FDD are deployed.

	6.5.3.4.8.2
	Co-existence with UTRA TDD –
Co-located base stations
	This requirement may be applied for the protection of UTRA-TDD BS receivers when UTRA-TDD BS and UTRA FDD BS are co-located.

	6.5.3.4.9.1
	Co-existence with UTRA in frequency band I ‑Operation in the same geographic area
	This requirement may be applied for the protection of UTRA UE in frequency band I in geographic areas in which both UTRA in frequency band I and III are deployed.

	6.5.3.4.9.2
	Co-existence with UTRA in frequency band I ‑
Co-located base stations
	This requirement may be applied for the protection of UTRA BTS receivers in frequency band I when UTRA BS in frequency band I and III are co-located.

	6.5.3.4.10.1
	Co-existence with UTRA in frequency band III ‑Operation in the same geographic area
	This requirement may be applied for the protection of UTRA UE in frequency band III in geographic areas in which both UTRA in frequency band I and III are deployed.

	6.5.3.4.10.2
	Co-existence with UTRA in frequency band III ‑
Co-located base stations
	This requirement may be applied for the protection of UTRA BTS receivers in frequency band III when UTRA BS in frequency band I and III are co-located.

	6.5.3.4.11.1
	Co-existence with PCS1900 ‑ Operation in the same geographic area
	This requirement may be applied for the protection of PCS 1900 BTS receivers in geographic areas in which both PCS 1900 and UTRA are deployed.

	6.5.3.4.11.2
	Co-existence with PCS1900 ‑
Co-located base stations
	This requirement may be applied for the protection of PCS 1900 BTS receivers when PCS 1900 BTS and UTRA BS are co-located.

	6.5.3.4.12.1
	Co-existence with GSM850 ‑ Operation in the same geographic area
	This requirement may be applied for the protection of GSM 850 MS and GSM 850 BTS receivers in geographic areas in which both GSM 850 and UTRA are deployed.

	6.5.3.4.12.2
	Co-existence with GSM 850 ‑
Co-located base stations
	This requirement may be applied for the protection of GSM 850 BTS receivers when GSM 850 BTS and UTRA BS are co-located.

	7.5
	Blocking characteristic
	The requirement is applied according to what frequency bands inclause 3.4.1 that are supported by the BS.

	7.5
	Blocking characteristics
	This requirement may be applied for the protection of UTRA FDD BS receivers when UTRA FDD BS and GSM 900, GSM850, PCS 1900 and BS operating in the /DCS1800 band (GSM or UTRA) are co-located.

	7.6
	Intermodulation characteristics
	The requirement is applied according to what frequency bands in clause 3.4.1 that are supported by the BS.

	7.7
	Spurious emissions
	The requirement is applied according to what frequency bands in clause 3.4.1 that are supported by the BS.

	
	Base station classes*
	Only requirements for Wide Area (General Purpose) Base Stations shall be applied as regional requirements in Japan.

	
	HSDPA*
	The portion of HSDPA(High Speed Downlink Packet Access)  is not applicable to ARIB standards by the time when ARIB is prepared  to transpose.


Note*:
Base Station Classes, HSDPA: These regional requirements should be reviewed to check its necessity every TSG RAN meeting.
4.8
Specified frequency range

The manufacturer shall declare:

-
which of the frequency bands defined in sub-clause 3.4 is supported by the BS.

-
the frequency range within the above frequency band(s) supported by the BS. 

Many tests in this TS are performed with appropriate frequencies in the bottom, middle and top of the operating frequency band of the BS. These are denoted as RF channels B (bottom), M (middle) and T (top).

Unless otherwise stated, the test shall be performed with a single carrier at each of the RF channels B, M and T.

When the requirements are specific to multiple carriers, and the BS is declared to support N>1 carriers, numbered from 1 to N, the interpretation of B, M and T for test purposes shall be as follows:

For testing at B, 

- the carrier of lowest frequency shall be centred on B

For testing at M,

- if the number N of carriers supported is odd, the carrier (N+1)/2 shall be centred on M,

- if the number N of carriers supported is even, the carrier N/2 shall be centred on M.

For testing at T

· the carrier of highest frequency shall be centred on T

In case of multiple carrier receivers the BS manufacturer shall specify the minimum and maximum values of used bandwidth. In case the used bandwidth is smaller than the receiver processing bandwidth the BS manufaturer shall specify how to place the used bandwidth inside the processing bandwidth.
When a test is performed by a test laboratory, the UARFCNs to be used for RF channels B, M and T shall be specified by the laboratory. The laboratory may consult with operators, the manufacturer or other bodies.

When a test is performed by a manufacturer, the UARFCNs to be used for RF channels B, M and T may be specified by an operator.
5
Format and interpretation of tests

Each test in the following clauses has a standard format:
X
Title

All tests are applicable to all equipment within the scope of the present document, unless otherwise stated.
X.1
Definition and applicability

This subclause gives the general definition of the parameter under consideration and specifies whether the test is applicable to all equipment or only to a certain subset.
X.2
Minimum Requirement
This subclause is an informative copy of the Minimum Requirement defined by the core specification.
In addition, this subclause contains the reference to the subclause to the 3GPP reference (or core) specification which defines the Minimum Requirement.
X.3
Test purpose

This subclause defines the purpose of the test.

X.4
Method of test

X.4.1
Initial conditions

This subclause defines the initial conditions for each test, including the test environment, the RF channels to be tested and the basic measurement set-up.

X.4.2
Procedure

This subclause describes the steps necessary to perform the test and provides further details of the test definition like point of access (e.g. antenna port), domain (e.g. frequency-span), range, weighting (e.g. bandwidth), and algorithms (e.g. averaging).

X.5
Test Requirement

This subclause defines the pass/fail criteria for the equipment under test. See subclause 4.3 Interpretation of measurement results.
--- NEXT MODIFIED SECTION ---

7.4.5
Test Requirements

The BER measurement result in step 3 of 7.4.4.2 shall not be greater than 0,001 using the parameters specified in table 7.3A.
Table 7.3A: Adjacent channel selectivity
	Parameter
	Level Wide Area BS
	Level Medium Range BS
	Level Local Area BS
	Unit

	Reference measurement channel data rate
	12.2
	12.2
	12.2
	kbps

	Wanted signal mean power
	-115
	-105
	-101
	dBm

	Interfering signal mean power
	-52
	-42
	-38
	dBm

	Fuw (Modulated)
	(5
	5
	5
	MHz


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in subclause 4.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in Annex F.
7.5
Blocking characteristics

7.5.1
Definition and applicability
The blocking characteristics is a measure of the receiver ability to receive a wanted signal at is assigned channel frequency in the presence of an unwanted interferer on frequencies other than those of the adjacent channels. In case of multiple carrier receivers only interfering signals outside the used bandwidth for wanted signals shall be applied. If the receiver supports multiple values of used bandwidth, see 4.8, it shall be tested in the modes of minumum used bandwidth and of maximum used bandwidth. The blocking performance requirement applies as specified in tables 7.4(a) to 7.4(g).

The requirements in Table 7.4(a) shall apply to base stations intended for general-purpose applications, depending on which frequency band is used. The requirements in Tables 7.4 (b) to 7.4 (g) may be applied when the FDD BS is co-located with GSM900, GSM850, PCS1900 and/or BS operation in DCS1800 band (UTRA or GSM).

7.5.2
Minimum Requirements

The BER shall not exceed 0.001 for the parameters specified in table 7.4.

Table 7.4(a1): Blocking characteristics for Wide Area BS
	Operating Band
	Center Frequency of Interfering Signal
	Interfering Signal Level
	Wanted Signal mean power
	Minimum Offset of Interfering Signal
	Type of Interfering Signal

	I
	1920 ‑ 1980 MHz
	-40 dBm
	-115 dBm 
	10 MHz
	WCDMA signal *

	
	1900 ‑ 1920 MHz

1980 ‑ 2000 MHz
	-40 dBm
	-115 dBm 
	10 MHz
	WCDMA signal *

	
	1 MHz -1900 MHz

2000 MHz ‑ 12750 MHz
	-15 dBm
	-115 dBm 
	(
	CW carrier

	II
	1850 ‑ 1910 MHz
	-40 dBm
	-115 dBm 
	10 MHz
	WCDMA signal *

	
	1830 ‑ 1850 MHz

1910 ‑ 1930 MHz
	-40 dBm
	-115 dBm 
	10 MHz
	WCDMA signal *

	
	1 MHz ‑ 1830 MHz

1930 MHz ‑ 12750 MHz
	-15 dBm
	-115 dBm 
	 (
	CW carrier

	III
	1710 – 1785 MHz
	-40 dBm
	-115 dBm 
	10 MHz
	WCDMA signal *

	
	1690 ‑ 1710 MHz

1785 – 1805 MHz
	-40 dBm
	-115 dBm 
	10 MHz
	WCDMA signal *

	
	1 MHz ‑ 1690 MHz

1805 MHz ‑ 12750 MHz
	-15 dBm
	-115 dBm 
	 (
	CW carrier

	Note *:
The characteristics of the W-CDMA interference signal are specified in Annex I.


--- NEXT MODIFIED SECTION ---
7.5.3
Test purpose

The test stresses the ability of the BS receiver to withstand high-level interference from unwanted signals at frequency offsets of 10 MHz or more, without undue degradation of its sensitivity.
7.5.4
Method of test

7.5.4.1
Initial conditions

Test environment: 


normal; see subclause 4.4.1.

RF channels to be tested: 
M  see subclause 4.8. The BS shall be configured to operate as close to the centre of the operating band as possible. In case of multiple carrier receivers only interfering signals outside the used bandwidth for wanted signals shall be applied. If the receiver supports multiple values of used bandwidth, see 4.8, it shall be tested in the modes of minumum used bandwidth and of maximum used bandwidth.
1)
Connect WCDMA signal generator at the assigned channel frequency of the wanted signal and a signal generator to the antenna connector of one Rx port.

2)
Terminate any other Rx port not under test.

3)
Transmit a signal from the WCDMA signal generator to the BS. The characteristics of the signal shall be set according to the UL reference measurement channel (12,2 kbit/s) specified in annex A subclause A.2.1. The level of the WCDMA signal measured at the BS antenna connector shall be set to the level specified in subclause 7.5.5.

7.5.4.2
Procedure

1)
Adjust the signal generators to the type of interfering signals and the frequency offsets as specified in Tables 7.4A(a) to 7.4A(g). Note that the GMSK modulated interfering signal shall have an ACLR of at least 72 dB in order to eliminate the impact of interference signal adjacent channel leakage power on the blocking characteristics measurement. For the tests defined in Table 7.4A(a), the interfering signal shall be at  a frequency offset Fuw from the assigned channel frequency of the wanted signal which is given by:


Fuw = ( (n x 1 MHz),


where n shall be increased in integer steps from n = 10 up to such a value that the center frequency of the interfering signal covers the range from 1 MHz to 12,75 GHz.
2)
Measure the BER of the wanted signal at the BS receiver.

3)
Interchange the connections of the BS Rx ports and repeat the measurements according to steps (1) to (2).
	II
	1850 ‑ 1910 MHz
	-30 dBm
	-101 dBm
	10 MHz
	WCDMA signal *

	
	1830 ‑ 1850 MHz

1910 ‑ 1930 MHz
	-30 dBm
	-101 dBm
	10 MHz
	WCDMA signal *

	
	1 MHz ‑ 1830 MHz

1930 MHz ‑ 12750 MHz
	-15 dBm
	-101 dBm
	 (
	CW carrier

	III
	1710 – 1785 MHz
	-30 dBm
	-101 dBm
	10 MHz
	WCDMA signal *

	
	1690 ‑ 1710 MHz

1785 – 1805 MHz
	-30 dBm
	-101 dBm
	10 MHz
	WCDMA signal *

	
	1 MHz ‑ 1690 MHz

1805 MHz ‑ 12750 MHz
	-15 dBm
	-101 dBm
	 (
	CW carrier

	Note *:
The characteristics of the W-CDMA interference signal are specified in Annex I.


--- NEXT MODIFIED SECTION ---

Table 7.4A(f2): Blocking performance requirement (narrowband) for Medium range BS

	Operating Band
	Center Frequency of Interfering Signal
	Interfering Signal mean power
	Wanted Signal mean power
	Minimum Offset of Interfering Signal
	Type of Interfering Signal

	II
	1850 ‑ 1910 MHz
	- 42 dBm
	-105 dBm 
	2.7 MHz
	GMSK modulated*

	III
	1710 – 1785 MHz
	- 42 dBm
	-105 dBm 
	2.8 MHz
	GMSK modulated*

	* GMSK modulation as defined in TS 45.004 [12].


Table 7.4A(f3): Blocking performance requirement (narrowband) for Local Area BS

	Operating Band
	Center Frequency of Interfering Signal
	Interfering Signal mean power
	Wanted Signal mean power
	Minimum Offset of Interfering Signal
	Type of Interfering Signal

	II
	1850 ‑ 1910 MHz
	- 37 dBm
	-101 dBm
	2.7 MHz
	GMSK modulated*

	III
	1710 – 1785 MHz
	- 37 dBm
	-101 dBm
	2.8 MHz
	GMSK modulated*

	* GMSK modulation as defined in TS 45.004 [12].


Table 7.4A(g): Blocking performance requirement for operation when co-located with GSM850 BTS

	Center Frequency of Interfering Signal
	Interfering Signal mean power
	Wanted Signal mean power
	Minimum Offset of Interfering Signal
	Type of Interfering Signal

	869 – 894 MHz
	+16 dBm
	-115 dBm 
	(
	CW carrier


NOTE: 
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in subclause 4.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in Annex F.

NOTE:
Annex C describes the procedure  for BER tests taking into account the statistical consequence of frequent repetition of  BER measurements within the blocking test .  The consequence is: a DUT exactly on the limit may fail due to the statistical nature 2.55 times(mean value) in 12750 BER measurements using the predefined wrong decision probability of 0.02%.  If the fail cases are ≤12, it is allowed to repeat the fail cases 1 time before the final verdict.
7.6
Intermodulation characteristics

7.6.1
Definition and applicability

Third and higher order mixing of the two interfering RF signals can produce an interfering signal in the band of the desired channel. Intermodulation response rejection is a measure of the capability of the receiver to receiver a wanted signal on its assigned channel frequency in the presence of two or more interfering signals which have a specific frequency relationship to the wanted signal. In case of multiple carrier receivers only interfering signals outside the used bandwidth for wanted signals shall be applied. If the receiver supports multiple values of used bandwidth, see 4.8, it shall be tested in the modes of minumum used bandwidth and of maximum used bandwidth.
7.6.2
Minimum Requirement

The intermodulation performance shall be met when the following signals are applied to the receiver.

Table 7.5(a): Interferer signals for intermodulation performance requirement

	Operating Band
	Type of Signal
	Offset
	Signal mean power

	
	
	
	Wide Area BS
	Medium Range BS
	Local Area BS

	I, II, III
	Wanted signal
	-
	-115 dBm 
	‑105 dBm
	-101 dBm

	
	CW signal
	10 MHz
	-48 dBm
	-44 dBm
	-38 dBm

	
	WCDMA signal *
	20 MHz
	-48 dBm
	-44 dBm
	-38 dBm

	Note *:
The characteristics of the W-CDMA interference signal are specified in Annex I.


Table 7.5(b): Narrowband intermodulation performance requirement

	Operating band
	Type of Signal
	Offset
	Signal mean power

	
	
	
	Wide Area BS
	Medium Range BS
	Local Area BS

	II, III
	Wanted signal
	-
	-115 dBm
	‑105 dBm
	-101 dBm

	
	CW signal
	3.5 MHz
	- 47 dBm
	- 43 dBm
	-37 dBm

	
	GMSK modulated*
	5.9 MHz
	- 47 dBm
	- 43 dBm
	-37 dBm

	* GMSK as defined in TS 45.004 [12].


The BER for wanted signal shall not exceed 0,001 for the parameters specified in table 7.5.

The normative reference for this requirement is in TS 25.104 [1] subclause 7.6

7.6.3
Test purpose

The test purpose is to verify the ability of the BS receiver to inhibit the generation of intermodulation products in its non-linear elements caused by the presence of two high-level interfering signals at frequencies with a specific relationship to the frequency of the wanted signal.
7.6.4
Method of test

7.6.4.1
Initial conditions

Test environment: 


normal; see subclause 4.4.1.

RF channels to be tested: 
B, M and T; see subclause 4.8. In case of multiple carrier receivers only interfering signals outside the used bandwidth for wanted signals shall be applied. If the receiver supports multiple values of used bandwidth, see 4.8, it shall be tested in the modes of minumum used bandwidth and of maximum used bandwidth.
1)
Set-up the equipment as shown in annex B.

7.6.4.2
Procedures

1)
Generate the wanted signal (reference signal) and adjust ATT1 to set the signal level to the BS under test to the level specified in table 7.5A.

2)
Adjust the signal generators to the type of interfering signals and the frequency offsets as specified in Tables 7.5A(a) and 7.5A(b). Note that the GMSK modulated interfering signal shall have an ACLR of at least 72 dB in order to eliminate the impact of interference signal adjacent channel leakage power on the intermodulation characteristics measurement.
3)
Adjust the ATT2 and ATT3 to obtain the specified level of interference signal at the BS input.

4)
Measure the BER

5)
Repeat the whole test for the port which was terminated.
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