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1. Introduction

In the last RAN4 meeting, simulation assumptions for CQI test under AWGN with CLTD for Rx-diversity capable UE were agreed. The assumptions are the same as those used for single antenna terminals [1]. This document presents simulation results for it.

2. Simulation results

Probability of reported CQI that falls within the range between median-2 and median+2 and BLER of median CQI are simulated. Simulation results of the probability are summarized in Table 1. BLER of median CQI is listed in Table 2.

Table 1 Probability within the range between median-2 and median+2 CQI
	G factor [dB]
	HS-PDSCH

Ec/Ior [dB]
	Simulation results without implementation margin:

Probability within the range 

between median-2 and median+2 CQI [%]

	0
	-3
	99.55

	5
	-3
	99.62

	10
	-3
	99.61


 Table 2
 Median CQI BLER performance
	G factor [dB]
	HS-PDSCH Ec/Ior [dB]
	Simulation results without implementation margin

	
	
	Median-1 BLER
	Median BLER
	Median+2 BLER

	0
	-3
	<0.001
	<0.001
	1.0

	5
	-3
	< 0.001
	0.002
	1.0

	10
	-3
	< 0.001
	0.013
	1.0


3. Conclusion

Simulation results for CQI AWGN test with CLTD for Rx-diversity capable UE were presented.
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