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In this document Ericssons results for HSDPA with Rx diversity, including implementation margins

The results are summarized in Table 1. Simulation results without implementation margin are also given for comparison purpose.
Table 1: Results with and without implementation margin for FRC QPSK  H-set 3 with Rx-diversity and Ior/Ioc=0dB

	Propagation

conditions
	HS-PDSCH

Ec/Ior [dB]
	Throughput

	
	
	Without implementation margin
	With implementation margin

	PA3
	-6
	733
	679

	
	-3
	1178
	1110

	VA30
	-6
	616
	542

	
	-3
	1022
	894

	VA120
	-6
	570
	522

	
	-3
	907
	836

	PB3
	-6
	614
	520

	
	-3
	1043
	873


Table 2: Results with and without implementation margin for FRC QPSK  H-set 3 with Rx-diversity and Ior/Ioc=10dB

	Propagation

conditions
	HS-PDSCH

Ec/Ior [dB]
	Throughput

	
	
	Without implementation margin
	With implementation margin

	PA3
	-12
	1076
	848

	
	-9
	1375
	1247

	VA30
	-9
	747
	635

	
	-6
	1203
	1036

	VA120
	-9
	625
	573

	
	-6
	1037
	930

	PB3
	-9
	757
	629

	
	-6
	1252
	1023


Table 2: Results with and without implementation margin for FRC 16QAM  H-set 3 with Rx-diversity and Ior/Ioc=10dB

	Propagation

conditions
	HS-PDSCH

Ec/Ior [dB]
	Throughput

	
	
	Without implementation margin
	With implementation margin

	PA3
	-9
	1432
	1047

	
	-6
	1908
	1635

	VA30
	-6
	1077
	905

	
	-3
	1582
	1356

	VA120
	-6
	940
	835

	
	-3
	1352
	1210

	PB3
	-6
	1081
	904

	
	-3
	1584
	1312








