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6.6.3.2.1.2
Spurious emissions (Category B)

The following requirements shall be met in cases where Category B limits for spurious emissions, as defined in ITU-R Recommendation SM.329-8 [6], are applied.

The power of any spurious emission shall not exceed the maximum levels given in Table 6.30.

Table 6.30: BS Mandatory spurious emissions limits, Category B

	Band
	Maximum level
	Measurement bandwidth
	Note

	9 kHz – 150 kHz
	-36 dBm
	1 kHz 
	Bandwidth as in ITU-R SM.329-8, s4.1

	150 kHz – 30 MHz
	-36 dBm
	10 kHz
	Bandwidth as in ITU-R SM.329-8, s4.1

	30 MHz – 1 GHz
	-36 dBm
	100 kHz
	Bandwidth as in ITU-R SM.329-8, s4.1

	1 GHz
 –
 Fl - 10 MHz

	-30 dBm
	1 MHz
	Bandwidth as in 
ITU-R SM.329-8, s4.1

	




	
	
	

	Fl -10 MHz 

– 
Fu +10 MHz


	-15 dBm
	1 MHz
	Specification in accordance with
ITU-R SM.329-8, s4.3 and Annex 7

	


	
	
	

	Fu + 10 MHz

 –
 12,75 GHz
	-30 dBm
	1 MHz
	Bandwidth as in ITU-R SM.329-8, s4.1. Upper frequency as in ITU-R SM.329-8, s2.5 table 1




Fl  : Lower frequency of the band in which TDD operates

Fu : Upper frequency of the band in which TDD operates 

The normative reference for this requirement is TS 25.105 [1] subclause 6.6.3.1.2.1.
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