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1.
Introduction

At the RAN#35 meeting, a new work item proposal for UMTS2300 was approved [1]. The purpose of the work item is to update the UMTS specifications to include support for the 2300 MHz band (WCS band) in the US (ITU Region 2): 
A Block:
2305 MHz - 2310 MHz (TDD; FDD UE transmit + Node B receive)




2350 MHz - 2355 MHz  (TDD; FDD Node B transmit + UE receive)
B Block:
2310 MHz - 2315 MHz (TDD; FDD UE transmit + Node B receive)




2355 MHz - 2360 MHz  (TDD; FDD Node B transmit + UE receive)
C Block:
2315 - 2320 MHz (TDD)

D Block:
2345 - 2350 MHz (TDD)

In this document, we make proposals on FDD band number and channel arrangement for UMTS2300 (A Block and B Block) based on the current band plan mentioned in [1]. Here the proposals are to denote UMTS2300 as Band XIV, and use the UARFCN values prior to those used for Band V and VI [2], in order to leave some flexibility to adjust the channel arrangement proposed for Band XII and Band XIII in [3].
2.
Proposals
2.1
Frequency band

a)
UTRA/FDD is designed to operate in the following paired bands:

Table 2.1: UTRA FDD frequency bands

	Operating Band
	UL Frequencies

UE transmit, Node B receive
	DL frequencies

UE receive, Node B transmit

	XIV
	2305 - 2315 MHz
	2350 -2360 MHz


b)
Deployment in other frequency bands is not precluded 

2.2
Channel arrangement

2.2.1
Channel number

The carrier frequency is designated by the UTRA Absolute Radio Frequency Channel Number (UARFCN). For Band XIV, the UARFCN values are defined as follows:

Uplink:
NU = 5 * (FUL - FUL_Offset),
for the carrier frequency range FUL_low FUL  FUL_high
Downlink:
ND = 5 * (FDL - FDL_Offset),
for the carrier frequency range FDL_low FDL  FDL_high
For Band XIV, FUL_Offset, FUL_low FUL_high, FDL_Offset,, FDL_lowand FDL_high are defined in Table 2.2 for the general UARFCN. For the additional UARFCN, FUL_Offset, FDL_Offset and the specific FUL and FDL are defined in Table 2.2A.
Table 2.2: UARFCN definition (general)
	Band
	UPLINK (UL)

UE transmit, Node B receive
	DOWNLINK (DL)

UE receive, Node B transmit

	
	UARFCN formula offset

FUL_Offset [MHz]
	Carrier frequency (FUL) range [MHz] 
	UARFCN formula offset

FDL_Offset [MHz]
	Carrier frequency (FDL) range [MHz]

	
	
	FUL_low
	FUL_high
	
	FDL_low
	FDL_high

	XIV
	1515
	2307.4
	2312.6
	1515
	2352.4
	2357.6


Table 2.2A: UARFCN definition (additional channels)

	Band
	UPLINK (UL)

UE transmit, Node B receive
	DOWNLINK (DL)

UE receive, Node B transmit

	
	UARFCN formula offset

FUL_Offset [MHz]
	Carrier frequency [MHz]

(FUL)
	UARFCN formula offset

FDL_Offset [MHz]
	Carrier frequency [MHz]

(FDL)

	XIV
	1515.1
	2307.5, 2312.5
	1515.1
	2352.5, 2357.5


6.1.1.2
UARFCN

The following UARFCN range shall be supported for Band XIV.
Table 2.3: UTRA Absolute Radio Frequency Channel Number

	Band
	Uplink (UL)

UE transmit, Node B receive
	Downlink (DL)

UE receive, Node B transmit

	
	General
	Additional
	General
	Additional

	XIV
	3962 to 3988
	4012, 4037
	4187 to 4213
	4237, 4262


6.1.2
List of UARFCN used for UTRA FDD
The UARFCN numbering scheme detailed the specification is summarized for information in Table 6.3. The table shows the UARFCN assigned to all UTRA FDD operating bands, starting with the lowest UARFCN and continuing up to the highest one assigned. 

Each band may have two table entries, one for the "general" numbers and one for the "additional" ones. The entries in Table 6.3 are explained as follows:

Band range: The size of the frequency range for the UTRA FDD band specified.

Range res.: The size of the frequency range corresponding to the UARFCN range that has been "reserved" in 3GPP for possible future extensions of the band.

Formula offset: The offset parameter (FUL_Offset or FDL_Offset) in the formula, used to calculate the UARFCN.

Assigned/reserved: Indicates the significance of the UARFCN and corresponding frequencies listed as follows:

Start res.
 Start of the UARFCN range reserved for the band.

Min.
The lowest UARFCN assigned to the band.

Max.
The highest UARFCN assigned to the band.
End res.
End of the UARFCN range reserved for the band.

NU, ND: Uplink and downlink UARFCN.

FUL, FDL: Corresponding uplink and downlink frequencies.

(Add.): Refers to the additional UARFCN (on the 100 kHz raster).

Note that bands V and VI are shown with common entries in Table 6.3, since their UARFCN ranges are completely overlapping.

Table 6.3: UARFCN used for the UTRA FDD bands
	
	
	
	Uplink UARFCN
	Downlink UARFCN

	UTRA FDD Band
	Band range [MHz]
	Range res. [MHz]
	Formula offset FUL_Offset
[MHz]
	Assigned/Reserved
	NU
	FUL [MHz]
	Formula offset FDL_Offset
[MHz]
	Assigned/Reserved
	ND
	FDL [MHz]

	II

(Add.)
	2x60
	2x60
	1850.1
	Start res.
	0
	1850.1
	1850.1
	Start res.
	400
	1930.1

	
	
	
	
	Min.
	12
	1852.5
	
	Min.
	412
	1932.5

	
	
	
	
	Max.
	287
	1907.5
	
	Max.
	687
	1987.5

	
	
	
	
	End res.
	299
	1909.9
	
	End res.
	699
	1989.9

	V 
and 
VI

(Add.)
	2x25 (V)

2x10 (VI)
	2x45
	670.1
	Start res.
	700
	810.1
	670.1
	Start res.
	925
	855.1

	
	
	
	
	Min. (V)
	782
	826.5
	
	Min. (V)
	1007
	871.5

	
	
	
	
	Min. (VI)
	812
	832.5
	
	Min. (VI)
	1037
	877.5

	
	
	
	
	Max. (VI)
	837
	837.5
	
	Max. (VI)
	1062
	882.5

	
	
	
	
	Max. (V)
	862
	842.5
	
	Max. (V)
	1087
	887.5

	
	
	
	
	End res.
	924
	854.9
	
	End res.
	1149
	899.9

	III
	2x75
	2x75
	1525
	Start res.
	925
	1710.0
	1575
	Start res.
	1150
	1805.0

	
	
	
	
	Min.
	937
	1712.4
	
	Min.
	1162
	1807.4

	
	
	
	
	Max.
	1288
	1782.6
	
	Max.
	1513
	1877.6

	
	
	
	
	End res.
	1299
	1784.8
	
	End res.
	1524
	1879.8

	IV
	2x45
	2x70
	1450
	Start res.
	1300
	1710.0
	1805
	Start res.
	1525
	2110.0

	
	
	
	
	Min.
	1312
	1712.4
	
	Min.
	1537
	2112.4

	
	
	
	
	Max.
	1513
	1752.6
	
	Max.
	1738
	2152.6

	
	
	
	
	End res.
	1649
	1779.8
	
	End res.
	1874
	2179.8

	IV
(Add.)
	2x45
	2x70
	1380.1
	Start res.
	1650
	1710.1
	1735.1
	Start res.
	1875
	2110.1

	
	
	
	
	Min.
	1662
	1712.5
	
	Min.
	1887
	2112.5

	
	
	
	
	Max.
	1862
	1752.5
	
	Max.
	2087
	2152.5

	
	
	
	
	End res.
	1999
	1779.9
	
	End res.
	2224
	2179.9

	VII
	2x70
	2x70
	2100
	Start res.
	2000
	2500.0
	2175
	Start res.
	2225
	2620.0

	
	
	
	
	Min.
	2012
	2502.4
	
	Min.
	2237
	2622.4

	
	
	
	
	Max.
	2338
	2567.6
	
	Max.
	2563
	2687.6

	
	
	
	
	End res.
	2349
	2569.8
	
	End res.
	2574
	2689.8

	VII
(Add.)
	2x70
	2x70
	2030.1
	Start res.
	2350
	2500.1
	2105.1
	Start res.
	2575
	2620.1

	
	
	
	
	Min.
	2362
	2502.5
	
	Min.
	2587
	2622.5

	
	
	
	
	Max.
	2687
	2567.5
	
	Max.
	2912
	2687.5

	
	
	
	
	End res.
	2699
	2569.9
	
	End res.
	2924
	2689.9

	VIII
	2x35
	2x35
	340
	Start res.
	2700
	880.0
	340
	Start res.
	2925
	925.0

	
	
	
	
	Min.
	2712
	882.4
	
	Min.
	2937
	927.4

	
	
	
	
	Max.
	2863
	912.6
	
	Max.
	3088
	957.6

	
	
	
	
	End res.
	2874
	914.8
	
	End res.
	3099
	959.8

	X
	2x60
	2x60
	1135
	Start res.
	2875
	1710.0
	1490
	Start res.
	3100
	2110.0

	
	
	
	
	Min.
	2887
	1712.4
	
	Min.
	3112
	2112.4

	
	
	
	
	Max.
	3163
	1767.6
	
	Max.
	3388
	2167.6

	
	
	
	
	End res.
	3174
	1769.8
	
	End res.
	3399
	2169.8

	X
(Add.)
	2x60
	2x60
	1075.1
	Start res.
	3175
	1710.1
	1430.1
	Start res.
	3400
	2110.1

	
	
	
	
	Min.
	3187
	1712.5
	
	Min.
	3412
	2112.5

	
	
	
	
	Max.
	3462
	1767.5
	
	Max.
	3687
	2167.5

	
	
	
	
	End res.
	3474
	1769.9
	
	End res.
	3699
	2169.9

	XI
	2x25
	2x25
	733
	Start res.
	3475
	1428.0 
	736
	Start res.
	3700
	1476.0

	
	
	
	
	Min.
	3487
	1430.4 
	
	Min.
	3712
	1478.4 

	
	
	
	
	Max.
	3587
	1450.4 
	
	Max.
	3812
	1498.4 

	
	
	
	
	End res.
	3599
	1452.8
	
	End res.
	3824
	1500.8

	XII
	2x18
	2x18
	-22
	Start res.
	3600
	698.0 
	-37
	Start res.
	3825
	728.0

	
	
	
	
	Min.
	3612
	700.4 
	
	Min.
	3837
	730.4 

	
	
	
	
	Max.
	3678
	713.6 
	
	Max.
	3903
	743.6 

	
	
	
	
	End res.
	3689
	715.8
	
	End res.
	3914
	745.8

	XIII
	2x15
	2x15
	39
	Start res.
	3690
	777.0 
	-36
	Start res.
	3915
	747.0

	
	
	
	
	Min.
	3702
	779.4 
	
	Min.
	3927
	749.4 

	
	
	
	
	Max.
	3753
	789.6 
	
	Max.
	3978
	759.6 

	
	
	
	
	End res.
	3764
	791.8
	
	End res.
	3989
	761.8

	XIII

(Add.)
	2x15
	2x15
	24.1
	Start res.
	3765
	777.1 
	-50.9
	Start res.
	3990
	747.1

	
	
	
	
	Min.
	3777
	779.5 
	
	Min.
	4002
	749.5 

	
	
	
	
	Max.
	3827
	789.5 
	
	Max.
	4052
	759.5 

	
	
	
	
	End res.
	3839
	791.9
	
	End res.
	4064
	761.9

	XIV
	2x10
	2x10
	1515
	Start res.
	3950
	2305.0 
	1515
	Start res.
	4175
	2350.0

	
	
	
	
	Min.
	3962
	2307.4 
	
	Min.
	4187
	2352.4 

	
	
	
	
	Max.
	3988
	2312.6 
	
	Max.
	4213
	2357.6 

	
	
	
	
	End res.
	3999
	2314.8
	
	End res.
	4224
	2359.8

	XIV

(Add.)
	2x10
	2x10
	1505.1
	Start res.
	4000
	2305.1 
	1505.1
	Start res.
	4225
	2350.1

	
	
	
	
	Min.
	4012
	2307.5 
	
	Min.
	4237
	2352.5 

	
	
	
	
	Max.
	4037
	2312.5 
	
	Max.
	4262
	2357.5 

	
	
	
	
	End res.
	4049
	2314.9
	
	End res.
	4274
	2359.9

	V 
and 
VI
	2x25 (V)

2x10 (VI)
	2x45
	0
	Start res.
	4050
	810.0
	0
	Start res.
	4275
	855.0

	
	
	
	
	Min. (V)
	4132
	826.4
	
	Min. (V)
	4357
	871.4

	
	
	
	
	Min. (VI)
	4162
	832.4
	
	Min. (VI)
	4387
	877.4

	
	
	
	
	Max. (VI)
	4188
	837.6
	
	Max. (VI)
	4413
	882.6

	
	
	
	
	Max. (V)
	4233
	846.6
	
	Max. (V)
	4458
	891.6

	
	
	
	
	End res.
	4274
	854.8
	
	End res.
	4499
	899.8

	IX
	2x45
	2x75
	0
	Start res.
	8550
	1710.0
	0
	Start res.
	9025
	1805.0

	
	
	
	
	Min.
	8762
	1752.4
	
	Min.
	9237
	1847.4

	
	
	
	
	Max.
	8912
	1782.4
	
	Max.
	9387
	1877.4

	
	
	
	
	End res.
	8924
	1784.8
	
	End res.
	9399
	1879.8

	II
	2x60
	2x60
	0
	Start res.
	9250
	1850.0
	0
	Start res.
	9650
	1930.0

	
	
	
	
	Min.
	9262
	1852.4
	
	Min.
	9662
	1932.4

	
	
	
	
	Max.
	9538
	1907.6
	
	Max.
	9938
	1987.6

	
	
	
	
	End res.
	9549
	1909.8
	
	End res.
	9949
	1989.8

	I
	2x60
	2x60
	0
	Start res.
	9600
	1920.0
	0
	Start res.
	10550
	2110.0

	
	
	
	
	Min.
	9612
	1922.4
	
	Min.
	10562
	2112.4

	
	
	
	
	Max.
	9888
	1977.6
	
	Max.
	10838
	2167.6

	
	
	
	
	End res.
	9899
	1979.8
	
	End res.
	10849
	2169.8


<End of text proposal>
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