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Background and discussion
An operating band unwanted emission limit for E-UTRA BS is agreed and documented in TR 36.804 [1]. The attached text proposal is based on the agreed limits that have the following main characteristics:

· They are defined from 10 MHz below to 10 MHz above the BS Transmitter operating band. The parts of the limits that are in the spurious domain are consistent with limits in ITU-R SM.329.
· The limits apply for both single and multicarrier BS.

· The limits are common for channel bandwidths ≥5 MHz, but with separate set of limits for the channel bandwidths <5 MHz.

· FCC requirements are defined as Additional limits that may apply in certain regions.

The attached text proposal is a revision of [2], where the definitions of frequency offset variables are clarified for multicarrier BS and the application of FCC requirements is moderated.
Proposal

It is proposed that the attached text proposal for Operating band unwanted emissions is approved for inclusion in TS 36.104.
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3.2
Symbols

For the purposes of the present document, the following symbols apply:

BWChannel
Channel bandwidth

f
Frequency




(f
Separation between the carrier edge frequency and the nominal -3dB point of the measuring filter closest to the carrier frequency

(fmax 
The largest value of (f used for defining the requirement
FC
Carrier centre frequency

f_offset 
Separation between the carrier edge frequency and the centre of the measuring filter
f_offsetmax 
The maximum value of f_offset used for defining the requirement
FDL_low
The lowest frequency of the downlink operating band

FDL_high
The highest frequency of the downlink operating band

FUL_low
The lowest frequency of the uplink operating band

FUL_high
The highest frequency of the uplink operating band

PREFSENS
Reference Sensitivity power level

6.6.3
Operating band unwanted emissions
The Operating band unwanted emission limits are defined from 10 MHz below the lowest frequency of the BS transmitter operating band up to 10 MHz above the highest frequency of the BS transmitter operating band. 
6.6.3.1
Minimum requirement
The requirements shall apply whatever the type of transmitter considered (single carrier or multi-carrier) and for all transmission modes foreseen by the manufacturer's specification. 
The Additional operating band unwanted emission limits defined in Tables 6.6.3‑11 and 6.6.3‑12 below may be mandatory in certain regions. In other regions it may not apply.
The unwanted emission limits in the part of the operating band that falls in the spurious domain are consistent with ITU-R Recommendation SM.329 [2]. 
Emissions shall not exceed the maximum levels specified in the tables below, where:

-
(f is the separation between the carrier edge frequency and the nominal -3dB point of the measuring filter closest to the carrier frequency.

-
f_offset is the separation between the carrier edge frequency and the centre of the measuring filter.

-
f_offsetmax is the offset to the frequency 10 MHz outside the BS transmitter operating band.

-
(fmax is equal to f_offsetmax minus half of the bandwidth of the measuring filter.

For a multicarrier E-UTRA BS the definitions above apply to the lower edge of the carrier transmitted at the lowest carrier frequency and the higher edge of the carrier transmitted at the highest carrier frequency.
<Editor’s note:  Need to define carrier edge clearly in the figure in 5.1.>
For E-UTRA BS operating in Bands 5, 6, 8, emissions shall not exceed the maximum levels specified in Tables 6.6.3-1 to 6.6.3-5:

Table 6.6.3-1: General operating band unwanted emission limits for 1.4 MHz channel bandwidth (E-UTRA bands <1GHz)
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 1.4 MHz
	0.05 MHz ( f_offset < 1.45 MHz
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	100 kHz 

	1.4 MHz ( (f < 2.8 MHz
	1.45 MHz ( f_offset < 2.85 MHz
	-11 dBm
	100 kHz 

	2.8 MHz ( (f ( (fmax
	2.85 MHz ( f_offset < f_offsetmax 
	-16 dBm
	100 kHz 


Table 6.6.3-2: General operating band unwanted emission limits for 1.6 MHz channel bandwidth (E-UTRA bands <1GHz)
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 1.6 MHz
	0.05 MHz ( f_offset < 1.65 MHz
	
[image: image2.wmf]dB

MHz

offset

f

dBm

÷

ø

ö

ç

è

æ

-

×

-

-

05

.

0

_

6

.

1

10

2


	100 kHz 

	1.6 MHz ( (f < 3.2 MHz
	1.65 MHz ( f_offset < 3.25 MHz
	-12 dBm
	100 kHz 

	3.2 MHz ( (f ( (fmax
	3.25 MHz ( f_offset < f_offsetmax 
	-16 dBm
	100 kHz 


Table 6.6.3-3: General operating band unwanted emission limits for 3 MHz channel bandwidth (E-UTRA bands <1GHz)
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 3 MHz
	0.05 MHz ( f_offset < 3.05 MHz
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	100 kHz 

	3 MHz ( (f < 6 MHz
	3.05 MHz ( f_offset < 6.05 MHz
	-15 dBm
	100 kHz 

	6 MHz ( (f ( (fmax
	6.05 MHz ( f_offset < f_offsetmax 
	-16 dBm
	100 kHz 


Table 6.6.3-4: General operating band unwanted emission limits for 3.2 MHz channel bandwidth (E-UTRA bands <1GHz)
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 3.2 MHz
	0.05 MHz ( f_offset < 3.25 MHz
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	100 kHz 

	3.2 MHz ( (f < 6.4 MHz
	3.25 MHz ( f_offset < 6.45 MHz
	-15.5 dBm
	100 kHz 

	6.4 MHz ( (f ( (fmax
	6.45 MHz ( f_offset < f_offsetmax 
	-16 dBm
	100 kHz 


Table 6.6.3-5: General operating band unwanted emission limits for 5, 10, 15 and 20 MHz channel bandwidth (E-UTRA bands <1GHz)
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 5 MHz
	0.05 MHz ( f_offset < 5.05 MHz
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	100 kHz 

	5 MHz ( (f < 10 MHz
	5.05 MHz ( f_offset < 10.05 MHz
	-14 dBm
	100 kHz 

	10 MHz ( (f ( (fmax
	10.05 MHz ( f_offset < f_offsetmax 
	-16 dBm
	100 kHz 


For E-UTRA BS operating in Bands 1, 2, 3, 4, 7, 9, 10, 11, 33, 34, 35, 36, 37, 38, emissions shall not exceed the maximum levels specified in Tables 6.6.3-6 to 6.6.3-10:

Table 6.6.3-6: General operating band unwanted emission limits for 1.4 MHz channel bandwidth (E-UTRA bands >1GHz)
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 1.4 MHz
	0.05 MHz ( f_offset < 1.45 MHz
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	100 kHz 

	1.4 MHz ( (f < 2.8 MHz
	1.45 MHz ( f_offset < 2.85 MHz
	-11 dBm
	100 kHz 

	2.8 MHz ( (f ( (fmax
	3.3 MHz ( f_offset < f_offsetmax 
	-15 dBm
	1MHz


Table 6.6.3-7: General operating band unwanted emission limits for 1.6 MHz channel bandwidth (E-UTRA bands >1GHz)
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 1.6 MHz
	0.05 MHz ( f_offset < 1.65 MHz
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	100 kHz 

	1.6 MHz ( (f < 3.2 MHz
	1.65 MHz ( f_offset < 3.25 MHz
	-12 dBm
	100 kHz 

	3.2 MHz ( (f ( (fmax
	3.7 MHz ( f_offset < f_offsetmax 
	-15 dBm
	1MHz


Table 6.6.3-8: General operating band unwanted emission limits for 3 MHz channel bandwidth (E-UTRA bands >1GHz)
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 3 MHz
	0.05 MHz ( f_offset < 3.05 MHz
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	100 kHz 

	3 MHz ( (f < 6 MHz
	3.05 MHz ( f_offset < 6.05 MHz
	-15 dBm
	100 kHz 

	6 MHz ( (f ( (fmax
	6.5 MHz ( f_offset < f_offsetmax 
	-15 dBm
	1MHz


Table 6.6.3-9: General operating band unwanted emission limits for 3.2 MHz channel bandwidth (E-UTRA bands >1GHz)
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 3.2 MHz
	0.05 MHz ( f_offset < 3.25 MHz
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	100 kHz 

	3.2 MHz ( (f < 6.4 MHz
	3.25 MHz ( f_offset < 6.45 MHz
	-15.5 dBm
	100 kHz 

	6.4 MHz ( (f ( (fmax
	6.9 MHz ( f_offset < f_offsetmax 
	-15 dBm
	1MHz


Table 6.6.3-10: General operating band unwanted emission limits for 5, 10, 15 and 20 MHz channel bandwidth (E-UTRA bands >1GHz)
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 5 MHz
	0.05 MHz ( f_offset < 5.05 MHz
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	100 kHz 

	5 MHz ( (f < 10 MHz
	5.05 MHz ( f_offset < 10.05 MHz
	-14 dBm
	100 kHz 

	10 MHz ( (f ( (fmax
	10.5 MHz ( f_offset < f_offsetmax 
	-15 dBm
	1MHz 


In certain regions the following requirement may apply. For E-UTRA BS operating in Bands 5, 6, emissions shall not exceed the maximum levels specified in Tables 6.6.3-11.
Table 6.6.3-11: Additional operating band unwanted emission limits for E-UTRA bands <1GHz
	Channel bandwidth
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	1.4 MHz
	0 MHz ( (f < 1 MHz
	0.005 MHz ( f_offset < 0.995 MHz
	-14 dBm
	10 kHz 

	1.6 MHz
	0 MHz ( (f < 1 MHz
	0.005 MHz ( f_offset < 0.995 MHz
	-15 dBm
	10 kHz 

	3 MHz
	0 MHz ( (f < 1 MHz
	0.015 MHz ( f_offset < 0.985 MHz
	-13 dBm
	30 kHz 

	3.2 MHz
	0 MHz ( (f < 1 MHz
	0.015 MHz ( f_offset < 0.985 MHz
	-13 dBm
	30 kHz 

	5 MHz
	0 MHz ( (f < 1 MHz
	0.015 MHz ( f_offset < 0.985 MHz
	-15 dBm
	30 kHz 

	10 MHz
	0 MHz ( (f < 1 MHz
	0.05 MHz ( f_offset < 0.95 MHz
	-13 dBm
	100 kHz 

	15 MHz
	0 MHz ( (f < 1 MHz
	0.05 MHz ( f_offset < 0.95 MHz
	-16 dBm
	100 kHz 

	20 MHz
	0 MHz ( (f < 1 MHz
	0.05 MHz ( f_offset < 0.95 MHz
	-16 dBm
	100 kHz 

	1.4 MHz

1.6 MHz

3 MHz

3.2 MHz

5 MHz

10 MHz

15 MHz

20 MHz
	1 MHz ( (f < (fmax 
	1.5 MHz ( f_offset < f_offsetmax 
	-13 dBm
	100 kHz


In certain regions the following requirement may apply. For E-UTRA BS operating in Bands 2, 4, 10, 35, 36, 37, emissions shall not exceed the maximum levels specified in Table 6.6.3-12.
Table 6.6.3-12: Additional operating band unwanted emission limits for E-UTRA bands>1GHz
	Channel bandwidth
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	1.4 MHz
	0 MHz ( (f < 1 MHz
	0.005 MHz ( f_offset < 0.995 MHz
	-14 dBm
	10 kHz 

	1.6 MHz
	0 MHz ( (f < 1 MHz
	0.005 MHz ( f_offset < 0.995 MHz
	-15 dBm
	10 kHz 

	3 MHz
	0 MHz ( (f < 1 MHz
	0.015 MHz ( f_offset < 0.985 MHz
	-13 dBm
	30 kHz 

	3.2 MHz
	0 MHz ( (f < 1 MHz
	0.015 MHz ( f_offset < 0.985 MHz
	-13 dBm
	30 kHz 

	5 MHz
	0 MHz ( (f < 1 MHz
	0.015 MHz ( f_offset < 0.985 MHz
	-15 dBm
	30 kHz 

	10 MHz
	0 MHz ( (f < 1 MHz
	0.05 MHz ( f_offset < 0.95 MHz
	-13 dBm
	100 kHz 

	15 MHz
	0 MHz ( (f < 1 MHz
	0.05 MHz ( f_offset < 0.95 MHz
	-15 dBm
	100 kHz 

	20 MHz
	0 MHz ( (f < 1 MHz
	0.05 MHz ( f_offset < 0.95 MHz
	-16 dBm
	100 kHz 

	1.4 MHz

1.6 MHz

3 MHz

3.2 MHz

5 MHz

10 MHz

15 MHz

20 MHz
	1 MHz ( (f < (fmax 
	1.5 MHz ( f_offset < f_offsetmax 
	-13 dBm
	1 MHz


NOTE 1:
As a general rule for the requirements in Tables 6.6.3-1 to 6.6.3-12, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. However, to improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth can be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.
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