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1 Introduction
Attached document contains text proposals on RX sections for TS36.101.

7.1
General
7.2
Diversity characteristics
7.3
Reference sensitivity power level
7.3.1
Minimum requirements (QPSK)
7.3.2
Maximum Sensitivity Reduction (MSR)
7.4
Maximum input level
7.4.1
Minimum requirements
7.5
Adjacent Channel Selectivity (ACS) – not included, separate text proposal approved in R4-071933
7.5.1
Minimum requirements – not included, separate text proposal approved in R4-071933
7.6
Blocking characteristics
7.6.1
In-band blocking
7.6.1.1
Minimum requirements
7.6.2
Out of-band blocking
7.6.2.1
Minimum requirements
7.6.3
Narrow band blocking
7.6.3.1
Minimum requirements
7.7
Spurious response
7.7.1
Minimum requirements
7.8
Intermodulation characteristics
7.8.1
Wide band Intermodulation
7.8.1.1
Minimum requirements
7.8.2
Narrow band Intermodulation
7.8.2.1
Minimum requirements
7.9
Spurious emissions
7.9.1
Minimum requirements
The changes when compared to earlier proposal in R4-072009 are:

1.) Notes in RX requirements regarding UEs having limited capability to receive the RBs in each band width option removed as based on RAN1 decision all UEs will capable of supporting full band RX operations.

“For UE(s) which support a maximum sub-set of 
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 sub-carriers, Rav should be the average measured across the full number of 
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 specified for that channel bandwidth.”
2 Conclusion
It is proposed that attached text proposal is included into the TS36.101.
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