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1. Introduction

In RAN#39 meeting, the SI Home NodeB (HNB) was closed for RAN4 and the WI on FDD Home NodeB RF requirements [1] was agreed. The changes with respect to the current definition of Local Area BS are identified as the output of SI [2]. In this contribution, we analyse the additional impact of HNB on TS 25.104 and TS 25.141 when HNB is introduced the two specifications.
2. Discussion

2.1 The impact on TS 25.104
In 25.104, the performance requirements are defined under different propagation conditions. The multi-path fading conditions are used for the test of the BS performance requirement but case 4 only apply for Wide Area BS. However, some of the channel conditions are not appropriate for HNB. Based on SI conclusions [2], HNB can support UE speeds up to 30km/h and HNB cell radius is considered to be 50m. So the following impact on 25.104 is identified.
· Though in case 2 the supported speed is low and less than 30km/h, the corresponding distance between two relative delay taps is far more than the HNB cell radius. So the performance requirement defined for case 2 doesn’t apply HNB.

· UE speed supported by case 3 is far more than the requirement for HNB. So the performance requirement defined for case 3 doesn’t apply HNB.

.2.2 The impact on TS 25.141

One of WI task is to update the test specification TS 25.141 for HNB accordingly. Based on analysis in section 2.1, the performance requirements in case 2 and case3 shouldn’t be tested for HNB. 
2.3 Summary on the impact on TS 25.104/25.141
Table 1 Required Changes in TS 25.104

	Section
	Requirement
	Discussion / Required Changes in TS 25.104 (V8.2.0)

	8.3.2
	Multipath fading Case 2
	The performance requirement doesn’t apply HNB

	8.3.3
	Multipath fading Case 3
	The performance requirement doesn’t apply HNB


Table 2 Required Changes in TS 25.141
	Section
	Requirement
	Discussion / Required Changes in TS 25.141 (V8.2.0)

	8.3.2
	Multipath fading Case 2
	The performance requirement doesn’t be tested for HNB

	8.3.3
	Multipath fading Case 3
	The performance requirement doesn’t be tested for HNB


3. Conclusion

In this contribution, we summary the changes about the performance requirement addressed in RAN4 specification 25.104 and 25.141.
4. Reference
[1] RP-080234  FDD Home NodeB RF requirements
[2] 25.820 v8.0.0
[3] 25.104 v8.2.0
[4] 25.141 v8.2.0
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