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1. Introduction 
This contribution summarizes the changes agreed in TSG-RAN WG4 Meetings #46bis and #47 to TS36.133v8.1.0.
The following TPs agreed at TSG-RAN WG4 Meetings #46bis are included in the update to TS36.133v8.1.0
· R4-080831, Text Proposal for Idle reselection in 36.133, Nokia, Nokia Siemens Network, Ericsson
Note: this TP was incorrectly implemented into the TS36.133v8.1.0bis version and subsequently corrected by the TP in R4-081147 at TSG-RAN WG4 Meetings #47
· R4-080832, TP for UE RSRP Accuracy Requirements, Nokia, Nokia Siemens Networks

· R4-080837,Text proposal for handover execution performance requirements from E-UTRAN to UTRA, Nokia, Nokia Siemens Networks

· R4-080830, Handover Requirements in 36.133, Ericsson

The following TPs agreed at TSG-RAN WG4 Meetings #47 are included in the update to TS36.133v8.1.0

· R4-081131, References and Abbreviations in TS 36.133, Ericsson

· R4-081147, Correction of TP implementation to TS36.133 v8.1.0bis, Subclause 4.2.2.5.2, Nokia Siemens Networks

· R4-081104, Cell Reselection Requirements from E-UTRAN to HRPD/cdma2000 1X, Ericsson, Nortel, Verizon

· NOTE: Thigher_priority_measureHRPD was renamed into Thigher_priority_measure and Thigher_priority_measureCDMA2000 1X  was renamed into Thigher_priority_measure 

· R4-081079, Text proposal to 36.133 on performance requirements for E-UTRA to UTRA soft handover, Nokia, Nokia Siemens Networks

· R4-081105, Handover Requirements from E-UTRAN to HRPD/cdma2000 1X, Ericsson, Nortel, Verizon

· R4-080955, TP: RSRP Reporting Range, Ericsson, NTT DoCoMo
· R4-081179, TP for E-UTRAN TDD intra frequency measurements in RRC_CONNECTED state, CATT
· R4-081117, Side conditions for UE RSRP Accuracy Requirements, Nokia, Nokia Siemens Networks

· NOTE: E-UTRA Band numbers in the TP were corrected from and some editorial corrections were done
· R4-081118, UE RSRQ Accuracy Requirements, Nokia, Nokia Siemens Networks

· R4-081191, Text proposal for UE transmit timing Requirements, Nokia, Nokia Siemens Networks

· R4-081199, TP: E-UTRAN  GSM Measurement Requirements, Ericsson
· R4-081219, TP : UE Measurement performance requirements for LTE_RRC_Connected, Nokia, Nokia Siemens Networks, Ericsson

· Note: “Note” was added to Table 8.1.2.2.1.2-2
· R4-081220, TP: Idle mode performance requirements for 36.133, Nokia, Nokia Siemens Networks, Ericsson

· R4-081207, FDD Inter-frequency Cell Search Requirements, Ericsson

· R4-081233, TP: FDD Inter-frequency Measurement Requirements, Ericsson, NTT DoCoMo
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