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1. Introduction

This contribution, based on [2], gives text proposals for the TS 36.133 [1] cell reselection requirements for user mobility in RRC_IDLE mode from E-UTRAN to HRPD and/or to cdma2000 1xRTT.
Text Proposal for TS 36.133

----------------------START OF TEXT PROPOSAL --------------------------
[11]
3GPP2 C.S0024-B: “cdma2000 High Rate Packet Data Air Interface Specification”.
[12]
3GPP2 C.S0002-D: “Physical Layer Standard for cdma2000 Spread Spectrum Systems”.
[13]
3GPP2 C.S0033-B: “Recommended Minimum Performance Standards for cdma2000 High Rate Packet Data Access Terminal”.
[14]
3GPP2 C.S0011-C: “Recommended Minimum Performance Standards for cdma2000 Spread Spectrum Mobile Stations”.
[15]
3GPP2 C.S0005-D: “Upper Layer (Layer 3) Signaling Standard for cdma2000 Spread Spectrum Systems”.
--------------------------------------------NEXT CHANGED SECTION---------------------------------------------
4.2.2.5.4

Measurements of HRPD cells

In order to perform measurement and cell reselection to HRPD cell, the UE shall acquire the timing of HRPD cells. 

When the measurement rules indicate that HRPD cells are to be measured, the UE shall measure CDMA2000 HRPD Pilot Strength of HRPD cells in the neighbour cell list at the minimum measurement rate specified in this section. 
The parameter ‘Number of HRPD Neighbor Frequency’, which is transmitted on E-UTRAN BCCH, is the number of carriers used for all HRPD cells in the neighbour cell list. 
When the RSRP of the E-UTRA serving cell (or other cells on the same frequency layer) is lower than ‘HRPD Start Measuring E-UTRAN Rx Power Strength Threshold’ and HRPD is of lower priority than the currently selected E-UTRAN frequency layer, the UE shall measure CDMA2000 HRPD Pilot Strength of the HRPD cells at least every (Number of HRPD Neighbor Frequency)*TmeasureHRPD. In case HRPD is of higher priority than the currently selected E-UTRAN frequency layer the UE shall measure HRPD cells at least every (Number of HRPD Neighbor Frequency)*Thigher_priority_measure. The parameter Thigher_priority_measure is FFS.

The UE shall be capable of evaluating that the HRPD cell has met cell reselection criterion defined in TS 36.304 within TevaluateHRPD. 

Table 4.2.2.5.4-1 gives values of TmeasureHRPD and TevaluateHRPD.
Table 4.2.2.5.4-1: TmeasureHRPD and TevaluateHRPD
	DRX cycle length [s]
	TmeasureHRPD [s]    (number of DRX cycles)
	TevaluateHRPD [s]          (number of DRX cycles)

	0.32
	[1.28 (4)]
	[5.12 (16)]

	0.64
	[1.28 (2)]
	[5.12 (8)]

	1.28
	[1.28 (1)]
	[6.4 (5)]

	2.56
	[2.56 (1)]
	[7.68 (3)]


4.2.2.5.5

Measurements of cdma2000 1X
In order to perform measurement and cell reselection to cdma2000 1X cell, the UE shall acquire the timing of cdma2000 1X cells. 

When the measurement rules indicate that cdma2000 1X cells are to be measured, the UE shall measure cdma2000 1x RTT Pilot Strength of cdma2000 1X cells in the neighbour cell list at the minimum measurement rate specified in this section. 
The parameter ‘Number of CDMA2000 1X Neighbor Frequency’, which is transmitted on E-UTRAN BCCH, is the number of carriers used for all cdma2000 1X cells in the neighbour cell list. 
When the RSRP of the E-UTRA serving cell (or other cells on the same frequency layer) is lower than ‘CDMA2000 1X Start Measuring E-UTRAN Rx Power Strength Threshold’ and cdma2000 1X is of lower priority than the currently selected E-UTRAN frequency layer, the UE shall measure Pilot Ec/Io of the CDMA2000 1X cells at least every (Number of CDMA2000 1X Neighbor Frequency)*TmeasureCDMA2000 1X. In case cdma2000 1X is of higher priority than the currently selected E-UTRAN frequency layer, the UE shall measure cdma2000 1X cells at least every (Number of CDMA2000 1X Neighbor Frequency)*Thigher_priority_measure. The parameter Thigher_priority_measure is FFS.
The UE shall be capable of evaluating that the cdma2000 1X cell has met cell reselection criterion defined in TS 36.304 within TevaluateCDMA2000 1X. 

Table 4.2.2.5.5-1 gives values of TmeasureCDMA2000 1X and TevaluateCDMA2000 1X.
Table 4.2.2.5.5-1: TmeasureCDMA2000 1X and TevaluateCDMA2000 1X

	DRX cycle length [s]
	TmeasureCDMA2000 1X  [s] (number of DRX cycles)
	TevaluateCDMA2000 1X  [s] (number of DRX cycles)

	0.32
	[1.28 (4)]
	[5.12 (16)]

	0.64
	[1.28 (2)]
	[5.12 (8)]

	1.28
	[1.28 (1)]
	[6.4 (5)]

	2.56
	[2.56 (1)]
	[7.68 (3)]


4.2.2.6
Evaluation of cell re-selection criteria

The UE shall evaluate the intra-frequency, inter-frequency, UTRA and GERAN cell reselection criteria defined in [TS36.304] at least every DRX cycle.

4.2.2.7 Maximum interruption in paging reception
--------------------------------------------NEXT CHANGED SECTION---------------------------------------------

At cell re-selection to HRPD, the UE shall monitor the downlink of serving cell for paging reception until the UE is capable of starting to monitor downlink channels for paging reception of the target HRPD cell. For HRPD cell re-selection the interruption time must not exceed TSI-HRPD + [50] ms.

TSI-HRPD is the time required for receiving all the relevant system information data according to the reception procedure and the upper layer (Layer 3) procedure delay of system information blocks defined in[11] for a HRPD cell.

At cell re-selection to cdma2000 1X, the UE shall monitor the downlink of serving cell for paging reception until the UE is capable of starting to monitor downlink channels for paging reception of the target cdma2000 1X cell. For cdma2000 1X cell re-selection the interruption time must not exceed TSI-cdma2000 1X + [50] ms.

TSI-cdma2000 1X is the time required for receiving all the relevant system information data according to the reception procedure and the upper layer (Layer 3) procedure delay of system information blocks defined in[15] for a cdma2000 1X cell.
4.2.2.7
Maximum interruption in paging reception
UE shall perform the cell re-selection with minimum interruption in monitoring downlink channels for paging reception.

At intra-frequency and inter-frequency cell re-selection, the UE shall monitor the downlink of serving cell for paging reception until the UE is capable to start monitoring downlink channels of the target intra-frequency cell for paging reception. The interruption time shall not exceed TSI-EUTRA + 50 ms.
At inter-RAT cell re-selection, the UE shall monitor the downlink of serving cell for paging reception until the UE is capable to start monitoring downlink channels for paging reception of the target inter-frequency cell. For E-UTRAN to UTRA cell re-selection the interruption time must not exceed  TSI-EUTRA + 50 ms. For E-UTRAN to  GSM cell re-selection the interruption time must not exceed TBCCH + 50 ms.

TSI is the time required for receiving all the relevant system information data according to the reception procedure and the RRC procedure delay of system information blocks defined  in 3GPP TS 36.331 E-UTRAN cell and in 3GPP TS 25.331 for a UTRAN cell.

TBCCH is the maximum time allowed to read BCCH data from a GSM cell defined in 3GPP TS 45.008.
At cell re-selection to HRPD, the UE shall monitor the downlink of serving cell for paging reception until the UE is capable of starting to monitor downlink channels for paging reception of the target HRPD cell. For HRPD cell re-selection the interruption time must not exceed TSI-HRPD + [50] ms.

TSI-HRPD is the time required for receiving all the relevant system information data according to the reception procedure and the upper layer (Layer 3) procedure delay of system information blocks defined in 3GPP2 C.S0005-A in section [xxx] for HRPD cell.

At cell re-selection to cdma2000 1X, the UE shall monitor the downlink of serving cell for paging reception until the UE is capable of starting to monitor downlink channels for paging reception of the target cdma2000 1X cell. For cdma2000 1X cell re-selection the interruption time must not exceed TSI-cdma2000 1X + [50] ms.

TSI-cdma2000 1X is the time required for receiving all the relevant system information data according to the reception procedure and the upper layer (Layer 3) procedure delay of system information blocks defined in 3GPP2 C.S0005-A in section [xxx] for cdma2000 1X cell.
These requirements assume sufficient radio conditions, so that decoding of system information can be made without errors and does not take into account cell re-selection failure.
------------------------END OF TEXT PROPOSAL-----------------------
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