
3GPP TSG-RAN WG4 Meeting #47bis
R4-081404
Munich, Germany, June 16-June 20, 2008
Agenda Item:
6.1.7.3
Source: 
Ericsson
Title: 
Correction to HO Requirements in TS 36.133
Document for:
Approval
1. Introduction

In this contribution changes are proposed in the following handover requirement scenarios in TS 36.133 [1]: E-UTRAN FDD – FDD, E-UTRAN TDD – TDD and E-UTRAN – UTRAN FDD. Some editorial corrections are done in E-UTRAN – GSM scenario. 
2. Summary of Changes
E-UTRAN FDD – FDD Interruption time: 

In section 5.1.2.1.2 the interruption time is defined as the time between the moment UE receives handover command and the time the UE starts PRACH transmission in the target cell. However interruption time is the physical layer interruption time excluding the RRC processing delay as clearly stated in section 5.1.2.1.1. Therefore new definition of interruption time is proosed in section 5.1.2.1.2.  
Activation Time: 

According to RAN2 procedures for handovers within E-UTRAN there is no activation time to indicate when UE is start processing handover command. Therefore the activation time in the definition of handover delay is taken away. 
Reading of Target Cell SI Information in E-UTRAN: 

According to RAN2 procedure there is no requirements on UE read any system information prior to performing handovers within E-UTRAN. Therefore the variable TSI is removed.
Reading of Target Cell SI Information in E-UTRAN: 

According to RAN2 procedure there is no requirements on UE specifications no specific handover procedure within E-UTRAN exists that would require additional synchronization time parameter (Tsync) in the interruption time requirements in section 5.1.2.1.1. Therefore this variable (Tsync) is removed from interruption time equation. In future if any new handover procedure is defined then the corresponding requirements can be accordingly modified. 

Changes to E-UTRAN TDD – TDD Requirements: 

The proposed changes described above are also done in section 5.2.2.4. Furthermore, we propose UE processing delay of 20 ms in interruption time equation. This is the same value used for E-UTRAN FDD – FDD handover scenario. 

Changes to E-UTRAN – UTRAN FDD Requirements: 

The square brackets are removed from the requirements. The known and unknown cells are more clearly defined to avoid ambuigity. 

Finally some editorial corrections are done in various sections including in section on UTRAN – GSM handover (section 5.3.3).
The proposed changes are done in the relevant sections in TS 36.331. If these changes are acceptable then formal CR can be drafted. 
3. References


3GPP TS 36.214, “Evolved Universal Terrestrial Radio Access (E-UTRA); Physical layer; Measurements”.  
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5
E-UTRAN RRC_CONNECTED state mobility

5.1
E-UTRAN Handover 

5.1.1
Introduction

5.1.2
Requirements

5.1.2.1
E-UTRAN FDD – FDD 
The requirements in this section are applicable to both intra-frequency and inter-frequency handovers.
5.1.2.1.1
Handover delay
Procedure delays for all procedures that can command a handover are specified in 3GPP TS 36.331 [2].

When the UE receives a RRC message implying handover the UE shall be ready to start the transmission of the new uplink PRACH channel within Dhandover seconds from the end of the last TTI containing the RRC command.

If the access is delayed to an indicated activation time later than RRC procedure delay seconds from the end of the last TTI containing the RRC command, the UE shall be ready to start the transmission of the new uplink PRACH channel at the designated activation time + interruption time.

Where:

Dhandover equals the RRC procedure delay to be defined in section 11.2 in 3GPP TS 36.331 [2] plus the interruption time stated in section 5.1.2.1.2.


5.1.2.1.2
Interruption time
The interruption time is the time between end of the last TTI containing a transport block on the old PDSCH and the time the UE starts transmission of the new PRACH. 
When intra-frequency or inter-frequency handover is commanded, the interruption time shall be less than Tinterrupt

Tinterrupt = Tsearch + TIU + 20 ms

Where:
Tsearch is the time required to search the target cell when the target cell is not already known when the handover command is received by the UE. If the target cell is known, then Tsearch = 0 ms. Regardless of whether DRX is in use by the UE, Tsearch shall still be based on non-DRX target cell search times.


TIU is the interruption uncertainty when changing the timing from the old to the new cell. TIU can be up to TBD.





In the interruption requirement a cell is known if 
it has been meeting the relevant cell identification requirement during the last 5 seconds otherwise it is unknown. Relevant cell identification requirements are described in Section 8.1.2.2.1 for intra-frequency handover and Section 8.1.2.3.1 for inter-frequency handover.

5.2.2.2
E-UTRAN FDD – TDD 

5.2.2.2.1
Handover delay

5.2.2.2.2
Interruption time

5.2.2.3
E-UTRAN TDD – FDD 

5.2.2.3.1
Handover delay

5.2.2.3.2
Interruption time

5.2.2.4
E-UTRAN TDD – TDD 
The requirements in this section are applicable to both intra-frequency and inter-frequency handovers.

5.2.2.4.1
Handover delay
Procedure delays for all procedures that can command a handover are specified in 3GPP TS 36.331 [2].

When the UE receives a RRC message implying handover the UE shall be ready to start the transmission of the new uplink PRACH channel within Dhandover seconds from the end of the last TTI containing the RRC command.

If the access is delayed to an indicated activation time later than RRC procedure delay seconds from the end of the last TTI containing the RRC command, the UE shall be ready to start the transmission of the new uplink PRACH channel at the designated activation time + interruption time.

Where:

Dhandover equals the RRC procedure delay to be defined in section 11.2 in 3GPP TS36.331 [2] plus the interruption time stated in section 5.1.2.4.2.


5.2.2.4.2
Interruption time
 The interruption time is the time between end of the last TTI containing a transport block on the old PDSCH and the time the UE starts transmission of the new PRACH. 
When intra-frequency or inter-frequency handover is commanded, the interruption time shall be less than Tinterrupt

Tinterrupt = Tsearch + TIU + 20 ms

Where:
Tsearch is the time required to search the target cell when the target cell is not already known when the handover command is received by the UE. If the target cell is known, then Tsearch = 0 ms. Regardless of whether DRX is in use by the UE, Tsearch shall still be based on non-DRX target cell search times.


TIU is the interruption uncertainty when changing the timing from the old to the new cell. TIU can be up to TBD.




In the interruption requirement a cell is known if it 
has been meeting the relevant cell identification requirement during the last 5 seconds. Relevant cell identification requirements are described in Section 8.1.2.2.2 for intra-frequency handover and Section 8.1.2.3.4 for inter-frequency handover.
5.3
Handover to other RATs

5.3.1
E-UTRAN - UTRAN FDD Handover

5.3.1.1
Introduction
Editor’s note: The hard handover procedure is assumed to be initiated by E-UTRAN by sending a MOBILITY FROM E-UTRA RRC command.
5.3.1.1.1
Handover delay

Procedure delay is specified in section 11.2 in 3GPP TS36.331 [2].

When the UE receives a RRC message implying handover to UTRAN with the activation time "now" or earlier than RRC procedure delay seconds from the end of the last E-UTRAN TTI containing the RRC command, the UE shall be ready to start the transmission of the new UTRA uplink DPCCH within Dhandover seconds from the end of the last E-UTRAN TTI containing the RRC MOBILITY FROM E-UTRA command.

 [Editor’s note: An accurate definition for the concept of ‘activation time’ is still needed]

If the access is delayed to an indicated activation time later than E-UTRAN RRC procedure delay seconds from the end of the last TTI containing the E-UTRAN RRC command, the UE shall be ready to start the transmission of the new uplink DPCCH at the designated activation time + interruption time.

where:

-
Dhandover equals the RRC procedure delay defined in section 11.2 in 3GPP TS 36.331 [2] plus the interruption time stated in section 5.3.1.1.2.
5.3.1.1.2
Interruption time
The interruption time, i.e. the time between the last TTI containing a transport block on the E-UTRAN PDSCCH and the time the UE starts transmission of the new uplink DPCCH depends on whether the target cell is known for the UE or not. The target cell is known if it has been measured by the UE during the last 5 seconds otherwise it is unknown. The UE shall always perform a UTRA synchronisation procedure as part of the handover procedure.

If the target cell is known the interruption time shall be less than Tinterrupt1

Tinterrupt1 = TIU+Tsync+50+ 10*Fmax ms

If the target cell is unknown the interruption time shall be less than Tinterrupt2

Tinterrupt2 = TIU+Tsync+150 + 10*Fmax ms
This requirement shall be met, provided that there is one target cell in the MOBILITY FROM E-UTRA command. Performance requirements for E-UTRA to UTRA soft handover are not specified. When UE is connected to an E-UTRA cell, UTRA SFN timing measurements are not reported. This implies that the timing of the DPCH of the UTRA target cells in the active set cannot be configured by UTRAN to guarantee that all target cells fall within the UE reception window of T0 +/- 148 chips.
Where:
TIU
is the interruption uncertainty when changing the timing from the E-UTRAN to the new UTRAN cell. TIU can be up to one UTRA frame (10 ms).

Fmax 
denotes the maximum number of radio frames within the transmission time intervals of all transport channels that are multiplexed into the same CCTrCH on the UTRA target cell.

Tsync 
is the time required for measuring the downlink DPCCH channel as stated in 3GPP TS 25.214 section 4.3.1.2 [dd]. In case higher layers indicate the usage of a post-verification period Tsync=0 ms. Otherwise Tsync=40 ms.

The phase reference is the primary CPICH.

The requirements in this section assume that N312 has the smallest possible value i.e. only one insync is required.
5.3.2
E-UTRAN - UTRAN TDD Handover

5.3.2.1
Introduction

The purpose of inter-RAT handover from E-UTRAN to UTRAN TDD is to change the radio access mode from E-UTRAN to UTRAN TDD. The handover procedure is initiated from E-UTRAN with a RRC message that implies a hard handover as described in [TS 36.331].
5.3.2.2
Requirements
The requirements in this section shall apply to UE supporting E-UTRAN and UTRAN TDD.
5.3.2.2.1
Handover delay
RRC procedure performance values for all RRC procedures that can command a hard handover are specified in [TS 36.331].

When the UE receives a RRC message implying E-UTRAN/UTRAN TDD handover with the activation time "now" or earlier than RRC procedure delay seconds from the end of the last TTI containing the RRC command, the UE shall be ready to start the transmission of the new uplink DPCH or the SYNC-UL within Dhandover seconds from the end of the last TTI containing the RRC command.

If the access is delayed to an indicated activation time later than RRC procedure delay seconds from the end of the last TTI containing the RRC command, the UE shall be ready to start the transmission of the new uplink DPCH at the designated activation time + interruption time.

Where:

-
Dhandover equals the RRC procedure performance value as defined in [TS 36.331] plus the interruption time stated in section 5.3.2.2.
5.3.2.2.2
Interruption time
The interruption time, i.e. the time between the end of the last TTI containing a transport block on the old DPDCH and the time the UE starts transmission of the new uplink DPCH or the SYNC-UL, is dependent on whether the target cell is known for the UE or not.
If E-UTRAN/UTRAN TDD handover is commanded, the interruption time shall be less than,


Tinterrupt= Toffset+TUL+30*FSFN+20*KC+180*UC+10*Fmax ms

Where:

Toffset
Equal to 10 ms, the frame timing uncertainty between the old cell and the target cell and the time that can elapse until the appearance of a Beacon channel

TUL
Equal to 10 ms, the time that can elapse until the appearance of the UL timeslot in the target cell

FSFN
Equal to 1 if SFN decoding is required and equal to 0 otherwise

KC
Equal to 1 if a known target cell is indicated in the RRC message implying E-UTRAN/UTRAN TDD handover and equal to 0 otherwise

UC
Equal to 1 if an unknown target cell is indicated in the RRC message implying E-UTRAN/UTRAN TDD handover and equal to 0 otherwise

Fmax
denotes the maximum number of radio frames within the transmission time intervals of all transport channels that are multiplexed into the same CCTrCH.
An UTRAN TDD target cell shall be considered known by the UE, if the target cell has been measured by the UE during the last 5 seconds.

The interruption time requirements for an unknown target cell shall apply only if the signal quality of the unknown target cell is sufficient for successful synchronisation with one attempt.

5.3.3
E-UTRAN - GSM Handover

5.3.3.1
Introduction

The purpose of inter-RAT handover from E-UTRAN to GSM is to transfer a connection between the UE and E-UTRAN to GSM. The handover procedure is initiated from E-UTRAN with a RRC message (MOBILITY FROM E-UTRA). The procedure is described in 3GPP TS 36.331 [2].

5.3.3.2
Requirements

The requirements in this section shall apply to UE supporting E-UTRAN and GSM.

The requirements given below in Tables 5.3.3.2.1-1 and 5.3.3.2.2-1 for the case where the UE has not synchronised to the GSM cell before receiving the RRC MOBILITY FROM E-UTRA command are valid when the signal quality of the GSM cell is sufficient for successful synchronisation with one attempt. If the UE is unable to synchronise to the GSM cell on the first attempt, it shall continue to search for synchronisation information for up to 800 ms duration. If after 800 ms the UE has not synchronised to the GSM cell it shall follow the handover failure procedure specified in 3GPP TS 36.331 [2].
5.3.3.2.1
Handover delay
When the UE receives a RRC MOBILITY FROM E-UTRA command with the activation time "now" or earlier than RRC procedure delay (see below) from the end of the last TTI containing the RRC command, the UE shall be ready to transmit (as specified in 3GPP TS 45.010 [10]) on the channel of the new RAT within the value in table 5.3.3.2.1-1 from the end of the last TTI containing the RRC command.

If the access is delayed to an indicated activation time later than RRC procedure delay from the end of the last TTI containing the RRC command, the UE shall be ready to transmit (as specified in 3GPP TS 45.010 [10]) on the channel of the new RAT at the designated activation time + interruption time.

The UE shall process the RRC procedures for the MOBILITY FROM E-UTRA command within 50 ms, which is noted as RRC procedure delay. If the activation time is used, it corresponds to the CFN of the E-UTRAN channel.

Table 5.3.3.2.1-1: E-UTRAN/GSM handover - handover delay

	UE synchronisation status
	handover delay [ms]

	The UE has synchronised to the GSM cell before the RRC MOBILITY FROM E-UTRA COMMAND is received
	90

	The UE has not synchronised to the GSM cell before the RRC MOBILITY FROM E-UTRA COMMAND is received
	190


5.3.3.2.2
Interruption time
The interruption time, i.e. the time between the end of the last TTI containing a transport block on the old channel and the time the UE is ready to transmit on the new channel, shall be less than the value in table 5.3.3.2.2-1.

Table 5.3.3.2.2-1: E-UTRAN/GSM handover - interruption time

	Synchronisation status
	Interruption time [ms]

	The UE has synchronised to the GSM cell before the RRC MOBILITY FROM E-UTRA COMMAND is received
	40

	The UE has not synchronised to the GSM cell before the RRC MOBILITY FROM E-UTRA COMMAND is received
	140
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