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1. Introduction
This document analyses the changes needed to 25.133 to incorporate changes already agreed in RAN4#47bis to 36.133 .
2. Change analysis from 36.133 changes agreed in RAN4#47bis
From [1]the following CRs were agreed at TSG-RAN WG4 Meetings #47bis to 36.133. The CRs have been analysed for possible impact to 25.133 and the two  CRs having impact to 25.133 are highlighted.
	Agenda
	Tdoc
	Type
	Release
	'Title'
	Source
	25.133 Change Analysis

	6.1.7.2
	R4-081701
	CR
	Rel-8
	IRAT Measurement requirements in TS 36.133
	Ercisson
	Introducing UTRA and GSM measurement quantities in 36.133; these already exist in 25.133

	6.1.7.3
	R4-081337
	CR
	Rel-8
	Correction of E-UTRAN to UTRAN TDD handover
	CATT
	No impact to handover from UTRAN to E-UTRAN target

	6.1.7.7
	R4-081420
	CR
	Rel-8
	RSRQ reporting Range
	Ericsson
	25.133 already contains reference to 36.133 RSRQ reporting range so no need to explicitly include the range in 25.133

	6.1.7.1
	R4-081646
	CR
	Rel-8
	Definition of Symbols
	Nokia Siemens Networks
	Ês, Iot and SCH_RP were already added in the definition section of 25.133 in R4-081669

	6.1.7.1
	R4-081665
	CR
	Rel-8
	General updates to 36.133
	Nokia Siemens Networks
	Editorial issues, no direct mapping to 25.133

	6.1.7.2
	R4-081668
	CR
	Rel-8
	Idle mode requirements updates
	Nokia, Nokia Siemens Networks
	25.133 to be sycnronised

	6.1.7.6
	R4-081670
	CR
	Rel-8
	Interfrequency and UTRA interRAT DRX peformance requirements
	Nokia, Nokia Siemens Networks
	No equivalent concept to large DRX in UTRA

	6.1.7.5
	R4-081674
	CR
	Rel-8
	Additions to UE transmit timing requirements 
	Nokia, Nokia Siemens Networks
	No E-UTRA TX timing requirements in UTRA

	6.1.7.3
	R4-081677
	CR
	Rel-8
	Corrections to Handover requirements
	Huawei, Ericsson
	Ensure that the handover execution requirements in 25.133 are syncronised with these changes

	6.1.7.6
	R4-081687
	CR
	Rel-8
	Inter-frequency and inter-RAT measurement requirements for multiple layer monitoring
	Motorola
	Multiple layers are monitored with compressed mode gaps with different purposes in UTRA; no need for similar changes

	6.1.7.6
	R4-081689
	CR
	Rel-8
	Handover requirements for E-UTRAN to cdma200 HRPD/1x
	Qualcomm Europe
	No UTRA to CDMA2000/ HRPD 1x mobility.

	6.1.7.7
	R4-081692
	CR
	Rel-8
	Side conditions for UE measurement procedures and measurement performance requirements
	Samsung
	25.133 already refers to measurement accuracy requirements in 36.133, no need to explicily state the E-UTRA side conditions in 25.133

	6.1.7.6
	R4-081695
	CR
	Rel-8
	E-UTRAN TDD intra frequency measurements when DRX is used
	CATT,Ericsson
	No equivalent concept to large DRX in UTRA

	6.1.7.6
	R4-081696
	CR
	Rel-8
	E-UTRAN TDD - UTRAN TDD measurements
	CATT,Ericsson
	No impact to measurements from UTRAN to E-UTRAN target

	6.1.7.2
	R4-081698
	CR
	Rel-8
	Correction to cell reselection Requirement from E-UTRAN to HRPD/cdma200 1x
	Ericsson
	No UTRA to CDMA2000/ HRPD 1x mobility.


3. References

[1] http://www.3gpp.org/ftp/tsg_ran/WG4_Radio/TSGR4_47bis/Lis%20od%20Docs/List_of_doc_after_meeting_reshuffled.zip



































































































































































































