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1 Introduction
This document presents PDSCH simulation results, with receiver impairments, based on agreed simulation assumptions in [1]. 

2 Simulations Results

Table 1: PDSCH simulations results with receiver impairments
	Scenario [1]
	Description
	Channel
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 (dB) 

	1.5
	1x2 16QAM 1/2 10MHz
	EVA5 Low


	70%tp
	6.5

	2.1
	1x2 64QAM 3/4 1.4MHz
	EVA5 Low

	70%tp
	17.3

	2.2
	1x2 64QAM 3/4 1.4MHz
	EVA5 Low

	70%tp
	16.3

	2.3
	1x2 64QAM 3/4 1.4MHz
	EVA5  Low

	70%tp
	16.3

	2.4
	1x2 64QAM 3/4 1.4MHz
	EVA5 Low

	70%tp
	16.5

	2.5
	1x2 64QAM 3/4 1.4MHz
	EVA5 Low

	70%tp
	16.5

	4.1
	2x2 QPSK 1/3 10MHz SCW
	EVA5 Low

	70%tp
	-2.5

	4.2
	2x2 QPSK 1/3 10MHz SCW
	EPA5 High


	70%tp
	-3.0


3 References

[1]
R4-081529, “Updated framework for the UE demodulation requirements (rev 1), Nokia
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