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10.1.2
MBSFN capable UE

This requirement is applicable for UEs that are capable of receiving MBSFN. 

10.1.2.1
3.84 Mcps TDD Option
The test is only applicable for UEs with at least two receiver antenna connectors where the fading of the signals and the AWGN signals applied to each receiver antenna connector shall be uncorrelated.
For the parameters specified in Table 10.4C, the measured average downlink S-CCPCH_Ec/Ior power ratio shall be below the specified value for the RLC_SDU_ER shown in Table 10.4D. 

Table 10.4C: Test parameters for MCCH detection

	Parameters
	Unit
	Test 1

	Ioc
	dBm/3.84 MHz
	-60
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I

I

ˆ


	dB
	12

	Number of Interfering codes/timeslot
	-
	7 × SF16

	MCCH Data Rate
	kbps
	7.2

	Propagation condition
	-
	Extended delay spread (see Appendix B)

	Slot Format #i
	-
	21


Table 10.4D: Test requirements for MCCH detection (at least two receiver antennas)

	Test Number
	S-CCPCH_Ec/Ior (dB)
	RLC_SDU_ER

	1
	-19.29
	0.01


<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<  NEXT SECTION >>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>

10.1.2.3
7.68 Mcps TDD Option

The test is only applicable for UEs with at least two receiver antenna connectors where the fading of the signals and the AWGN signals applied to each receiver antenna connector shall be uncorrelated.
For the parameters specified in Table 10.4G, the measured average downlink S-CCPCH_Ec/Ior power ratio shall be below the specified value for the RLC_SDU_ER shown in Table 10.4H.

Table 10.4G: Test parameters for MCCH detection

	Parameters
	Unit
	Test 1

	Ioc
	dBm/7.68 MHz
	-60
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	dB
	12

	Number of Interfering codes/timeslot
	-
	15 × SF32

	MCCH Data Rate
	kbps
	7.2

	Propagation condition
	-
	Extended delay spread (see Appendix B)

	Slot Format #i
	-
	21


Table 10.4H: Test requirements for MCCH detection (at least two receiver antennas)

	Test Number
	S-CCPCH_Ec/Ior (dB)
	RLC_SDU_ER

	1
	-22.71
	0.01


<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<  NEXT SECTION >>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>

A.4
Downlink reference parameter for MBMS tests

A.4.1
MCCH

A.4.1.1
3.84 Mcps TDD Option

The parameters for the MCCH demodulation tests are specified in Table A.41 and Table A.42.

Table A.41: Physical channel parameters for S-CCPCH

	Parameter
	Unit
	Level
	Level

	Channel bit rate
	kbps
	22.8
	22.8

	Channel symbol rate 
	ksps
	11.4
	11.4

	Slot Format #i
	-
	3
	21

	TFCI
	-
	ON
	ON


Table A.42: Transport channel parameters for S-CCPCH

	Parameter
	MCCH

	User Data Rate
	7.2 kbps

	Number Transport Channel 
	1 

	Transport Block Size
	581

	Transport Block Set Size
	581

	RLC SDU block size
	4088 

	Transmission Time Interval
	80 ms

	Repetition period
	640 ms

	Modification period
	1280 ms

	Type of Error Protection
	Turbo

	Coding Rate
	1/3

	Rate Matching attribute
	256

	Size of CRC
	16


<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<< NEXT SECTION >>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>>

A.4.1.3
7.68 Mcps TDD Option

The parameters for the MCCH demodulation tests are specified in Table A.44A and Table A.44B.

Table A.44A: Physical channel parameters for S-CCPCH

	Parameter
	Unit
	Level
	Level

	Channel bit rate
	kbps
	22.8
	22.8

	Channel symbol rate 
	ksps
	11.4
	11.4

	Slot Format #i
	-
	3
	21

	TFCI
	-
	ON
	ON


Table A.44B: Transport channel parameters for S-CCPCH

	Parameter
	MCCH

	User Data Rate
	7.2 kbps

	Number Transport Channel 
	1 

	Transport Block Size
	581

	Transport Block Set Size
	581

	RLC SDU block size
	4088 

	Transmission Time Interval
	80 ms

	Repetition period
	640 ms

	Modification period
	1280 ms

	Type of Error Protection
	Turbo

	Coding Rate
	1/3

	Rate Matching attribute
	256

	Size of CRC
	16
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