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Agenda Proposal
1. RF core test case for TS 25.141 
(max. 90 min)
Input: Alcatel-Lucent R4-09003, and Ericsson R4-090xxx_Ericsson_HNB_Pow_Test-v1.doc (Inbox-Drafts)
Background: 

The difference between the two input proposals are two:

· R4-09003 suggests a test case where real live traffic between HNB and user terminal is considered. Also, it includes the testing of two alternatives for performing the measurements of the input conditions (Io and CPICH): one when HNB make use of an own DL receiver (sniffer) and also a case when these measurements are done by means of a connected UE.

· Ericsson’s proposal is to use one of the agreed transmitter test models instead of live traffic, and to include only the case when HNB has its own DL receiver in the test case.    
Items to discuss:

What is the general opinion on these two proposals. The plan is to agree on a way forward and be ready to submit a commonly agreed text in a CR for TS 25.141 during the next meeting. 

The major difference on these two proposals is whether HNB using the UE measurements report should be tested. It is agreed that a combined text in CR for TS 25.141 will be provided during the meeting. The agreements are reached as the following:
· The capability of using UE measurements will not be considered in the test case at current stage. However, this capability will not be excluded for TS 25.141. Alcatel-Lucent agrees to make minor modifications in the diagram (Fig. B.7), such as adding some notes to make the diagram more readable.

· Huawei agrees to propose some text inputs on power control triggering in testing procedure.

· Ericsson agrees to propose more test points besides the three test points proposed in R4-09003.

· Step 6 defined in the testing procedure in R4-09003 will be removed.

· It is agreed to use test model 1.

The conclusion is that the RF core test case for TS 25.141 will be developed based on HNB performing the measurements of input conditions (Io and CPICH) using its own DL receiver (sniffer). 

2. Text proposals for TR 25.967 series document for HNB  (30 min)
Input: text proposals for the TR submitted by Ericsson (chapters 1-6 in R4-090359), Vfe (chapter 7 in R4-090349)
Items to discuss:

· Agree with chapter 1 to 7 as they are? If yes then we just have to approve them
· Ericsson and Huawei would like to remove the chapter 8. 

Text proposal for the TR (R4-090359) is generally agreed except some minor corrections on typos and additions to section 6.1. R4-090349 is agreed as it is.

It is recommended that Chapter 8 in TR 25.967 needs more discussions. Inputs or comments from Operators are welcome. From Ericsson’s point of view, the current contents in Chapter 8 are trivial. It either needs to be revised or removed. From Vodafone and Qualcomm points of view, the tests are generic. They provide guidelines and should be kept in TR.














































































































































































