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1. Introduction

There are some discussions about the A-GNSS technique in the previous meeting. To the R4-100010, we have some suggestions to the annex E, the content of the Annex E should be compatible with the specification of 36.355.  
The next text is some suggestions to the Annex E. 
2. Suggestion to the Annex E of 36.171
2.1   Assistance Data to be provided to the UE
In the table E.1 ,  GNSS-EarthOrientationParameters, GNSS-DifferentialCorrections GNSS-RealTimeIntegrity as addition to the table. 

Table E.1: Assistance Data to be provided to the UE

	Assistance Data IE supported by UE
	Mode used in test case

	
	UE-based
	UE-assisted,

GNSS-AcquisitionAssistance supported by UE
	UE-assisted,

GNSS-AcquisitionAssistance not supported by UE

	GNSS-Reference Time
	Yes
	Yes
	Yes

	GNSS-ReferenceLocation
	Yes
	No
	Yes

	GNSS-IonosphericModel
	Yes
	No
	No

	GNSS-EarthOrientationParameters
	yes
	no
	yes

	GNSS-TimeModelList
	Yes(1)
	No
	Yes(1)

	GNSS-DifferentialCorrections
	No
	yes
	yes

	GNSS-NavigationModel
	Yes
	No
	Yes

	GNSS-RealTimeIntegrity
	No
	yes
	yes

	GNSS-AcquisitionAssistance
	No
	Yes
	No

	GNSS-Almanac
	No
	No
	Yes

	GNSS-UTC-Model
	Yes
	No
	No

	GNSS-AuxiliaryInformation
	Yes(2)
	Yes(2)
	Yes(2)

	NOTE 1: In case more than a single GNSS is supported by the UE.

NOTE 2: In case the UE supports GLONASS, or more than one GNSS signal.


2.2 GNSS-TimeModelList IE. 
This information element is only required for multi system tests, and is defined in subclause 6.5.2.2 of 3GPP TS 36.355 [2].
Table E.5: GNSS-TimeModelList IE

	Name of the IE
	Fields of the IE

	GNSS-TimeModelList
	

	parameter
	gnss-TimeModelRefTime

	
	tA0

	
	tA1

	
	tA2


	
	gnssTOID

For each GNSS included in the test.

	
	weekNumber

	
	deltaT


2.3 GNSS-NavigationModel IE
e)
GNSS-NavigationModel IE. This information element is defined in subclause 6.5.2.2 of 3GPP TS 36.355 [2].
Table E.6: GNSS-NavigationModel IE

	Name of the IE
	Fields of the IE

	GNSS-NavigationModel
	nonBroadcastIndFlag , 

gnss-SatelliteList,


2.4 GNSS Auxiliary Information IE
i)
GNSS-AuxiliaryInformation IE. This information element is defined in subclause 6.5.2.2 of 3GPP TS 36.355 [2].
Table E.13: GNSS Auxiliary Information IE

	Name of the IE
	Fields of the IE

	GNSS Auxiliary Information
	gnss-ID-GPS

This choice may only be present if GNSS-ID indicates GPS.
gnss-ID-GLONASS

This choice may only be present if GNSS-ID indicates GLONASS.



3. Summary
We propose to consider these suggestions to the Annex E.  
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