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4.2.2.3
Measurements of intra-frequency E-UTRAN cells

The UE shall be able to identify new intra-frequency cells and perform RSRP measurements of identified intra-frequency cells without an explicit intra-frequency neighbour list containing physical layer cell identities.
The UE shall be able to evaluate whether a newly detectable intra-frequency cell meets the reselection criteria defined in TS36.304 within Tdetect,EUTRAN_Intra when that Treselection= 0 .  An intra frequency cell is considered to be detectable if:

-
RSRP|dBm > -124 dBm for Bands 1, 4, 6, 10, 11, 33, 34, 35, 36, 37, 38, 39, 40 and RSRP Ês/Iot ( -4 dB,
-
RSRP|dBm( -123 dBm for Bands 9 and RSRP Ês/Iot ( -4 dB,
-
RSRP|dBm( -122 dBm for Bands 2, 5, 7, 17 and RSRP Ês/Iot ( -4 dB,
-
RSRP|dBm( -121 dBm for Bands 3, 8, 12, 13, 14 and RSRP Ês/Iot ( -4 dB,
-
SCH_RP|dBm > -124 dBm for Bands 1, 4, 6, 10, 11, 33, 34, 35, 36, 37, 38, 39, 40 and SCH Ês/Iot  ( -4 dB,

-
SCH_RP|dBm(-123 dBm for Band 9 and SCH Ês/Iot ( -4 dB, 
-
SCH_RP |dBm( -122 dBm for Bands 2, 5, 7, 17 and SCH Ês/Iot  ( -4 dB,
-
SCH_RP |dBm( -121 dBm for Bands 3, 8, 12, 13, 14 and SCH Ês/Iot  ( -4 dB.
The UE shall measure RSRP at least every Tmeasure,EUTRAN_Intra (see table 4.2.2.3-1) for intra-frequency cells that are identified and measured according to the measurement rules. 

The UE shall filter RSRP measurements of each measured intra-frequency cell using at least 2 measurements. Within the set of measurements used for the filtering, at least two measurements shall be spaced by at least Tmeasure,EUTRAN_Intra/2
For an intra-frequency cell that has been already detected, but that has not been reselected to, the filtering shall be such that the UE shall be capable of evaluating that the intra-frequency cell has met reselection criterion defined [1] within Tevaluate,E-UTRAN_intra when Treselection = 0 as specified in table 4.2.2.3-1 provided that the cell is at least 3dB better ranked. When evaluating cells for reselection, the side conditions for RSRP and SCH apply to both serving and non-serving intra-frequency cells.

If Treselection timer has a non zero value and the intra-frequency cell is better ranked than the serving cell, the UE shall evaluate this intra-frequency cell for the Treselection time. If this cell remains better ranked within this duration, then the UE shall reselect that cell.
Table 4.2.2.3-1 : Tdetect,EUTRAN_Intra, Tmeasure,EUTRAN_Intra and Tevaluate, E-UTRAN_intra
	DRX cycle length [s]
	Tdetect,EUTRAN_Intra [s] (number of DRX cycles)
	Tmeasure,EUTRAN_Intra [s] (number of DRX cycles)
	Tevaluate,E-UTRAN_intra

[s] (number of DRX cycles)

	0.32
	11.52 (36)
	1.28 (4)
	5.12 (16)

	0.64
	17.92 (28)
	1.28 (2)
	5.12 (8)

	1.28
	32(25)
	1.28 (1)
	6.4 (5)

	2.56
	58.88 (23)
	2.56 (1)
	7.68 (3)


- Next Changed Section -

8.1.2.2.1
E-UTRAN FDD intra frequency measurements

8.1.2.2.1.1
E-UTRAN intra frequency measurements when no DRX is used

When no DRX is in use the UE shall be able to identify a new detectable FDD intra frequency cell within 
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Tbasic_identify_E-UTRA_FDD, intra is 800 ms 

A cell shall be considered detectable when 

-
RSRP related side condition given in Section 9.1 are fulfilled for a corresponding Band,

-
SCH_RP|dBm > -127 dBm for Bands 1, 4, 6, 10, 11 and SCH  Ês/Iot > - 6 dB.
-
SCH_RP|dBm( -126 dBm for Band [9] and SCH Ês/Iot  > - 6 dB,
-
SCH_RP |dBm( -125 dBm for Bands 2, 5, 7, 17 and SCH Ês/Iot >  - 6 dB,

-
SCH_RP |dBm( -124 dBm for Bands 3, 8, 12, 13, 14 and SCH Ês/Iot > - 6 dB.
TMeasurement_Period,Intra = 200 ms. The measurement period for Intra frequency RSRP measurements.
TIntra : This is the minimum time that is available for intra frequency measurements, during the measurement period with an arbitrarily chosen timing. Time is assumed to be available for performing intra frequency measurements whenever the receiver is guaranteed to be active on the intra frequency carrier.
Identification of a cell shall include detection of the cell and additionally performing a single measurement with measurement period of TMeasurement_Period Intra. If higher layer filtering is used, an additional cell identification delay can be expected.

In the RRC_CONNECTED state the measurement period for intra frequency measurements is 200 ms. When no measurement gaps are activated, the UE shall be capable of performing RSRPand RSRQ measurements for 8 identified-intra-frequency cells, and the UE physical layer shall be capable of reporting measurements to higher layers with the measurement period of 200 ms. When measurement gaps are activated the UE shall be capable of performing measurements for at least Ymeasurement intra cells , where Ymeasurement intra is defined in the following equation. If the UE has identified more than Ymeasurement intra cells, the UE shall perform measurements at least 8 identified intra-frequency cells but the reporting rate of RSRP and RSRQ measurements of cells from UE physical layer to higher layers may be decreased.
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Xbasic measurement FDD =  8 (cells)


TMeasurement_Period Intra = 200 ms. The measurement period for Intra frequency RSRP measurements.


TIntra : This is the time that is available for intra frequency measurements, during the measurement period with an arbitrarily chosen timing. Time is assumed to be available for performing intra frequency measurements whenever the receiver is guaranteed to be active on the intra frequency carrier.
The measurement accuracy for all measured cells shall be as specified in the sub-clause 9.1.
8.1.2.2.1.1.1
Measurement Reporting Requirements

8.1.2.2.1.1.1.1
Periodic Reporting

Reported measurements contained in periodically triggered measurement reports shall meet the requirements in section 9.

8.1.2.2.1.1.1.2
Event-triggered Periodic Reporting

Reported measurements contained in event triggered periodic measurement reports shall meet the requirements in section 9.

The first report in event triggered periodic measurement reporting shall meet the requirements specified in section 8.1.2.2.1.1.1.3 Event Triggered Reporting.

8.1.2.2.1.1.1.3
Event Triggered Reporting

Reported measurements contained in event triggered measurement reports shall meet the requirements in section 9.

The UE shall not send any event triggered measurement reports, as long as no reporting criteria are fulfilled.

The measurement reporting delay is defined as the time between an event that will trigger a measurement report and the point when the UE starts to transmit the measurement report over the air interface. This requirement assumes that that the measurement report is not delayed by other RRC signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH. The delay uncertainty is: [2] x TTIDCCH.This measurement reporting delay excludes a delay which caused by no UL resoureces for UE to send the measurement report.
The event triggered measurement reporting delay, measured without L3 filtering shall be less than T identify intra defined in Section 8.1.2.2.1.1. When L3 filtering is used an additional delay can be expected.

If a cell which has been detectable at least for the time period Tidentify_intra defined in section 8.1.2.2.1.1 becomes undetectable for a period ≤ 5 seconds and then the cell becomes detectable again and triggers an event, the event triggered measurement reporting delay shall be less than TMeasurement_Period Intra provided the timing to that cell has not changed more than ( 50 Ts and the L3 filter has not been used. When L3 filtering is used an additional delay can be expected.
8.1.2.2.1.2

E-UTRAN intra frequency measurements when DRX is used

When DRX is in use the UE shall be able to identify a new detectable FDD intra frequency cell within Tidentify_intra as shown in table 8.1.2.2.1.2-1
Table 8.1.2.2.1.2-1: Requirement to identify a newly detectable FDD intrafrequency cell

	DRX cycle length (s)
	Tidentify_intra (s) (DRX cycles)

	≤0.04
	0.8 (Note1)

	0.04<DRX-cycle≤0.08
	[Note2 (40)]

	0.08<DRX-cycle≤2.56
	[Note2(20)]

	Note1: Number of DRX cycle depends upon the DRX cycle in use

Note2: Time depends upon the DRX cycle in use


A cell shall be considered detectable when 

-
RSRP related side condition given in Section 9.1 are fulfilled for a corresponding Band,

-
 SCH_RP|dBm > -127 dBm for Bands 1, 4, 6, 10, 11 and SCH  Ês/Iot  > - 6 dB.
-
SCH_RP|dBm( -126 dBm for Band 9 and SCH Ês/Iot  > - 6 dB,
-
SCH_RP |dBm( -125 dBm for Bands 2, 5, 7, 17 and SCH Ês/Iot  > - 6 dB,

-
SCH_RP |dBm( -124 dBm for Bands 3, 8, 12, 13, 14 and SCH Ês/Iot > - 6 dB.
In the RRC_CONNECTED state with DRX cycles of 40ms or greater the measurement period for intra frequency measurements is Tmeasure_intra as shown in table 8.1.2.2.1.2-2. The UE shall be capable of performing RSRP measurements for [8] identified-intra-frequency cells, and the UE physical layer shall be capable of reporting measurements to higher layers with the measurement period of Tmeasure_intra. 
Table 8.1.2.2.1.2-2: Requirement to measure FDD intrafrequency cells
	DRX cycle length (s)
	Tmeasure_intra (s) (DRX cycles)

	≤0.04
	0.2 (Note1)

	0.04<DRX-cycle≤2.56
	Note2 (5)

	Note1: Number of DRX cycle depends upon the DRX cycle in use

Note2: Time depends upon the DRX cycle in use


The measurement accuracy for all measured cells shall be as specified in the sub-clause 9.1.
8.1.2.2.1.2.1
Measurement Reporting Requirements

8.1.2.2.1.1.2.1
Periodic Reporting

Reported measurements contained in periodically triggered measurement reports shall meet the requirements in section 9.

8.1.2.2.1.1.2.2
Event-triggered Periodic Reporting

Reported measurements contained in event triggered periodic measurement reports shall meet the requirements in section 9.

The first report in event triggered periodic measurement reporting shall meet the requirements specified in section 8.1.2.2.1.1.2.3 Event Triggered Reporting.

8.1.2.2.1.1.2.3
Event Triggered Reporting

Reported measurements contained in event triggered measurement reports shall meet the requirements in section 9.

The UE shall not send any event triggered measurement reports, as long as no reporting criteria are fulfilled.

The measurement reporting delay is defined as the time between an event that will trigger a measurement report and the point when the UE starts to transmit the measurement report over the air interface. This requirement assumes that that the measurement report is not delayed by other RRC signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH. The delay uncertainty is: [2] x TTIDCCH.This measurement reporting delay excludes a delay which caused by no UL resoureces for UE to send the measurement report.
The event triggered measurement reporting delay, measured without L3 filtering shall be less than T identify_intra defined in Section 8.1.2.2.1. 2. When L3 filtering is used an additional delay can be expected.

If a cell which has been detectable at least for the time period Tidentify_intra defined in section 8.1.2.2.1.2 becomes undetectable for a period ≤ 5 seconds and then the cell becomes detectable again and triggers an event, the event triggered measurement reporting delay shall be less than Tmeasure_intra provided the timing to that cell has not changed more than ( 50 Ts and the L3 filter has not been used. When L3 filtering is used an additional delay can be expected.
- Next Changed Section –
9.1.3.2
Relative Accuracy of RSRP

The relative accuracy of RSRP in inter frequency case is defined as the RSRP measured from one cell compared to the RSRP measured from another cell on a different frequency.
The accuracy requirements in Table 9.1.3.2-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports.

Conditions defined in 36.101 Section 7.3 for reference sensitivity are fulfilled.
RSRP1|dBm ( -127 dBm if RSRP1 is on Bands 1, 4, 6, 10, 11, 33, 34, 35, 36, 37, 38, 39, 40,
RSRP1|dBm ( -126 dBm if RSRP1 is on Band 9,
RSRP1|dBm ( -125 dBm if RSRP1 is on Bands 2, 5, 7, 17,
RSRP1|dBm ( -124 dBm if RSRP1 is on Bands 3, 8, 12, 13, 14,
RSRP2|dBm ( -127 dBm if RSRP2 is on Bands 1, 4, 6, 10, 11, 33, 34, 35, 36, 37, 38, 39, 40
RSRP2|dBm ( -126 dBm if RSRP2 is on Band 9,
RSRP2|dBm ( -125 dBm if RSRP2 is on Bands 2, 5, 7, 17,
RSRP2|dBm ( -124 dBm if RSRP2 is on Bands 3, 8, 12, 13, 14
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Table 9.1.3.2-1: RSRP Inter frequency relative accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	RSRP is on Bands 1, 4, 6, 10, 11, 33, 34, 35, 36, 37, 38, 39 and 40
	RSRP is on Bands 2, 5, 7, 17
	RSRP is on Bands 3, 8, 12, 13, 14
	RSRP is on Band 9

	
	
	
	
	Io
	Io
	Io
	Io

	RSRP for Ês/Iot > -6dB
	dBm
	(6
	(6
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	Note 1. Io is assumed to have constant EPRE across the bandwidth.
Note 2. The parameter Ês/Iot is the minimum Ês/Iot of the pair of cells.to which the requirement applies.


- Next Changed Section -

9.1.6.2
Relative Accuracy of RSRQ
The relative accuracy of RSRQ in inter frequency case is defined as the RSRQ measured from one cell compared to the RSRQ measured from another cell on a different frequency.
The accuracy requirements in Table 9.1.6.2-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports.

Conditions defined in 36.101 Section 7.3 for reference sensitivity are fulfilled.
RSRP1|dBm ( -127 dBm if RSRP1 is on Band 1, 4, 6, 10, 11, 33, 34, 35, 36, 37, 38, 39, 40,
RSRP1|dBm ( -126 dBm if RSRP1 is on Band 9,
RSRP1|dBm ( -125 dBm if RSRP1 is on Bands 2, 5, 7, 17,
RSRP1|dBm ( -124 dBm if RSRP1 is on Bands 3, 8, 12, 13, 14,
RSRP2|dBm ( -127 dBm if RSRP2 is on Bands 1, 4, 6, 10, 11, 33, 34, 35, 36, 37, 38, 39, 40,

RSRP2|dBm ( -126 dBm if RSRP2 is on Band 9,
RSRP2|dBm ( -125 dBm if RSRP2 is on Bands 2, 5, 7, 17,
RSRP2|dBm ( -124 dBm if RSRP2 is on Bands 3, 8, 12, 13, 14
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Table 9.1.6.2-1: RSRQ Inter frequency relative accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions1

	
	
	Normal condition
	Extreme condition
	RSRQ is on Bands 1, 4, 6, 10, 11, 33, 34, 35, 36, 37, 38, 39, 40
	RSRQ is on Bands 2, 5, 7, 17
	RSRQ is on Bands 3, 8, 12, 13, 14
	RSRQ is on Band 9

	
	
	
	
	Io
	Io
	
	

	RSRQ when RSRP Ês/Iot > -3 dB
	dBm
	( 3 
	( 4
	-121dBm/15kHz … -50dBm] / BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	RSRQ when RSRP Ês/Iot ≥ -6 dB
	dBm
	( 4
	( 4
	-121dBm/15kHz … -50dBm] / BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	Note 1. Io is assumed to have constant EPRE across the bandwidth.
Note 2. The parameter Ês/Iot is the minimum Ês/Iot of the pair of cells.to which the requirement applies.
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