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Introduction 

This paper proposes to include text and tables that are missing in TS 37.141 subclause 4.11.5 Ancillary RF amplifiers and 4.11.7 BS using antenna arrays. 

Proposal

It is proposed that the attached text is approved for TS 37.141.

{TEXT PROPOSAL}

4.11.5
Ancillary RF amplifiers

The requirements of the present document shall be met with the ancillary RF amplifier fitted. At tests according to clauses 6 and 7 for TX and RX respectively, the ancillary amplifier is connected to the BS by a connecting network (including any cable(s), attenuator(s), etc.) with applicable loss to make sure the appropriate operating conditions of the ancillary amplifier and the BS. The applicable connecting network loss range is declared by the manufacturer. Other characteristics and the temperature dependence of the attenuation of the connecting network are neglected. The actual attenuation value of the connecting network is chosen for each test as one of the applicable extreme values. The lowest value is used unless otherwise stated. 
Sufficient tests should be repeated with the ancillary amplifier fitted and, if it is optional, without the ancillary RF amplifier to verify that the BS meets the requirements of the present document in both cases.
When testing, the following tests shall be repeated with the optional ancillary amplifier fitted according to the table below, where x denotes that the test is applicable:
Table 4.11.5-1 Tests applicable to Ancillary RF Amplifiers
	Receiver Tests
	Subclause
	TX amplifier only
	RX amplifier only
	TX/RX amplifiers combined (Note)

	
	7.2
	
	X
	X

	
	7.5 (Narrowband blocking)
	
	X
	X

	
	7.6
	
	X
	X

	
	7.7
	
	x
	X

	
	7.8
	
	x
	

	Transmitter Tests
	6.2
	x
	
	X

	
	6.6.1
	X
	
	X

	
	6.6.2
	X
	
	x

	
	6.6.4
	x
	
	X

	
	6.7
	x
	
	X


NOTE:
Combining can be by duplex filters or any other network. The amplifiers can either be in RX or TX branch or in both. Either one of these amplifiers could be a passive network.

In test according to subclauses 6.2 and 7.2 highest applicable attenuation value is applied.
4.11.6
BS with integrated Iuant BS modem

Unless otherwise stated, for the tests in the present document, the integrated Iuant BS modem shall be switched off. Spurious emissions according to clauses 6.6.4 and 7.7 shall be measured only for frequencies above 20MHz with the integrated Iuant BS modem switched on.

4.11.7
BS using antenna arrays

A BS may be configured with a multiple antenna port connection for some or all of its transceivers or with an antenna array related to one cell (not one array per transceiver). This subclause applies to a BS which meets at least one of the following conditions: 
-
the transmitter output signals from one or more transceiver appear at more than one antenna port; or

-
there is more than one receiver antenna port for a transceiver or per cell and an input signal is required at more than one port for the correct operation of the receiver thus the outputs from the transmitters as well as the inputs to the receivers are directly connected to several antennas (known as "aircombining"); or

-
transmitters and receivers are connected via duplexers to more than one antenna.

In case of diversity or spatial multiplexing, multiple antennas are not considered as an antenna array.
If a BS is used, in normal operation, in conjunction with an antenna system which contains filters or active elements which are necessary to meet the E-UTRA requirements, the conformance tests may be performed on a system comprising the BS together with these elements, supplied separately for the purposes of testing. In this case, it must be demonstrated that the performance of the configuration under test is representative of the system in normal operation, and the conformance assessment is only applicable when the BS is used with the antenna system.

For conformance testing of such a BS, the following procedure may be used.
{END OF TEXT PROPOSAL}
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