

3GPP TSG RAN WG4 Meeting #55
R4-102108
Montreal, Canada, 10-14 May 2010
Agenda item:
7.2
Title:
FDD MBMS simulation results
Source:
Fujitsu
Document for:
Discussion
1. Introduction

In the last meeting (RAN4 Ad Hoc #2), demodulation performance requirement for MBMS was discussed. Summary of the simulation results was provided in [1] [2]. Based on the results, CR was in principle agreed [3]. In the CR, the requirement values are within a squire bracket, and it was pointed out that squire bracket would be removed with the modification considering the submitted results in this meeting. In this contribution, we show our simulation results for both without and with impairment to specify the final value.
2. Simulation results
Simulation results without implementation margin based on agreed assumptions are presented in attached excel file. Table 1 shows the simulation results with implementation margin. 
Table 1 Simulation results with implementation margin
	Scenario
	Description
	Test point
	SNR(dB)

	FDD 1.1
	1x2 QPSK 1/3 10MHz
	1% BLER
	2.5

	FDD 1.2
	1x2 16QAM 1/2 10MHz
	1% BLER
	10.0

	FDD 1.3
	1x2 64QAM 3/4 10MHz
	1% BLER
	24.3

	FDD 1.4 
	1x2 QPSK 1/3 1.4MHz
	1% BLER
	5.7


3. Conclusion

Simulation results for MBMS have been presented. It is proposed that these values should be used to specify the requirement.
Reference
[1] R4-101497, “LTE MBMS performance requirements (FDD)”, Huawei, Samsung
[2] R4-101491, “Summary of PMCH simulation results with impairments”, Huawei
[3] R4-101492, “Summary of PMCH simulation results”, Huawei
















































PAGE  
1

