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1 Introduction

This document presents LTE Rel10 UL-MIMO PUSCH simulation results according to the simulation assumptions in [1].
2 Simulation Results
Table 2.1  1.4 MHz Channel Bandwidth

	Number of TX antennas
	Number of RX antennas
	Cyclic prefix
	Propagation conditions and Correlation Matrix 
(Annex B)
	FRC
(Annex A)
	Fraction of  maximum throughput
	SNR

[dB]

	2
	2
	Normal
	EPA 5Hz Low 
	[A3-2]
	70%
	2.3

	
	
	
	
	A4-3
	70%
	15.3

	
	
	
	
	A5-2
	70%
	22.5

	
	4
	Normal
	EPA 5Hz Low 
	[A3-2]
	70%
	-1.8

	
	
	
	
	A4-3
	70%
	10.9

	
	
	
	
	A5-2
	70%
	16.2


Table 2.2  3 MHz Channel Bandwidth
	Number of TX antennas
	Number of RX antennas
	Cyclic prefix
	Propagation conditions and Correlation Matrix 
(Annex B)
	FRC
(Annex A)
	Fraction of  maximum throughput
	SNR

[dB]

	2
	2
	Normal
	EPA 5Hz Low
	[A3-3]
	70%
	2.2

	
	
	
	
	A4-4
	70%
	15.3

	
	
	
	
	A5-3
	70%
	22.5

	
	4
	Normal
	EPA 5Hz Low
	[A3-3]
	70%
	-1.9

	
	
	
	
	A4-4
	70%
	9.8

	
	
	
	
	A5-3
	70%
	16.4


Table 2.3  5 MHz Channel Bandwidth
	Number of TX antennas
	Number of RX antennas
	Cyclic prefix
	Propagation conditions and Correlation Matrix 
(Annex B)
	FRC
(Annex A)
	Fraction of  maximum throughput
	SNR

[dB]

	2
	2
	Normal
	EPA 5Hz Low
	[A3-4]*
	70%
	1.4

	
	
	
	
	A4-5
	70%
	16.4

	
	
	
	
	A5-4
	70%
	24.5

	
	4
	Normal
	EPA 5Hz Low
	[A3-4]*
	70%
	-2.7

	
	
	
	
	A4-5
	70%
	9.8

	
	
	
	
	A5-4
	70%
	16.9


Table 2.4  10 MHz Channel Bandwidth
	Number of TX antennas
	Number of RX antennas
	Cyclic prefix
	Propagation conditions and Correlation Matrix 
(Annex B)
	FRC
(Annex A)
	Fraction of  maximum throughput
	SNR

[dB]

	2
	2
	Normal
	EPA 5Hz Low
	[A3-5]*
	70%
	2

	
	
	
	
	A4-6
	70%
	16.2

	
	
	
	
	A5-5
	70%
	24.9

	
	4
	Normal
	EPA 5Hz Low
	[A3-5]*
	70%
	-2.2

	
	
	
	
	A4-6
	70%
	9.7

	
	
	
	
	A5-5
	70%
	17.0


Table 2.5  15 MHz Channel Bandwidth
	Number of TX antennas
	Number of RX antennas
	Cyclic prefix
	Propagation conditions and Correlation Matrix 
(Annex B)
	FRC
(Annex A)
	Fraction of  maximum throughput
	SNR

[dB]

	2
	2
	Normal
	EPA 5Hz Low
	[A3-6]*
	70%
	1.4

	
	
	
	
	A4-7
	70%
	16.6

	
	
	
	
	A5-6
	70%
	24.7

	
	4
	Normal
	EPA 5Hz Low
	[A3-6]*
	70%
	-2.8

	
	
	
	
	A4-7
	70%
	10.2

	
	
	
	
	A5-6
	70%
	16.9


Table 2.6  20 MHz Channel Bandwidth
	Number of TX antennas
	Number of RX antennas
	Cyclic prefix
	Propagation conditions and Correlation Matrix 
(Annex B)
	FRC
(Annex A)
	Fraction of  maximum throughput
	SNR

[dB]

	2
	2
	Normal
	EPA 5Hz Low
	[A3-7]*
	70%
	2.0

	
	
	
	
	A4-8
	70%
	16.7

	
	
	
	
	A5-7
	70%
	27.2

	
	4
	Normal
	EPA 5Hz Low
	[A3-7]*
	70%
	-2.1

	
	
	
	
	A4-8
	70%
	10.3

	
	
	
	
	A5-7
	70%
	18.2


3 Conclusion

This document presents LTE Rel10 UL-MIMO PUSCH simulation results according to the simulation assumptions in [1].
4 References
[1] R4-110591, “PUSCH simulation assumption for UL MIMO”, Huawei, Ericsson, ST-Ericsson, ZTE, CATT, HiSilicon



















































































































































































































































































































































































































































































































































