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Introduction
During the agreement on relay low power class in [2] the unwanted emission for relay low power class has been proposed in this text proposal. For the 24 dBm output power, we propose to reuse the operating band unwanted emission of local area BS in TS36.104. 

Reference
[1] R4-113851, TR 36.826 v8.0, Ericsson
R4-113876, TP for relay output power in TR 36.826

Text Proposal
<Start of TP>
8
Backhaul link requirements

<Text will be added>
8.1
Transmitter
8.1.X Operating Band Unwanted Emission
The backhaul link of Relay supports the 24 dBm and 30 dBm output power. And different operating band unwanted emissions are used for the two output power. 
8.1.X.A
Operating Band Unwanted Emission (For 24 dBm Output Power)

For the 24 dBm output power, the operating band unwanted emission of local area BS for both category A and B in TS36.104 is reused. 
8.1.X.B
Operating Band Unwanted Emission (For 30 dBm Output Power)

For the 30 dBm output power, the emissions are TBD. 
<Unchanged sections are skipped >
9
Access link requirements

<Text will be added>
9.1
Transmitter
9.1.X
Operating Band Unwanted Emission
The access link of Relay supports the 24 dBm and 30 dBm output power. And different operating band unwanted emissions are used for the two output power.
9.1.X.A
Operating Band Unwanted Emission (For 24 dBm Output Power)

For the 24 dBm output power, the operating band unwanted emission of local area BS for both category A and B in TS36.104 is reused. 
9.1.X.B
Operating Band Unwanted Emission (For 30 dBm Output Power)

For the 30 dBm output power, the emissions are TBD.
<End of TP>
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