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12
Performance requirement under multiple-cell scenario
12.1
General

The performance requirements for the UE in this section are specified for the measurement channels specified in Annex A and the propagation condition specified in Annex B. Unless otherwise stated the receiver characteristics are specified at the antenna connector of the UE. For UE(s) with an integral antenna only, a reference antenna with a gain of 0 dBi is assumed. UE with an integral antenna may be taken into account by converting these power levels into field strength requirements, assuming a 0 dBi gain antenna. For UEs with more than one receiver antenna connector the fading of the signals and the AWGN signals applied to each receiver antenna connector shall be uncorrelated. The levels of the test signal applied to each of the antenna connectors shall be as defined in the respective sections below.
Table 12.1: Summary of UE performance targets

	Test Chs.
	Information Data Rate
	Performance metric

	
	
	Static
	Multi-path

Case 1
	Multi-path Case 3

	DCH
	12.2 kbps
	BLER<10-2
	BLER<10-2
	BLER<10-2

	
	64 kbps
	BLER<10-1
	BLER<10-1
	BLER<10-1


12.2
Demodulation of DCH in static propagation conditions
The performance requirement of DCH in static propagation conditions is determined by the maximum Block Error Ratio (BLER). The BLER is specified for each individual data rate of the DCH. DCH is mapped into the Dedicated Physical Channel (DPCH).
12.2.1
Minimum requirement
12.2.1.1
3.84 Mcps TDD Option
[FFS]
12.2.1.2
1.28 Mcps TDD Option
For the parameters specified in Table 12.2 and Table 12.3 the BLER should not exceed the piece-wise linear BLER curve specified in Table 12.4.

Table 12.2: DCH parameters in static propagation conditions (12.2 kbps)
	Parameters
	Unit
	Test 1
	Test 2
	Test 3

	Number of DPCHo
	
	4
	12
	28

	Scrambling code and basic midamble code number of SS#1*
	
	19
	19
	19

	Scrambling code and basic midamble code number of SS#2*
	
	58
	58
	58

	Scrambling code and basic midamble code number of SS#3*
	
	85
	85
	85

	DPCH Channelization Codes of SS#1*
	C(k,Q)
	C(i,16)

 i=1,2
	C(i,16)

 i=1,2
	C(i,16)

 i=1,2

	DPCHo Channelization Codes of SS#2*
	C(k,Q)
	C(i,16)

1≤ i ≤2
	C(i,16)

1≤ i ≤6
	C(i,16)

1≤ i ≤14

	DPCHo Channelization Codes of SS#3*
	C(k,Q)
	C(i,16)

1≤ i ≤2
	C(i,16)

1≤ i ≤6
	C(i,16)

1≤ i ≤14
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 of SS#3
	dB
	4
	-1
	-6

	SFN-SFN Observed Timing Difference Type 2 between SS#1 and SS#2
	chip
	0
	0
	0

	SFN-SFN Observed Timing Difference Type 2 between SS#1 and SS#3
	chip
	0
	0
	0

	Power of SS#2**
	dBm
	-67
	-67.22
	-68.54

	Power of SS#3**
	dBm
	-73
	-73.22
	-74.54

	Ioc
	dBm/1,28MHz
	-80

	Midamble
	
	Default midamble (Kcell = 8)

	*Note:
Refer to TS 25.223 for definition of channelization codes, scrambling code and basic midamble code.
**Note:
Power of SS can be calculated from 
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Table 12.3: DCH parameters in static propagation conditions (64 kbps)
	Parameters
	Unit
	Test 4
	Test 5
	Test 6

	Number of DPCHo
	
	4
	12
	28

	Scrambling code and basic midamble code number of SS#1*
	
	19
	19
	19

	Scrambling code and basic midamble code number of SS#2*
	
	58
	58
	58

	Scrambling code and basic midamble code number of SS#3*
	
	85
	85
	85

	DPCH Channelization Codes of SS#1*
	C(k,Q)
	C(i,16)

 1≤ i ≤8
	C(i,16)

 1≤ i ≤8
	C(i,16)

 1≤ i ≤8

	DPCHo Channelization Codes of SS#2*
	C(k,Q)
	C(i,16)

1≤ i ≤2
	C(i,16)

1≤ i ≤6
	C(i,16)

1≤ i ≤14

	DPCHo Channelization Codes of SS#3*
	C(k,Q)
	C(i,16)

1≤ i ≤2
	C(i,16)

1≤ i ≤6
	C(i,16)

1≤ i ≤14
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 of SS#3
	dB
	4
	-1
	-6

	SFN-SFN Observed Timing Difference Type 2 between SS#1 and SS#2
	chip
	0
	0
	0

	SFN-SFN Observed Timing Difference Type 2 between SS#1 and SS#3
	chip
	0
	0
	0

	Power of SS#2**
	dBm
	-67
	-67.22
	-68.54

	Power of SS#3**
	dBm
	-73
	-73.22
	-74.54

	Ioc
	dBm/1,28MHz
	-80

	Midamble
	
	Default midamble (Kcell = 8)

	*Note:
Refer to TS 25.223 for definition of channelization codes, scrambling code and basic midamble code.
**Note:
Power of SS can be calculated from 
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Table 12.4: Performance requirements in static propagation conditions

	Test Number
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 [dB]
	BLER

	1
	-0.3
	10-2

	2
	2.8
	10-2

	3
	8.7
	10-2

	4
	4.1
	10-1

	5
	10.7
	10-1

	6
	12.9
	10-1


12.2.1.3
7.68 Mcps TDD Option
[FFS]
12.3
Demodulation of DCH in Multipath fading Case 1 conditions
The performance requirement of DCH in Multipath fading Case 1 conditions is determined by the maximum Block Error Ratio (BLER). The BLER is specified for each individual data rate of the DCH. DCH is mapped into the Dedicated Physical Channel (DPCH).
12.3.1
Minimum requirement
12.3.1.1
3.84 Mcps TDD Option
[FFS]
12.3.1.2
1.28 Mcps TDD Option
For the parameters specified in Table 12.5 and Table 12.6 the BLER should not exceed the piece-wise linear BLER curve specified in Table 12.7.

Table 12.5: DCH parameters in Multipath fading Case 1 conditions (12.2 kbps)
	Parameters
	Unit
	Test 1
	Test 2
	Test 3

	Number of DPCHo
	
	4
	12
	28

	Scrambling code and basic midamble code number of SS#1*
	
	19
	19
	19

	Scrambling code and basic midamble code number of SS#2*
	
	58
	58
	58

	Scrambling code and basic midamble code number of SS#3*
	
	85
	85
	85

	DPCH Channelization Codes of SS#1*
	C(k,Q)
	C(i,16)

 i=1,2
	C(i,16)

 i=1,2
	C(i,16)

 i=1,2

	DPCHo Channelization Codes of SS#2*
	C(k,Q)
	C(i,16)

1≤ i ≤2
	C(i,16)

1≤ i ≤6
	C(i,16)

1≤ i ≤14

	DPCHo Channelization Codes of SS#3*
	C(k,Q)
	C(i,16)

1≤ i ≤2
	C(i,16)

1≤ i ≤6
	C(i,16)

1≤ i ≤14
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 of SS#3
	dB
	4
	-1
	-6

	SFN-SFN Observed Timing Difference Type 2 between SS#1 and SS#2
	chip
	0
	0
	0

	SFN-SFN Observed Timing Difference Type 2 between SS#1 and SS#3
	chip
	0
	0
	0

	Power of SS#2**
	dBm
	-67
	-67.22
	-68.54

	Power of SS#3**
	dBm
	-73
	-73.22
	-74.54

	Ioc
	dBm/1,28MHz
	-80

	Midamble
	
	Default midamble (Kcell = 8)

	*Note:
Refer to TS 25.223 for definition of channelization codes, scrambling code and basic midamble code.
**Note:
Power of SS can be calculated from 
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Table 12.6: DCH parameters in Multipath fading Case 1 conditions (64 kbps)
	Parameters
	Unit
	Test 4
	Test 5
	Test 6

	Number of DPCHo
	
	4
	12
	28

	Scrambling code and basic midamble code number of SS#1*
	
	19
	19
	19

	Scrambling code and basic midamble code number of SS#2*
	
	58
	58
	58

	Scrambling code and basic midamble code number of SS#3*
	
	85
	85
	85

	DPCH Channelization Codes of SS#1*
	C(k,Q)
	C(i,16)

 1≤ i ≤8
	C(i,16)

 1≤ i ≤8
	C(i,16)

 1≤ i ≤8

	DPCHo Channelization Codes of SS#2*
	C(k,Q)
	C(i,16)

1≤ i ≤2
	C(i,16)

1≤ i ≤6
	C(i,16)

1≤ i ≤14

	DPCHo Channelization Codes of SS#3*
	C(k,Q)
	C(i,16)

1≤ i ≤2
	C(i,16)

1≤ i ≤6
	C(i,16)

1≤ i ≤14
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 of SS#3
	dB
	4
	-1
	-6

	SFN-SFN Observed Timing Difference Type 2 between SS#1 and SS#2
	chip
	0
	0
	0

	SFN-SFN Observed Timing Difference Type 2 between SS#1 and SS#3
	chip
	0
	0
	0

	Power of SS#2**
	dBm
	-67
	-67.22
	-68.54

	Power of SS#3**
	dBm
	-73
	-73.22
	-74.54

	Ioc
	dBm/1,28MHz
	-80

	Midamble
	
	Default midamble (Kcell = 8)

	*Note:
Refer to TS 25.223 for definition of channelization codes, scrambling code and basic midamble code.
**Note:
Power of SS can be calculated from 
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Table 12.7: Performance requirements in Multipath fading Case 1 conditions

	Test Number
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 [dB]
	BLER

	1
	11.8
	10-2

	2
	15.2
	10-2

	3
	19.5
	10-2

	4
	13.3
	10-1

	5
	18.4
	10-1

	6
	21.1
	10-1


12.2.1.3
7.68 Mcps TDD Option
[FFS]
12.4
Demodulation of DCH in Multipath fading Case 3 conditions
The performance requirement of DCH in Multipath fading Case 3 conditions is determined by the maximum Block Error Ratio (BLER). The BLER is specified for each individual data rate of the DCH. DCH is mapped into the Dedicated Physical Channel (DPCH).
12.4.1
Minimum requirement
12.4.1.1
3.84 Mcps TDD Option
[FFS]
12.4.1.2
1.28 Mcps TDD Option
For the parameters specified in Table 12.8 and Table 12.9 the BLER should not exceed the piece-wise linear BLER curve specified in Table 12.10.

Table 12.8: DCH parameters in Multipath fading Case 3 conditions (12.2 kbps)
	Parameters
	Unit
	Test 1
	Test 2
	Test 3

	Number of DPCHo
	
	4
	12
	28

	Scrambling code and basic midamble code number of SS#1*
	
	19
	19
	19

	Scrambling code and basic midamble code number of SS#2*
	
	58
	58
	58

	Scrambling code and basic midamble code number of SS#3*
	
	85
	85
	85

	DPCH Channelization Codes of SS#1*
	C(k,Q)
	C(i,16)

 i=1,2
	C(i,16)

 i=1,2
	C(i,16)

 i=1,2

	DPCHo Channelization Codes of SS#2*
	C(k,Q)
	C(i,16)

1≤ i ≤2
	C(i,16)

1≤ i ≤6
	C(i,16)

1≤ i ≤14

	DPCHo Channelization Codes of SS#3*
	C(k,Q)
	C(i,16)

1≤ i ≤2
	C(i,16)

1≤ i ≤6
	C(i,16)

1≤ i ≤14
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 of SS#2
	dB
	10
	5
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 of SS#3
	dB
	4
	-1
	-6

	SFN-SFN Observed Timing Difference Type 2 between SS#1 and SS#2
	chip
	0
	0
	0

	SFN-SFN Observed Timing Difference Type 2 between SS#1 and SS#3
	chip
	0
	0
	0

	Power of SS#2**
	dBm
	-67
	-67.22
	-68.54

	Power of SS#3**
	dBm
	-73
	-73.22
	-74.54

	Ioc
	dBm/1,28MHz
	-80

	Midamble
	
	Default midamble (Kcell = 8)

	*Note:
Refer to TS 25.223 for definition of channelization codes, scrambling code and basic midamble code.
**Note:
Power of SS can be calculated from 
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Table 12.9: DCH parameters in Multipath fading Case 3 conditions (64 kbps)
	Parameters
	Unit
	Test 4
	Test 5
	Test 6

	Number of DPCHo
	
	4
	12
	28

	Scrambling code and basic midamble code number of SS#1*
	
	19
	19
	19

	Scrambling code and basic midamble code number of SS#2*
	
	58
	58
	58

	Scrambling code and basic midamble code number of SS#3*
	
	85
	85
	85

	DPCH Channelization Codes of SS#1*
	C(k,Q)
	C(i,16)

 1≤ i ≤8
	C(i,16)

 1≤ i ≤8
	C(i,16)

 1≤ i ≤8

	DPCHo Channelization Codes of SS#2*
	C(k,Q)
	C(i,16)

1≤ i ≤2
	C(i,16)

1≤ i ≤6
	C(i,16)

1≤ i ≤14

	DPCHo Channelization Codes of SS#3*
	C(k,Q)
	C(i,16)

1≤ i ≤2
	C(i,16)

1≤ i ≤6
	C(i,16)

1≤ i ≤14
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 of SS#2
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	5
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 of SS#3
	dB
	4
	-1
	-6

	SFN-SFN Observed Timing Difference Type 2 between SS#1 and SS#2
	chip
	0
	0
	0

	SFN-SFN Observed Timing Difference Type 2 between SS#1 and SS#3
	chip
	0
	0
	0

	Power of SS#2**
	dBm
	-67
	-67.22
	-68.54

	Power of SS#3**
	dBm
	-73
	-73.22
	-74.54

	Ioc
	dBm/1,28MHz
	-80

	Midamble
	
	Default midamble (Kcell = 8)

	*Note:
Refer to TS 25.223 for definition of channelization codes, scrambling code and basic midamble code.
**Note:
Power of SS can be calculated from 
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Table 12.10: Performance requirements in Multipath fading Case 3 conditions

	Test Number
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 [dB]
	BLER

	1
	6.5
	10-2

	2
	8.8
	10-2

	3
	11.6
	10-2

	4
	10.9
	10-1

	5
	14.3
	10-1

	6
	17.0
	10-1


12.4.1.3
7.68 Mcps TDD Option
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