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1. Overall Description:
RAN WG2 would like to thank RAN WG4 for the LS’s on inter-frequency search requirements on configured frequencies without compressed mode for multi-carrier HSDPA (DC-HSDPA, DB-DC-HSDPA, 4C-HSDPA, 8C-HSDPA, NC-4C-HSDPA). 
RAN2 has agreed that this feature would be optional for all UE’s in Rel-11. Relevant to this, the following agreements were noted during RAN2#79bis and RAN2#80:-

Agreements:

Introduce new UE measurement capability optional from Rel-11 “Multicarrier measurements without compressed mode”
	Agreements:
The inter-frequency measurement on the configured carrier without compressed mode feature is not mandated for any UE supporting Rel-11.


Also, RAN WG2 is of the opinion that if the network is made aware of a UE’s support of the new inter-frequency search requirements, the introduction of the new search requirements would not cause any IOT issues. Thus, there will be a capability bit introduced in the RRC signalling to indicate UE’s support of this enhancement.

Further, RAN2 has discussed whether the new requirements would be applicable for configured frequencies even if the secondary HS-DSCH cell on that frequency has been de-activated. The following agreement was reached in this regard during RAN2#79:-

RAN2 understands that for the measurements on configured but deactivated frequency, no interaction between RNC and Node B is needed. For example a UE can “activate/deactivate” autonomously its receiver for the configured frequency, i.e. configuration of inter-frequency measurements without CM is independent from the secondary carrier(s) activation status.

Thus, it is RAN2 understanding that the enhancement of measurements on configured carriers without compressed mode would be applicable irrespective of the HS-DSCH activation/de-activation state of the carrier.
The agreed RAN2 CR’s capturing the above behaviour are also attached.
2. Actions:

To TSG RAN WG4:
RAN2 WG2 requests RAN WG4 to take the above RAN2 agreements into account for their work on new inter-frequency search requirements without CM, if applicable.
3. Date of Next TSG-RAN WG2 Meetings:

TSG RAN2 Meeting #81
       28 January – 1 February 2013,
Malta, MT

TSG RAN2 Meeting #81bis
       15 April – 19 April 2013,
Chicago, US[image: image1.jpg]Y




