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1. Introduction
A WI LTE Advanced dual uplink inter-band Carrier Aggregation Class A4 was established in RAN#59 [1]. This contribution adds applicaple CA configurations into the TR.
2. References

[1] RP-130401, Work Item Proposal: Core part - LTE Advanced dual uplink inter-band Carrier Aggregation Class A4, Nokia Corporation, RAN4#59, Vienna, Austria
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Class A4. Low-low, low-high or high-high band combination with intermodulation problem (low order IM) 

9.1
Specific issue for dual uplink inter-band CA class A4
9.2
LTE-Advanced Carrier Aggregation of Band 3 and Band 5
Table 9.2-1: E-UTRA interband CA band for CA_3-5
	E-UTRA CA band
	E-UTRA band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low   –  FUL_high
	FDL_low   –  FDL_high
	

	CA_3-5
	3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	FDD

	
	5
	824 MHz
	–
	849 MHz
	869 MHz
	–
	894 MHz
	


9.2.1

List of specific combination issues

9.2.1.1
Channel bandwidths per operating band for CA_3A-5A
Table 9.2.1.1-1: Channel bandwidths per operating band for CA_3A-5A
	CA operating / channel bandwidth

	E-UTRA CA Configuration
	E-UTRA Bands
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	Maximum aggregated bandwidth [MHz]
	Bandwidth Combination Sets

	CA_3A-5A
	3
	
	
	
	Yes
	Yes
	Yes
	30
	0

	
	5
	
	
	Yes
	Yes
	
	
	
	

	
	3
	
	
	
	Yes
	
	
	20
	1

	
	5
	
	
	Yes
	Yes
	
	
	
	



9.2.2
Inter-region OOBE requirements for Carrier Aggregation of Band 3 and Band 5  

<Text will be added.>
9.3
LTE-Advanced Carrier Aggregation of Band 7 and Band 20
Table 9.3-1: E-UTRA interband CA band for CA_7-20
	E-UTRA CA band
	E-UTRA band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low   –  FUL_high
	FDL_low   –  FDL_high
	

	CA_7-20
	7
	2500 MHz
	–
	2570 MHz
	2620 MHz
	–
	2690 MHz
	FDD

	
	20
	832 MHz
	–
	862 MHz
	791 MHz
	–
	821 MHz
	


9.3.1

List of specific combination issues

9.3.1.1
Channel bandwidths per operating band for CA_7A-20A
Table 9.3.1.1-1: Supported E-UTRA bandwidths for CA_7A-20A
	CA operating / channel bandwidth

	E-UTRA CA Configuration
	E-UTRA Bands
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	Maximum aggregated bandwidth [MHz]
	Bandwidth Combination Sets

	CA_7A-20A
	7
	
	
	
	Yes
	Yes
	Yes
	30
	0

	
	20
	
	
	Yes
	Yes
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