Page 1



3GPP TSG-RAN WG4 Meeting #68 
(
 R4-134493
Barcelona, Spain, 19 - 23 August, 2013
	CR-Form-v10

	CHANGE REQUEST

	

	(

	36.133
	CR
	1968
	(

rev
	1
	(

Current version:
	11.5.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/Change-Requests.

	


	Proposed change affects: (

	UICC apps(

	
	ME
	X
	Radio Access Network
	X
	Core Network
	


	

	Title:
(

	Time stamp accuracy for RLF and handover failure reporting with eMDT

	
	

	Source to WG:
(

	Ericsson, ST-Ericsson, MediaTek

	Source to TSG:
(

	R4

	
	

	Work item code:
(

	eMDT_UMTSLTE-Core
	
	Date: (

	2013-08-08

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-11

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	There are no requirements for RLF and handover failure log reporting for MDT

	
	

	Summary of change:
(

	Relative time stamp accuracy requirements are introduced for RLF and handover failure log reporting for MDT, more specifically for the time since RLF or handover failure.
The change is based on the agreed Way Forward in R4-133047.

	
	

	Consequences if 
(

not approved:
	No requirements for RLF and handover failure log reporting for MDT

	
	

	Clauses affected:
(

	4.3.5, 4.3.5.1

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	X
	
	 Test specifications
	TS 36.521-3

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


4.3
Minimization of Drive Tests (MDT)

UE supporting minimisation of drive tests shall be capable of:

-
logging measurements in RRC_IDLE, reporting the logged measurements and meeting requirements in this clause;

-
logging of RRC connection establishment failure, reporting the logged failure and meeting requirements in this clause;

-
logging of radio link failure and handover failure, reporting the logged failure and meeting requirements in this clause.

--- UNCHANGED SECTIONS ---

4.3.5
Relative Time Stamp Accuracy for Radio Link Failure and Handover Failure Log Reporting
The UE shall report the radio link and handover failure log, while meeting the accuracy requirements specified in this section.

4.3.5.1 Requirements for timeSinceFailure
Relative time stamp accuracy requirements for timeSinceFailure reported for MDT in a radio link failure or handover failure log are specified in this clause. timeSinceFailure determines the time elapsed from the last radio link failure or handover failure in E-UTRA to the time when the log is included in the report TS 36.331 [2].
The accuracy of the relative time stamping for timeSinceFailure is such that the drift of the time stamping shall not be larger than ± 0.72 seconds per hour and ± 10 seconds over 48 hours. These relative time stamp accuracy requirements shall apply provided that:

-
no power off or detach occurs after the RLF or handover failure had been detected and until the log is time-stamped.
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